
CC: Aluminum Covers with 
Screws
Applications
•	 Cover	for	LB-D,	LR-D,	LL-D,	LC	and	

TC	Series	conduit	bodies.

Standard Material/Finish
•	 Diecast	aluminum/epoxy	powder	coat

Certifications and Compliances
•	 UL	Standard:	514A
•	 UL	Listed:	E53330
•	 CSA	Standard:	C22.2	No.	18.3
•	 CSA	Certified:	208044
•	 NEMA:	FB-1

FG: Fiber Gaskets
Applications
•	 Cover	gasket	to	provide	sealing	for	

LB-D,	LR-D,	LL-D,	LC	and	TC	Series	
conduit	bodies.

Standard Material/Finish
•	 Fiber

NG: Neoprene Gaskets
Applications
•	 Cover	gasket	to	provide	sealing	for	

LB-D,	LR-D,	LL-D,	LC	and	TC	Series	
conduit	bodies.

Standard Material/Finish
•	 Neoprene

Trade Size 
(Inches)

Catalog 
Number

Dimensions in Inches/Millimeters
A B

CC-50 1∕2 CC-50 3.90/99.1 1.37/34.8

3∕4	 CC-75 4.70/119.4 1.60/40.6

1 CC-100 5.40/137.2 1.78/45.2

1-1∕4	and	1-1∕2 CC-125 7.25/184.2 2.52/64.0

2 CC-200 9.50/241.3 3.11/79.0

2-1∕2	and	3 CC-250 12.24/310.9 4.47/113.53

3-1∕2	and	4 CC-400 14.84/376.9 5.43/137.92

FG-50 1∕2 FG-50 3.90/99.1 1.37/34.8

3∕4	 FG-75 4.60/116.8 1.56/39.6

1 FG-100 5.34/135.6 1.73/43.9

1-1∕4	and	1-1∕2 FG-125 7.25/184.2 2.51/63.8

2 FG-200 9.50/241.3 3.05/77.5

2-1∕2	and	3 FG-250 12.24/310.9 4.47/113.53

3-1∕2	and	4 FG-400 14.84/376.9 5.43/137.9

NG-50 1∕2 NG-50 3.90/99.1 1.37/34.8

3∕4	 NG-75 4.60/116.8 1.56/39.6

1 NG-100 5.34/135.6 1.73/43.9

1-1∕4	and	1-1∕2 NG-125 7.25/184.2 2.51/63.8

2 NG-200 9.50/241.3 3.05/77.5

2-1∕2	and	3 NG-250 12.24/310.9 4.47/113.53

3-1∕2	and	4 NG-400 14.84/376.9 5.43/137.9
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 Aluminum Conduit Body Accessories
For Rigid Conduit and IMC


