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Use: 
Two hole straps are used for providing support for 
Rigid or IMC Conduit as required by the National 
Electrical Code where higher load bearing 
supports are desired. 
• Click-On Type 

Materials 
• Stamped Steel   

Finish 
• Zinc Plated   
Certification 

E229278 

Standards 
UL 2239 
CSA C22.2 No. 18 
NEC Article 345 & 346 

Malleable Clamp Back 

Rigid One Hole Straps 

Use: 
One hole straps are used for providing support for 
Rigid or IMC Conduit as required by the National 
Electrical Code. 

• Click-On Type 

Materials 
• Stamped Steel 

Finish 
• Zinc Plated 

RIGID CONDUIT 
Catalog 
Number 

UPC No 

0-87115 

Trade 
Size 

Nominal Dimensions 	Pcs/ 
A 	B 	C 	Unit 

Ctn/Case Case 
Qty/Qty 	Wt. 

Boxed 
9320 09320-2 1/2" 1.85 0.62 0.90 50/500 17.6 
9321 09321-9 3/4" 2.20 0.75 1.13 50/500 29.2 
9322 09322-6 1"  2.60 0.88 1.32 50/500 42.4 
9323 09323-3 11/4" 2.95 0.88 1.64 25/250 29.6 
9324 09324-0 1 1/2" 3.62 1.02 1.90 25/250 40.5 
9325 09325-7 2"  4.09 1.14 2.32 25 6.3 

*9316 09316-5 21/2" 4.90 1.25 3.00 25 11.7 
*9317 09317-2 3"  5.53 1.25 3.60 25 12.7 
*9318 09318-9 31/2" 6.18 1.25 4.13 25 14.2 
*9319 09319-6 4"  6.68 1.25 4.63 25 15.7 
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Rigid Two Hole Straps 

RIGID CONDUIT 
Catalog 
Number 

UPC No 

0-87115 

Trade 
Size 

Nominal Dimensions 
A 	B 	C 

Pcs/ 	Ctn/Case Case 
Unit 	Qty/Qty 	Wt. 

Boxed 
9340 09340-0 1/2" 2.48 0.62 0.87 50/500 11.8 
9341 09341-7 3/4" 2.91 0.69 0.98 50/500 14.9 
9342 09342-4 1" 3.36 0.75 1.30 25/250 13.2 
9343 09343-1 1 1/4" 4.09 0.88 1.61 50 3.7 
9344 09344-8 1 1/2" 4.40 0.94 1.90 50 5.3 
9345 09345-5 2" 5.11 1 2.30 50 6.7 

* 9336 09336-3 2 1/2" 5.88 1.00 2.91 25 5.1 
* 9337 09337-0 3" 6.50 1.00 3.53 25 5.9 
* 9338 09338-7 3 1/2" 7.38 1.00 4.03 25 8.3 
* 9339 09339-4 4" 8.00 1.00 4.53 25 9.1 

*EMT & RIGID 

RIGID CONDUIT 
Catalog UPC No Trade 

	
Nominal Dimensions Pcs/ Ctn/Case Case 

Number 0-87115 Size 
	

A 	B 	C 	Unit Qty/Qty Wt. 

Boxed 
Use: 9500 09500 1/2" 4.80 1.95 0.96 25/250 24.1 
Used to provide space between rigid conduit or IMC and 9501 09501 3/4" 5.42 2.50 0.78 25/250 26.2 
mounting surface. Can be used with one hole straps. 9502 09502 1" 6.79 2.68 0.86 25/125 17.8 
Cast of high strength malleable iron and zinc plated. 9503 09503 1 1/4" 7.32 2.89 1.06 20/100 21.7 
Materials 9504 09504 1 1/2" 8.07 3.48 1.09 10/100 28.9 
• Malleable Iron 9505 09505 2" 4.80 1.95 0.96 10/50 26.3 
Finish 9506 09506 2 1/2" 5.42 2.50 0.78 10 6.5 
• Zinc Plated 9507 09507 3" 6.79 2.68 0.86 10 10.7 
Certification 9508 09508 3 1/2" 7.32 2.89 1.06 10 14.0 

LR57925 9509 09509 4" 8.07 3.48 1.09 10 15.7 
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Use:
One hole straps are used for providing support for

Rigid or IMC Conduit as required by the National

Electrical Code.

• Click-On Type

Materials 
• Stamped Steel 

Finish 
• Zinc Plated 

Rigid One Hole Straps RIGID CONDUIT
Catalog UPC No Trade Nominal Dimensions Pcs/ Ctn/Case Case

Number 0-87115 Size A B C Unit Qty/Qty Wt.

Boxed
9320 09320-2 1/2" 1.85 0.62 0.90 - 50/500 17.6

9321 09321-9 3/4" 2.20 0.75 1.13 - 50/500 29.2

9322 09322-6 1" 2.60 0.88 1.32 - 50/500 42.4

9323 09323-3 1 1/4" 2.95 0.88 1.64 - 25/250 29.6

9324 09324-0 1 1/2" 3.62 1.02 1.90 - 25/250 40.5

9325 09325-7 2" 4.09 1.14 2.32 - 25 6.3

9316 09316-5 2 1/2" 4.90 1.25 3.00 - 25 11.7

9317 09317-2 3" 5.53 1.25 3.60 - 25 12.7

9318 09318-9 3 1/2" 6.18 1.25 4.13 - 25 14.2

9319 09319-6 4" 6.68 1.25 4.63 - 25 15.7
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Use:
Two hole straps are used for providing support for

Rigid or IMC Conduit as required by the National

Electrical Code where higher load bearing

supports are desired.

• Click-On Type

Materials 
• Stamped Steel

Finish 
• Zinc Plated 

Certification
E229278   

Standards 
UL 2239

CSA C22.2 No. 18
NEC Article 345 & 346

Rigid Two Hole Straps

RIGID CONDUIT
Catalog UPC No Trade Nominal Dimensions Pcs/ Ctn/Case Case

Number 0-87115 Size A B C Unit Qty/Qty Wt.

Boxed
9340 09340-0 1/2" 2.48 0.62 0.87 - 50/500 11.8

9341 09341-7 3/4" 2.91 0.69 0.98 - 50/500 14.9

9342 09342-4 1" 3.36 0.75 1.30 - 25/250 13.2

9343 09343-1 1 1/4" 4.09 0.88 1.61 - 50 3.7

9344 09344-8 1 1/2" 4.40 0.94 1.90 - 50 5.3

9345 09345-5 2" 5.11 1 2.30 - 50 6.7
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Malleable Clamp Back RIGID CONDUIT
Catalog UPC No Trade Nominal Dimensions Pcs/ Ctn/Case Case

Number 0-87115 Size A B C Unit Qty/Qty Wt.

Boxed

9505 09505 2" 4.80 1.95 0.96 - 10/50 26.3

9506 09506 2 1/2" 5.42 2.50 0.78 - 10 6.5

9507 09507 3" 6.79 2.68 0.86 - 10 10.7

9508 09508 3 1/2" 7.32 2.89 1.06 - 10 14.0

9509 09509 4" 8.07 3.48 1.09 - 10 15.7

A

C

B

Use:
Used to provide space between rigid conduit or IMC and

mounting surface. Can be used with one hole straps.

Cast of high strength malleable iron and zinc plated.

Materials 
• Malleable Iron 

Finish 
• Zinc Plated 

Certification 
LR57925

9500 09500 1/2" 4.80 1.95 0.96 - 25/250 24.1

9501 09501 3/4" 5.42 2.50 0.78 - 25/250 26.2

9502 09502 1" 6.79 2.68 0.86 - 25/125 17.8

9503 09503 1 1/4" 7.32 2.89 1.06 - 20/100 21.7

9504 09504 1 1/2" 8.07 3.48 1.09 - 10/100 28.9

9336 09336-3 2 1/2" 5.88 1.00 2.91 - 25 5.1

9337 09337-0 3" 6.50 1.00 3.53 - 25 5.9

9338 09338-7 3 1/2" 7.38 1.00 4.03 - 25 8.3

9339 09339-4 4" 8.00 1.00 4.53 - 25 9.1
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