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Conduit Bodies – Die Cast Metal

Type C – Threaded Aluminum Conduit Bodies
For right conduit

 BWF# Unit UPC Conduit Description Case Case
  0-87115 Size Type Color Qty. Weight
 Show Pak  	 	
	 300V		 28378-8		 1/2”		 C	Threaded		 Grey		 24		 6.5
	 301V		 28379-5		 3/4”		 C	Threaded	 Grey		 18		 7.5
	 302V		 28380-1		 1”		 C	Threaded		 Grey		 14		 9
	 303V		 28381-8		 1-1/4”		 C	Threaded		 Grey		 8		 12
	 304V		 28382-5		 1-1/2”		 C	Threaded		 Grey		 8		 11
	 305V		 28383-2		 2”		 C	Threaded		 Grey		 2		 5
 Boxed
	 306		 71535-7	 2-1/2”		 C	Threaded		 Grey		 1		 6.5
	 307		 71540-1		 3”		 C	Threaded		 Grey		 1		 7.5
	 308		 71545-6		 3-1/2”		 C	Threaded		 Grey		 1		 9
	 309		 71550-0		 4”		 C	Threaded		 Grey		 1		 12

Type C – Combo both Threaded and Set Screw Aluminum Conduit Bodies
For rigid or thinwall (EMT) conduit

 BWF# Unit UPC Conduit Description Case Case
  0-87115 Size Type Color Qty. Weight
 Show Pak  	 	
	 D300V		 19511-1		 1/2”		 C	Threaded		 Grey		 24		 6.5
	 D301V		 19512-8		 3/4”		 C	Threaded		 Grey		 18		 7.5
	 D302V		 19513-5	 1”		 C	Threaded		 Grey		 14		 9
	 D303V		 19514-2		 1-1/4”		 C	Threaded		 Grey		 8		 12
	 D304V		 19523-4		 1-1/2”		 C	Threaded		 Grey		 8		 11
	 D305V		 19524-1	 2”		 C	Threaded		 Grey		 2		 5

Type LL – Threaded Aluminum Conduit Bodies
For rigid conduit

 BWF# Unit UPC Conduit Description Case Case
  0-87115 Size Type Color Qty. Weight
 Show Pak  	 	
	 200V		 28372-6		 1/2”		 LL	Threaded		 Grey		 27		 7
	 201V		 28373-3		 3/4”		 LL	Threaded	 Grey		 15		 7.5
	 202V		 28374-0		 1”		 LL	Threaded		 Grey		 14		 9
	 203V		 28375-7		 1-1/4”		 LL	Threaded		 Grey		 4		 5.5
	 204V		 28376-4		 1-1/2”		 LL	Threaded	 Grey		 4		 6
	 205V		 28477-1		 2”		 LL	Threaded	 Grey	 2	 5.5
 Boxed
 206 71435-0 	 2-1/2”		 LL	Threaded	 Grey		 1		 5	
	 207	 71440-4		 3”		 LL	Threaded	 Grey		 1		 6
	 208	 71445-9		 3-1/2”		 LL	Threaded	 Grey		 1		 10
	 209	 71450-3		 4”		 LL	Threaded	 Grey		 1		 9

D300V

300V

CG= Cover & Gasket (BULK PAK)
CGV= Cover & Gasket (VIEW PAK)


