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All	BWF	Incandescent	
Lampholders	use	one	150	
Watt	maximum	standard	
base	floodlight	bulb.	
Bulbs	not	included.

H-1V

HG-100V

H-90

H-92

H1V

H-90, HH55 H-92, HH75

Die Cast Lampholder
Porcelain socket with leads& internal gasket included

 BWF# Unit UPC   Case Case
  0-87115   Color  Qty. Weight
 Bulk
	 HU-1		 30015-7	 		 Unfinished	 		 50		 25
 Show Pak
	 H-1V		 30006-5	 	 	 		 Grey 		 27		 14
	 H-1AV		 30505-3	 	 	 		 Bronze 		 27		 14
	 H-1WV		 30705-7	 	 	 	 	 27	 	 14
 Blister Carded
	 1001-1		 01001-8	 	 	 		 Grey 		 6		 4
	 1001AB-1		 30156-7	 	 	 		 Bronze 		 6		 4
	 1001W	-1	 50115-8	 	 	 		 White 		 6		 4

Die Cast Lampholder with External Gasket
Porcelain socket with leads& internal gasket included

 BWF# Unit UPC  Description Case Case
  0-87115  Type Color Qty. Weight

 Show Pak
	 HG-100V		 27370-3	 		 H1	w/gasket		 Grey		 27		 15
	 HG-100AV		 27371-0	 		 H1	w/gasket		 Bronze		 27		 15
	 HG-100WV		 27372-7	 		 H1	w/gasket		 White		 27		 15

Die Cast Lampholder with Attached 5-1/2” Hood
Porcelain socket with leads& internal gasket included

 BWF# Unit UPC  Description Case Case
  0-87115  Type Color Qty. Weight
 Boxed
	 H-90		 31005-7	 		 5-1/2”	Hood		 Grey		 6		 6
	 H-90AB		 31505-2	 		 5-1/2”	Hood		 Bronze		 6		 6
	 H-90W		 31705-6	 		 5-1/2”	Hood		 White		 6		 6
 Display Packaging
	 HH55		 04455-6	 		 5-1/2”	Hood		 Grey		 6		 7
	 HH55AB		 31507-6	 		 5-1/2”	Hood		 Bronze		 6		 7
	 HH55W		 50120-2	 		 5-1/2”	Hood		 White		 6	 	7
	 HH55B		 31506-9	 		 5-1/2”	Hood		 Black		 6		 7

Die Cast Lampholder with Attached 5-1/8” Contemporary Hood
Porcelain socket & internal gasket included

 BWF# Unit UPC  Description Case Case
  0-87115  Type Color Qty. Weight
 Boxed
	 H-92		 31022-4	 		 Contemporary		 Grey		 6		 7
	 H-92AB		 31522-9	 		 Contemporary		 Bronze		 6		 7
	 H-92W		 50131-8	 		 Contemporary		 White		 6		 7
 Display Packaging
	 HH75		 04475-4	 		 Contemporary		 Grey		 6		 7
	 HH75AB		 31523-6	 		 Contemporary		 Bronze		 6		 7
	 HH75W		 50130-1	 		 Contemporary		 White		 6		 7

Lampholders – Die Cast Metal
BWF Product Benefits & Features
	 •	Rugged,	seamless,	die-cast	construction	that	prevents	moisture	entry 
	 •	State	of	the	art	powder	coat	finish	for	maximum	durability 
	 •	Locking	swivel	knuckle	allows	positive	lamp	positioning	and	pin-point	directional	aiming 
	 •		Lampholders	supplied	with	porcelain	sockets,	internal	gaskets,	extra	long	wire	leads,	hardware	and	installation	instructions

Applications
	 	•	For	exterior	or	interior	lighting	 

•	For	safety	and	security,	light	walkways,	driveways	and	doorways
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