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EMT to AC/MC/FMC

Images

Download Photo Image Download Dimensional Image
Dimension A in Inches: 2.20
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Application
Combination Couplings used to join 3/4" EMT conduit via
set screw to 10/4 through 6/4 Steel and Aluminum
AC/MC/MCIA, and 1/2" Steel and Aluminum FMC.
Patented

Product Information
 
Material: Zinc Die Cast  
Finish: Ball Burnished  

 
Certifications & Codes:

Federal
Specification
Number:

A-A-50553

NEMA
Standard:

FB-1

UL File
Number:

ETL Bridgeport Fittings 4058-DC

UL Standard:
Listed ETL Conforms to UL STD
514B Certified to CAN/CSA STD.
C22.2 No. 18.3

UNSPSC: 39131707
Patent
Number:

D668,618

Catalog ID: 4058-DC

UPC Number: 78174794058

Description: Mighty-Merge® Transition Fittings. EMT to
10/4 - 6/4 AC/MC/FMC Coupling

Application: Combination Couplings used to join 3/4" EMT
conduit via set screw to 10/4 through 6/4 Steel and
Aluminum AC/MC/MCIA, and 1/2" Steel and Aluminum
FMC. Patented

Trade Size: 3/4"

Std Pkg Qty: 100

Unit Qty: 25

http://198.61.245.123/Home/ImageDownload?path=/Public/images/ProductPhotos/4058-DC.png
http://198.61.245.123/Home/ImageDownload?path=/Public/images/DimensionalDrawings/D_4058-DC.png

