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Conduit Sealing Bushings
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Dimension A in Inches: 4.578
Dimension B in Inches: 5.875

 

Application
Bridgeport Fittings Conduit Sealing Bushing (CSB)
product line: CSB-200 through CSB-400 are designed to
provide a corrosion resistant, watertight seal between
RMC, IMC or PVC and core drilled holes or penetrations
in concrete foundations walls and floors.

Product Information
 

Material:
Stainless Steel and Duro 60 Neoprene
Rubber

 

Finish: Stainless Steel  
 

Certifications & Codes:

CSA File Number:
Factory
Certification

Federal Specification
Number:

A-A-50553

NEMA Standard:
Factory
Certification

UL File Number:
Factory
Certification

UL Standard:
Factory
Certification

UNSPSC: 39121312
Patent Number: D633,873

Catalog ID: CSB-400

UPC Number: 78174720980

Description: 4" Conduit Sealing Bushings

Application: Bridgeport Fittings Conduit Sealing Bushing
(CSB) product line: CSB-200 through CSB-400 are
designed to provide a corrosion resistant, watertight seal
between RMC, IMC or PVC and core drilled holes or
penetrations in concrete foundations walls and floors.

Trade Size: 4"

Std Pkg Qty: 5

Unit Qty: 1

http://198.61.245.123/Home/ImageDownload?path=/Public/images/ProductPhotos/CSB-400.png
http://198.61.245.123/Home/ImageDownload?path=/Public/images/DimensionalDrawings/D_CSB-400.png

