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Bridgeport Fittings Inc.
705 Lordship Blvd.
Stratford, CT 06615

Phone: 203-377-5944
Fax: 203-381-3488

Outlet Boxes - Type GRX 

 

Available Document(s):

GRX-0449 Catalog Cut Sheet

Application

Used to provide access to conductors for pulling
and maintenance. Allows connection of conduit
straight runs, branch conduit runs, and bends. For
rigid conduit. NPT Tapered threads. Epoxy coat
finish

Catalog
Number

UPC
Number

Trade
Size

Dimension A in
Inches

Dimension B in
Inches

Dimension C in
Inches

Dimension D in
Inches

Dimension E in
Inches

Dimension F in
Inches

GRX-0449 81035 1/2" 3.66 2.09 2.20 0.71 0.51 2.28

GRX-0450 81036 3/4" 3.66 2.09 2.20 0.71 0.51 2.28

GRX-0585 81037 1" 3.66 2.48 2.60 0.95 0.67 2.28

GRX-0595 81055 1-1/4" 5.79 3.82 3.86 1.22 0.79 3.98

GRX-0601 81056 1-1/2" 5.79 3.82 3.86 1.22 0.79 3.98

GRX-0606 81057 2" 5.79 4.25 4.25 1.50 0.79 3.98

Material:  Die Cast Aluminum Copper-free (4/10 of 1%)  

Finish:  Epoxy Coat Finish  

Certifications & Codes:
UL File Number:  E181329
CSA Standard:  105795
UNSPSC:  39121331

Images:  

http://www.bptfittings.com/images/products/GRB-0445%20thru%20GRXZ-0607.pdf
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