Die Cast Aluminum
Copper-free (4/10 of 1%)

Catalog Unit  Std. Pkg.
Number Description Qty. Qty.
GRB-0445 1/2" 2-Hub Round Outlet Box 1 4
GRB-0446  3/4" 2-Hub Round Outlet Box 1 4
GRB-0584 1" 2-Hub Round Outlet Box 1 4
GRB-0597 1 1/4" 2-Hub Round Outlet Box 1 2
GRB-0600 1 1/2" 2-Hub Round Outlet Box 1 2
GRB-0605 2" 2-Hub Round Outlet Box 1 2
GRC-0443 1/2" 2-Hub Round Outlet Box 1 4
GRC-0444  3/4" 2-Hub Round Outlet Box 1 4
GRC-0556 1" 2-Hub Round Outlet Box 1 4
GRC-0589 1 1/4" 2-Hub Round Outlet Box 1 2
GRC-0561 1 1/2" 2-Hub Round Outlet Box 1 2
GRC-0580 2" 2-Hub Round Outlet Box 1 2
GRE-0447  1/2" 1-Hub Round Outlet Box 1 4
GRE-0448  3/4" 1-Hub Round Outlet Box 1 4
GRE-0582 1" 1-Hub Round Outlet Box 1 4
GRE-0587 1 1/4" 1-Hub Round Outlet Box 1 2
GRE-0598 1 1/2" 1-Hub Round Outlet Box 1 2
GRE-0603 2" 1-Hub Round Outlet Box 1 2
GRL-0439  1/2" 2-Hub Round Outlet Box 1 4
GRL-0440  3/4" 2-Hub Round Outlet Box 1 4
GRL-0546 1" 2-Hub Round Outlet Box 1 4
GRL-0591 1 1/4" 2-Hub Round Outlet Box 1 2
GRL-0558 1 1/2" 2-Hub Round Outlet Box 1 2
GRL-0576 2" 2-Hub Round Outlet Box 1 2
GRT-0441 1/2" 3-Hub Round Outlet Box 1 4
GRT-0442  3/4" 3-Hub Round Outlet Box 1 4
GRT-0547 1" 2-Hub Round Outlet Box 1 4
GRT-0593 1 1/4" 3-Hub Round Outlet Box 1 2
GRT-0559 1 1/2" 3-Hub Round Outlet Box 1 2
GRT-0578 2" 2-Hub Round Outlet Box 1 2
GRX-0449  1/2" 4-Hub Round Outlet Box 1 4
GRX-0450 3/4" 4-Hub Round Outlet Box 1 4
GRX-0585 1" 4-Hub Round Outlet Box 1 4
GRX-0595 1 1/4" 4-Hub Round Outlet Box 1 2
GRX-0601 1 1/2" 4-Hub Round Outlet Box 1 2
GRX-0606 2" 4-Hub Round Outlet Box 1 2
GRXZ-0468 1/2" 5-Hub Round Outlet Box 1 4
GRXZ-0469 3/4" 5-Hub Round Outlet Box 1 4
GRXZ-0586 1" 5-Hub Round Outlet Box 1 4
GRXZ-0596 1 1/4" 5-Hub Round Outlet Box 1 2
GRXZ-0602 1 1/2" 5-Hub Round Outlet Box 1 2
GRXZ-0607 2" 5-Hub Round Outlet Box 1 2
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Used to provide access to conductors for
pulling and maintenance. Allows connection of
conduit straight runs, branch conduit runs, and
bends. For rigid conduit. NPT Tapered threads.
Epoxy coat finish

@) File No. E181329

@ Certified 105795
Class I, Groups C, D
Class Il, Groups E, F, G
Class I

Type 3,4,7,9
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