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CoMMeRCIal VenTIlaToRs – losone® seleCT

CeIlInG MoUnT - 100, 150, 200, 250, 300 CfM
Single, impact resistant centrifugal blower wheel, driven by low RPM motor. Housing dimensions:  
12 1/4” x 12 1/4” x 11 3/4” (31.1 cm x 31.1 cm x 29.8 cm). Low profile white polymeric grille (14” x 14”) 
(35.6 cm x 35.6 cm) or sturdy, low profile metal grille finished with white enamel paint (14” x 14”)  
(35.6 cm x 35.6 cm). Built-in back draft damper. Discharges horizontally or vertically through 6” or 8”  
(15.2 cm or 20.3 cm) round duct. AMCA certified.

Part No. Description
CFM

(Horiz. / Vert.)
@ 0.1”SP

Sones 
(Horiz. / Vert.)

@ 0.1”SP
Duct Weight  

(lb.) UPC

L100 Ceiling mount 120 VAC, white polymeric grille 115 / 117 0.8 / 0.9 6” 22.8 026715124497

L100MG Ceiling mount 120 VAC, white enamel steel grille 121 / 119 0.8 / 0.8 6” 23.7 026715125142

L150 Ceiling mount 120 VAC, white polymeric grille 161 / 163 1.4 / 1.6 6” 23.1 026715124503

L150MG Ceiling mount 120 VAC, white enamel steel grille 165 / 165 1.4 / 1.6 6” 23.7 026715125159

L200 Ceiling mount 120 VAC, white polymeric grille 214 / 210 1.8 / 1.8 8” 23.0 026715124510

L200MG Ceiling mount 120 VAC, white enamel steel grille 218 / 213 1.8 / 1.7 8” 23.9 026715125166

L250 Ceiling mount 120 VAC, white polymeric grille 261 / 261 2.3 / 2.6 8” 23.1 026715124527

L250MG Ceiling mount 120 VAC, white enamel steel grille 267 / 263 2.5 / 2.6 8” 24.0 026715125173

L300 Ceiling mount 120 VAC, white polymeric grille 309 / 314 2.9 / 2.9 8” 23.1 026715124534

L300MG Ceiling mount 120 VAC, white enamel steel grille 317 / 315 2.8 / 2.7 8” 24.0 026715125180

L300KMG Ceiling mount 120 VAC suitable for kitchen 
installation, white enamel steel grille 279 / 280 3.0 / 3.6 8” 25.2 026715125197

CeIlInG MoUnT - 400, 500, 700 CfM 
Two, impact resistant centrifugal blower wheels driven by low RPM motor (Models L400K and L500K 
have metal wheels). Housing dimensions: 21 1/2” x 12 1/4” x 11 3/4” (54.6 cm x 31.1 cm x 29.8 cm). 
Sturdy, low profile metal grille finished with white enamel paint (23 1/4” x 14”) (59.1 cm x 35.6 cm). 
Discharges horizontally or vertically through 4 1/2” x 18 1/2” (11 cm x 47 cm) duct connector. AMCA 
certified.

Part No. Description
CFM

(Horiz. / Vert.)
@ 0.1”SP

Sones 
(Horiz. / Vert.)

@ 0.1”SP
Duct Weight  

(lb.) UPC

L400 Ceiling mount 120 VAC, white enamel steel grille 442 / 428 2.4 / 2.6 4 1/2” x 18 1/2” 33.8 026715124541

L400K Ceiling mount 120 VAC suitable for kitchen 
installation, white enamel steel grille 415 / 409 3.2 / 3.4 4 1/2” x 18 1/2” 36.2 026715125203

L500 Ceiling mount 120 VAC, white enamel steel grille 520 / 517 3.1 / 3.1 4 1/2” x 18 1/2” 33.8 026715124558

L500K Ceiling mount 120 VAC suitable for kitchen  
installation, white enamel steel grille 484 / 472 4.3 / 3.9 4 1/2” x 18 1/2” 36.2 026715125210

L700 Ceiling mount 120 VAC, white enamel steel grille 704 / 691 4.6 / 5.0 4 1/2” x 18 1/2” 33.9 026715124565


