
BURNDY® Products
TYPE HSKIT
HYDENT™ Heat Shrink 
Connectors and 
Installation Tool

Features and 
Benefi ts

Made from pure copper, • 
annealed for maximum 
strength
Color-coded, imprinted with • 
wire size

For more information, contact FCI - BURNDY Products
In the U.S. call: 1-800-346-4175     International:  1-603-647-5299

Canada call:  1-800-361-6975 (Quebec)    1-800-387-6487 (All Other Provinces)

LIST OF ITEMS INCLUDED IN HSKIT
Quantity 
of Pieces 
included 
in kit

Description Conductor 
Size

Stud 
Size

Quantity 
of Pieces 
included 
in kit

Description Conductor Size Stud 
Size

50 Butt Splice 22 - 18 AWG - 10 Fork Terminal 22 - 18 AWG #6
50 Butt Splice 16 - 14 AWG - 10 Fork Terminal 22 - 18 AWG #8
30 Butt Splice 12 - 10 AWG - 10 Fork Terminal 22 - 18 AWG #10
15 Butt Splice #8 AWG - 10 Fork Terminal 16 - 14 AWG #6
10 Ring Terminal 22 - 18 AWG #6 10 Fork Terminal 16 - 14 AWG #8
10 Ring Terminal 22 - 18 AWG #8 10 Fork Terminal 16 - 14 AWG #10
10 Ring Terminal 22 - 18 AWG #10 10 Fork Terminal 12 - 10 AWG #6
10 Ring Terminal 22 - 18 AWG 5/16” 10 Fork Terminal 12 - 10 AWG #8
10 Ring Terminal 22 - 18 AWG 1/4” 10 Fork Terminal 12 - 10 AWG #10
10 Ring Terminal 22 - 18 AWG 3/8” 15 Fork Terminal #8 AWG 3/8”
10 Ring Terminal 16 - 14 AWG #8 50  (25 ea) Male & Female Quick Disc. 22 - 18 AWG -
10 Ring Terminal 16 - 14 AWG #10 50  (25 ea) Male & Female Quick Disc. 16 - 14 AWG -
10 Ring Terminal 16 - 14 AWG 5/16” 50  (25 ea) Male & Female Quick Disc. 12 - 10 AWG -
10 Ring Terminal 16 - 14 AWG 1/4” 30  (15 ea) Male & Female Bullet 16 - 14 AWG -
10 Ring Terminal 16 - 14 AWG 3/8” 20  (10 ea) Male & Female Ins. Quick Disc. 22 - 18 AWG -
10 Ring Terminal 16 - 14 AWG #6 20  (10 ea) Male & Female Ins. Quick Disc. 16 - 14 AWG -
10 Ring Terminal 12 - 10 AWG #8 20  (10 ea) Male & Female Ins. Quick Disc. 12 - 10 AWG -
10 Ring Terminal 12 - 10 AWG #10 10 Step Down Butt Splice 16 - 14 to 22 - 18 AWG -
10 Ring Terminal 12 - 10 AWG 5/16” 10 Step Down Butt Splice 12 - 10 to 16 - 14 AWG -
10 Ring Terminal 12 - 10 AWG 1/4” 1 Ratchet Crimp Tool - -
10 Ring Terminal 12 - 10 AWG 3/8” 1 Metal Case with Dividers - -
15 Ring Terminal #8 AWG #10

For Use On
Copper Conductor

Standard crimp terminals leave the 
wire exposed allowing in moisture or 
other contaminants which can result 
in corrosion. Heat shrink terminals 
provide a durable seal, blocking 
out contaminants, ensuring a better 
connection.

Serrated barrels offer • 
maximum wire contact and 
tensile strength
Electro tin plated for • 
corrosion resistance
Wire Strip Length 5/16”• 


