
BURNDY
Accessories

M-21

MISCELLANEOUS
ACCESSORIES

TERMINAL BLOCKS

PANEL LIGHTS

SNAP-IN TYPES*

NUMBER
OF

CIRCUITS
OVERALL
LENGTH GENERAL DESCRIPTION

CATALOG
NUMBER

2
4
6

2-3/32"
3-7/32"
4-11/32"

Moulded General
Purpose Phenolic Base
30 amps, #10 studs.

RK149-2
RK150-2
RK225-2

8
10
12

5-15/32"
6-19/32"
7-23/32"

1 pc, per card
600-volt rating

RK151-2
RK152-2
RK226-2

14
16

8-27/32"
9-31/32"

RK153-2
RK227-2

VOLTAGE
RATING

LENS MOUNTING HOLE
DIAMETERCOLOR

LEADS
CATALOG
NUMBER

CARD
QUANTITY

125V
125V
125V

Red
Yellow
Green

1/2"
1/2"
1/2"

6"
6"
6"

RK160-2
RK161-2
RK162-2

1
1
1

125V
125V
125V

Red
Yellow
Green

5/16"
5/16"
5/16"

6"
6"
6"

RK236-2
RK237-2
RK238-2

1
1
1

28V
28V
28V

Red
Yellow
Green

1/2"
1/2"
1/2"

6"
6"
6"

RK231-2
RK230-2
RK232-2

1
1
1

12V
12V
12V

Red
Yellow
Green

1/2"
1/2"
1/2"

6"
6"
6"

RK163-2
RK164-2
RK165-2

1
1
1

For bulk pack contact factory.

* Available in convenience packaging only.

Meets UL component requirements:

CLASS B: Commercial Equipment 600 V RMS

CLASS C: General Industrial 600 V RMS

Withstands volts, Vdc 10,500


