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• Die index embossed on connector after
completion of crimp.
◊ Permanent inspectability of installed 

connectors to insure consistently reliable
and dependable connections.

• Recommended flame retardant type CF-
FR insulating covers meet oxygen index 
28 and UL94 V-O requirements.
◊ A complete insulated UL listed instal-

lation is provided.
• “Third Hand” constrains conductors while

installer completes crimp. Included with
each connector.
◊ Simplifies installation, reducing 

installed cost.

Features and Benefits
• Accommodates a wide range of run/tap

copper cable combinations including both
flexible and code combinations. All (B/B,
B/I, I/B, I/I) combinations acceptable.
◊ Each connector has many copper cable

combination applications allowing maxi-
mum flexibility for the design and instal-
lation of a system.

• Tap grooves function independently of
each other. Use of one tap is required.
Balance may be used or left empty.
◊ Provides maximum design and instal-

lation flexibility.
• Color code on the connector matches

installation die.
◊ Provides matched system for fast and 

easy installation.

① Use CFN-FR for single tap installation and CFR-FR for
multiple tap installation

• Use PUADP-1 adaptor with "U" dies in Y46.

TABLE 1 CODE CONDUCTOR AND METRIC EQUIVALENT
Components

Kit Flame
Catalog H-Tap Retardant Conductor Sizes Code/(Flex Cable) Metric Conductor Sizes (mm2)
Number Connector Cover Fig. # Main Tap1 Tap2 Tap3 Main Tap1 Tap2 Tap3

1000-750 1000-750
YH4444WC YH4444 CFR-FR 1 (750-500) (750-500) — — 500-400 500-400 — —

(750)3 (350) ➂

YH4429WC YH4429 CFR-FR 5
1000-750 250-2

— — 500-400 150-35 — —(777-500) (4/0-2)

YH3939WC YH3939 CFR-FR 1
750-500 750-350

— — 300-300 300-185 — —(550-500) (550-350)

YH3931WC YH3931 CFR-FR 2
750-350 4/0-1/0 1-6 STR/SOL 2-14

300-185 95-70 35-16 35-2.5(550-500) (250-1/0) (1-8) (2-14)

YH3434WC YH3434 CFN-FR 1
500-250 500-4/0

— — 240-150 240-120 — —(350-4/0) (350-4/0)

YH3429WC YH3429 CFN-FR ① 2
500-4/0 250/1/0 1-6 STR/SOL 8-14

240-120 120-70 35-16 6-2.5(350-4/0) (4/0-1/0) (1-8) #8

YH2929WC YH2929 CFD-FR 1
250-2 250-2

— — 120-35 120-35 — —(4/0-2) (4/0-2)

YH292CWC YH292C CFD-FR 3
250-2 2-6 STR/SOL 8-14

— 120-35 35-16 6-2.5 —(4/0-2) (2-8) (8-14)

YH298CWC YH298C CFD-FR 3
250-2 8-14 8-14

— 120-35 6-2.5 6-2.5 —(4/0-2) (8-14) (8-14)

YH2C2CWC YH2C2C CFO-FR 4
2-6 STR/SOL 2-6 STR/SOL 8-14 8-14

35-16 35-16 6-2.5 6-2.5(2-8) (2-8) (8-14) (8-14)

YH6C6CWC YH6C6C CFBG-FR 1
6-10 6-14

— — 10-6 10-2.5 — —(6-10) (6-14)

YH8C8CWC YH8C8C CFBG-FR 1
8-14 8-14

— — 6-2.5 6-2.5 — —(8-14) (8-14)

NOTE: To obtain connector and cover packaged together, add
suffix "-WC" to connector catalog number (example:
YH2929-WC includes (1) YH2929 and (1) CFD-FR in a
polybag).

† To obtain covers made of polyethylene remove suffix -FR
(ex. CFO) CFO is not flame retardant.

▲ See tooling section of this catalog for complete tool and
die listings.

➂ 750 Flex, main, is the only wire that may be used with a
350 FLEX TAP in the YH4444 connector.


