
BURNDY® Products
TYPE YHS
HYDENT™ Heat Shrink 
Ring and Fork Tongue 
Terminals

Features and Benefi ts
Made from pure copper, an-• 
nealed for maximum strength
Color-coded, imprinted with wire • 
size
Serrated barrels offer maximum • 
wire contact and tensile strength
Electro tin plated for corrosion • 
resistance
Wire Strip Length 5/16”• 

Figure 2

For more information, contact FCI - BURNDY Products
In the U.S. call: 1-800-346-4175     International:  1-603-647-5299

Canada call:  1-800-361-6975 (Quebec)    1-800-387-6487 (All Other Provinces)
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YHSA18K6 YHSA18K6RK 2 #6 22 - 18 AWG Ring 0.22  0.29  0.14  1.18  0.14  0.03 
YHSA18K8 YHSA18K8RK 2 #8 22 - 18 AWG Ring 0.22  0.32  0.17  1.18  0.17  0.03 
YHSA18K10 YHSA18K10RK 2 #10 22 - 18 AWG Ring 0.22  0.32  0.20  1.18  0.33  0.03 
YHSA18K14 YHSA18K14RK 2 1/4 22 - 18 AWG Ring 0.22  0.47  0.27  1.40  0.38  0.03 
YHSA18K38 YHSA18K38RK 2 3/8 22 - 18 AWG Ring 0.22  0.56  0.40  1.45  0.28  0.03 
YHSA14K8 YHSA14K8RK 2 #8 16 - 14 AWG Ring 0.22  0.32  0.17  1.18  0.16  0.03 
YHSA14K10 YHSA14K10RK 2 #10 16 - 14 AWG Ring 0.22  0.32  0.20  1.18  0.17  0.03 
YHSA14K14 YHSA14K14RK 2 1/4 16 - 14 AWG Ring 0.22  0.47  0.26  1.40  0.23  0.03 
YHSA14K38 YHSA14K38RK 2 3/8 16 - 14 AWG Ring 0.22  0.56  0.40  1.45  0.28  0.03 
YHSA10K10 YHSA10K10RK 2 #10 12 - 10 AWG Ring 0.22  0.34  0.20  1.15  0.18  0.04 
YHSA10K14 YHSA10K14RK 2 1/4 12 - 10 AWG Ring 0.22  0.56  0.26  1.45  0.15  0.04 
YHSA10K38 YHSA10K38RK 2 3/8 12 - 10 AWG Ring 0.22  0.56  0.40  1.45  0.28  0.04 
YHSA10K12 YHSA10K12RK 2 1/2 12 - 10 AWG Ring 0.22  0.69  0.53  1.69  0.36  0.04 
YHSA18K10F YHSA18K10FRK 3 #10 22 - 18 AWG Fork 0.22  0.31  0.20  1.18  0.27  0.03 
YHSA14K10F YHSA14K10FRK 3 #10 16 - 14 AWG Fork 0.22  0.34  0.21  1.17  0.27  0.03 
YHSA10K10F YHSA10K10FRK 3 #10 12 - 10 AWG Fork 0.22  0.37  0.21  1.16  0.27  0.04 

For Use On
Copper Conductor


