BURNDY®

Small Terminals

General Information
Mil. Spec. Equivalents

RING TERMINALS
Types T & YAD (Bare)
Type YAD (Bare)
Types TP & BA (Vinyl)
Types TN & YAES (Nylon)
Type YAE-G (Nylon)
Type YAE-N (Nylon)
Type YHSA (Heat Shrink)
Type YAES-K
(Radiation Resistant)
Types YAV BOX & YAV (Bare)
Types YAV-L BOX & YAV-L
(Bare)
Types YAV-H BOX & YAV-H
(Bare - Shroud)
Types YAEV & YAEV-L
(Nylon)
Type YAEV-H
(Nylon - for Expanded Ins.)
Types YAV-R & YAV-RS
(Bare - Right Angle)
Type YAEV-RS
(Nylon - Right Angle)
Type YAEV-RH
(Nylon - Right Angle)
Type YBM (Bare - Flag Type)

FORK TERMINALS
Types T-F & YAD-F (Bare)
Types TP-F & BA-EF (Vinyl)
Types TN-F & YAES-F (Nylon)
Types YAE-N-F BOX &

YAE-N-F (Nylon)
Type YHSA-F (Heat Shrink)
Type T-LF (Bare - Lock)
Types TP-LF & BA-EL

(Vinyl - Lock)
Type TN-LF (Nylon - Lock)
Type YAE-N-LF (Nylon - Lock)
Type YHSA-K-LF

(Heat Shrink - Lock)
Type T-BF (Bare - Block)
Type TP-BF (Vinyl - Block)
Type TN-BF (Nylon - Block)
Type YAE-N-BF (Nylon - Block)
Type YHSA-K-BF

(Heat Shrink - Block)
Types TP-Z & BA-EZ

(Vinyl - Flange)
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Types YAE-Z BOX & YAE-Z
(Nylon - Flange)

Types YAV-T-F BOX & YAV-T-F
(Bare)

Types YAV-H-F BOX, YAV-H-F,
& YAV-Z (Bare - Shroud)

SPLICES
Type YSV-B (Bare)
Type SP (Vinyl)
Type SN (Nylon)
Type SN-B (Nylon)
Types YSE BOX & YSE-H BOX
(Nylon - Strain Relief)
Type YSE-HHS
(Heat Shrink - Strain Relief)
Type YSES-K
(Radiation Resistant)
Type YSV (Bare)
Type YSV-L (Bare)
Type YSV-H (Bare - Strain Relief)
Type YSM (Bare - Parallel)
Type YSCM (Bare - Parallel)
Types YSV & YRV-L (Reducer)
Type YHSS (Heat Shrink)

DISCONNECTS
Type Q-M (Male - Bare)
Type Q-F (Female - Bare)
Type QP-M (Male - Vinyl)
Type QP-F (Female - Vinyl)
Type FQP-F (Female - Full Vinyl)
Type QN-M (Male - Nylon)
Type QN-F (Female - Nylon)
Type FQN-M (Male - Full Vinyl)
Type YHSQ-M
(Male - Heat Shrink)
Type YHSQ-F
(Female - Heat Shrink)
Type YHSFQ-F
(Female - Full Heat Shrink)
Type PG (Male/Female
Combo - Bare)
Type PGHS (Male/Female
Combo - Heat Shrink)
Type PGP (Male/Female
Combo - Vinyl)
Type PGN (Male/Female
Combo - Nylon)
Type FLN (Female Flag - Nylon)
Type FL (Female Flag - Bare)
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B-70
B-7
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B-72
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MISCELLANEOUS
Type YAIT (Splice - no tools reqd)
Type TTV (Tap, Insulation
Piercing - no tools req'd)
Type YATW-P (3-way - Vinyl)
Type YATW-N (3-way - Nylon)
Type YATW-NG
(3-way - Nylon Grip)
Type YATW-HS
(3-way - Heat Shrink)
Type YAFW-P (4-way - Vinyl)
Type YAFW-N (4-way - Nylon)
Type YAFW-NG
(4-way - Nylon Grip)
Type YAFW-HS
(4-way - Heat Shrink)
Type BULM-P (Bullet Male - Viinyl)
Type BULM-N (Bullet Male - Nylon)
Type BULM-NG (Bullet Male -
Nylon Grip)
Type BULM-HS (Bullet Male -
Heat Shrink)
Type BULF-P
(Bullet Female - Vinyl)
Type BULF-N
(Bullet Female - Nylon)
Type BULF-NG
(Bullet Female - Nylon Grip)
Type BULF-HS

(Bullet Female - Heat Shrink)

Type PTV (Pin Terminal - Vinyl)
Type YF-UI (Bare Ferrules)

Type YF-I (Insulated Ferrules)

Type YF-TW
(Twin Insulated Ferrules)
Small Terminal Kits
Heat Shrink Kit
Types YQE & RK
(Pigtail Splice - Nylon)

Blue highlighted items are industry standard and most frequently ordered.
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Small Terminals BURNDY®

Performance Table 1
The terminals and splices in this catalog are Performance Requirements — Terminals for Copper Wire
approved, per SAE-AS7928 andlor UL486, Per SAE-AS7928 Per UL486
where indicated. Table 1 shows the performance _ » o Test
requirements for terminals used in military and Test M\.ii xlltr:um M;::;illlem M_Fg:;wem Ff;‘)ur;‘le: t
: . . es oltage r Max.
commerqal equlllpmenlt. Th:a voItaEe drops listed Current Drop Strength Strength 50°C Rise
are maximum allowable values tal en at curreqts Wire Size (Amps) (Mv) (Lbs)) (Lbs)) (Amps)
well above rated current for the wires. Tensile 26 3 8 7 — —
values assure that the wires will not become 24 45 8 10 — —
separated from the terminals under reasonably 2 9 7 15 8 —
expected stresses. UL tensile values are chosen 20 1 5 19 3 —
to reflect the severest expected duty. MIL 18 16 0 ) 20 —
Specification tensile values apply only to crimp T 5% 7 50 0 —
terminations and reflect minimum values that are
L L 14 32 6 70 50 15
obtained in good crimp joints. Actual performance
. . 12 4 5 110 70 20
of BURNDY terminals exceeds the requirements
. . 10 55 5 150 80 30
of Table 1. Typical values are shown in Figures
. L 8 73 5 225 90 50
1-5. For High Temperature applications BURNDY®
. L e N . 6 101 5 300 100 65
YAV series with nickel plating “-NK” suffix provide 3 135 3 300 120 o
for continuous operation to 650° F and 750° F 3 T 5 == 180 T
intermittent service.
1 211 5 650 200 130
0 245 5 700 250 150
00 283 5 750 300 175
000 320 5 825 350 200
0000 380 5 875 450 230

Fig. 1. Tensile strength of YAD HYLUG™ after
axial rotation stresses.

Fig. 2. Tensile strength of BA VINYLUG™ after
axial rotation stresses.
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Blue highlighted items are industry standard and most frequently ordered.
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BURNDY® Small Terminals

Fig. 3. Tensile strength of YAES INSULUG™ Fig. 5. Voltage drops of YAES at currents per .

after vibration. Table 1 after vibration.
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Fig. 4. Temperature rise of BA VINYLUG™ at
currents per Table 1.
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Small Terminals BURNDY®

EQUIVALENT TABLES

MILITARY SPECIFICATIONS

Terminals Terminals
BURNDY?® Equivalents to SAE-AS25036 in BURNDY?® Equivalents to SAE-AS20659 in
accordance with Specification SAE-AS7928. accordance with Specification SAE-AS7928.
AS25036 Catalog Class | Class | AS25036 Catalog Class | Class | AS20659 | Catalog | Class | Class | AS20659 Catalog | Class | Class
Dash No. Number 1 2 Dash No. Number 1 2 DashNo. | Number 1 2 Dash No. Number 1 2
YAES18-N1 X X 124 YAEVAC-L4 X 105 YAV10 X X 134 YAVIC-L3 X
o YAE18-G43 X 125 YAEVAC-L2 X 106 YAV10-T2 X X 135 YAV25-L3 X
YAES18-N2 X X 126 YAEV2C-L1 X 107 YAVBC-L X 136 YAV26-L3 X X
1z YAE18-N21 X 127 YAEV2C-L X 108 YAV8C-L2 X 137 YAV28-L54 X
YAES18-N3 X X 128 YAEV2C-L4 X X 109 YAV6C-L X X 140 YAV8C-L14 X
10 YAE18N X 129 YAEVIC-L1 X 110 YAV6C-L2 X 4 YAVBC-L1 X X
YAES18-N4 X X 130 YAEVIC-L X X M YAVAC-L X X 142 YAV8C-L4 X
o4 YAE18-N3 X 131 YAEV1C-L3 X 112 YAVAC-L2 X 143 YAV6C-L10 X
YAES18-N5 X X 132 YAEV25-L1 X 13 YAV2C-U1 X 144 YAVAC-L3 X
105 YAE18-N15 X 133 YAEV25-L X X 114 YAV2C-L X 145 YAVAC-L5 X
YAES14-N6 X X 134 YAEV25-L3 X 115 YAVIC-L1 X X 146 YAV2C-L3 X
106 YAE14-N43 X 135 YAEV26-L2 X 116 YAVIC-L X 147 YAV2C-L2 X X
107 YAES14-N7 X 136 YAEV26-L X 17 YAV25-11 X 148 YAV2C-L11 X
YAES14-N8 X 137 YAEV26-L3 X 118 YAV25-L X X 149 YAVIC-L2 X
108 YAES14N X 143 YAE22-G18 X 19 YAV26-L2 X 150 YAVIC-L4 X
YAES14-N9 X X 144 YAE22-G16 X 120 YAV26-L X 151 YAV25-L.2 X
109 YAE14-N3 X 145 YAE22-G13 X 121 YAV27-L X X 152 YAV25-116 X
YAES14-N10 X 146 YAE22-G14 X 122 YAV27-L1 X 153 YAV26-L1 X
"o YAE14-N4 X 147 YAE22-G15 X 123 YAV28-L X 154 YAV26-116 X
YAES10-N11 X X YAES18-N48 X X 124 YAV28-112 X 155 YAV27-L20 X
111 YAE10-N5 X b YAE18-N17 X 128 YAV10-T4 X 156 YAV27-L18 X
YAES10-N12 X X YAES18-N49 X X 129 YAV8C-L3 X 157 YAV28-L56 X
" YAE1ON X “ YAE18N1 X 130 YAVEC-L1 X 158 YAV28-L60 X
YAES10-N13 X X YAES18-N50 X X 131 YAV6C-L4 X 159 YAV28-L13 X
" YAE10-N2 X 0 YAE18-N2 X 132 YAVAC-L4 X 160 YAV28-L14 X
YAES10-N14 X 152 YAES14-N52 X 133 YAV2C-L4 X 165 YAVI0-T7 X X
Ry YAE10-N4 X YAES14-N53 X
115 YAEV8C-L X 158 YAE14-N1 X
116 YAEV8C-L1 X YAES14-N54 X X
17 YAEV8C-L2 X 4 YAE14-N2 X
118 YAEV8C-L3 X 155 YAES14-N55 X
M9 | VAEVECIM | X | X | g | YAESIONSG X | Main Office Cage Code Number: NJK
120 YAEV6C-LM X YAE10-N11 X
121 VAEVECLAM | X 157 VAESIONST | X X l';lc?rt?:c.tory cage code numbers, please contact your local BURNDY® sales
122 YAEVEC-L2M | X YAE10-N3 X representative or the Hee_xdquarters at th_e phong nun_1ber shpwn below.
123 VAEVACL X 158 VAESTONGS | x X iﬁl?v's"ti?:r(;ess ;g(r: itfliwsaﬁgslsty of Automotive Engineering, which has replaced

Blue highlighted items are industry standard and most frequently ordered.
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BURNDY®

Small Terminals

TYPES T AND YAD

HYLUG™

Uninsulated Compression Ring
Tongue Terminal

The Type T uninsulated terminals are constructed
of pure electrolytic copper. Designed with a long
brazed seam barrel, standard neck, deep V
groove inner serrations and electro-tin plated. The
terminals are ideal for control wiring and other
standard duty applications.

The ring tongue provides a secure termination
under the screw head that cannot be removed
without the complete removal of the screw. Two
or more terminals can easily be stacked on a
common stud.

@

DEEP “V” GROOVE
SERRATIONS

LONG BRAZED
SEAM BARREL

WIRE

ELECTRO-TIN

PLATED \

-

.- CRIMP } Y
RING L— | — =
WIRE
RANGE TONGUE
Features & Benefits

+ Constructed of pure electrolytic copper
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties
+ Long brazed seam barrel and deep V groove
inner serrations
¢ Provides optimum conductivity
reliability and holding power after
crimping
+ Electro-tin plated
¢ Provides durable long-lasting
corrosion resistance

+ Wire range is clearly marked on terminal
0O Provides easy identification
* Inspection hole
¢ Provides an easy visual check of wire
insertion
* Long neck terminal
¢ Permits easy bending and stacking of
several terminals on a common stud

Dimensions .
con |t | St [~ T Gy | i | SR e | B
Max. | Max. | Min. Number 2000/Reel Length
T18-4 #3-#4 | 025 | 065 | 053 | 024 | YAD18-4 YAD18-4M
T18-6 #4-#6 | 025 | 065 | 053 | 024 | YAD18-6 YAD18-6M
T18-8 #6-#8 | 031 | 077 | 061 | 0.33 | YAD18-8 YAD18-8M _
T1810 21%/:\"\,\\’/% #8-#10 | 031 | 077 | 061 | 033 | YAD18-10 vaptgaom | [ IHMT | g
T18-14 14 | 045 | 096 | 073 | 044 | YAD18-14 YAD18-14M
T18-516 516 | 045 | 096 | 073 | 044 | YAD18-516 —
T18-38 38 | 053 | 105 | 078 | 049 | YAD18-38 —
T14-4 #3-#4 | 025 | 067 | 055 | 026 | YAD14-4 — _
T14-6 #4-#6 | 025 | 067 | 055 | 026 | YAD14-6 | Non-Ratchet |  yAD14-6M
T14-8 . #6-# | 031 | 077 | 061 | 033 | YADI48 | ' %2&13;22 YAD14-8M o
Ta10 | % Nne | #8-#10 [ 031 | 077 [ 061 | 033 | YADI40 | MRE1022B, | YADMAOM | TRMwith
T14-14 14 | 045 096 | 073 | 044 | YAD14-14 %ﬁggﬁ: YAD14-14M | DFM5D1 Die
T14-516 516 | 045 | 096 | 073 | 044 | YADW-516 |  MR20 —
T14-38 38 | 053 | 105 | 078 | 049 | YAD14-38 YAD14-38M 132"
T10-6 #4-#6 | 037 | 083 | 064 | 029 | YAD10-6 —
T10-8 #6-#3 | 037 | 083 | 064 | 029 | YAD10-8 YAD10-8M
T10-10 #8-#10 | 0.38 | 0.83 | 064 | 029 | YAD10-10 — TEMwith
T10-14 1120’2\\’,"\/% 14 | 046 | 097 | 074 | 039 | YAD10-14 YAD10-14M | DFM4D1 Die | 143"
T10-516 516 | 053 | 102 | 076 | 041 | YAD10-516 YAD10-516M
T10-38 38 | 058 | 108 | 079 | 044 | YAD10-38 YAD10-38M
T10-12* 12 | 069 | 121 | 086 | 061 — — _

* Not UL Listed or CSA Certified.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487
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Small Terminals BURNDY®

TYPE YAD

—ob
K DIA REF.

HYLUG™

Uninsulated Compression Terminal

The YAD uninsulated OEM lug terminal is L I
constructed of electrolytic copper. Designed with ! -
a brazed seam barrel, standard neck, V-groove

ipner serrations apd electro-tin plated. The.roqnd Features & Benefits . Electrg-tin plgted for durable long lasting
ring tongue provides for a secure termination corrosion resistance
under the screw head that cannot be removed  * Terminals utiize a brazed seam + Vibration resistance and tensile strength is well
without the complete removal of the screw. Two  * Provide excellent high conductivity within the limits of commercial specifications
or more terminals can easily be stacked on a connections
common stud. These terminals are ideal for use
with code or flex cable.
Wire Installation Tooling
Range Hydraulic Tooling Dieless Wire
ﬁla];e::?g ggzzeg gt;: B ¢ |kpa | L oD T Y Mechanical (requires nest & indentor) Tooling Strip
Flex Tooling tool | D€ identor (nodies | Length
[mm] Nest required)
YADSCM4ES #3 031 | 040 017 083 | 026 | 004 | 063
YADSCMSE10 #0 | 031 | 040 | 0.2 083 | 026 | 004 | 063
YADSCMGE14 14| 031 | 043 | 026 | 089 | 026 | 004 | 067 | vivRTC |Y35,Y39,
YADSCMSE516 %“1‘(’)? 516 | 031 | 055 | 033 | 106 | 026 | 004 | 079 | Y8MRBA | Y750, | UveL | Y34pL 38"
YADSCM10E38 38 031 | 07 041 118 026 | 004 | 083 | RedGroove | PAT750
YADSCM12E12 12 031 | 087 | 051 1.34 026 | 004 | 091
YADSCM16E58 5/8 0.31 110 067 193 026 | 004 | 138
YAD6CM5E10 #10 | 040 | 043 | 021 1.00 032 | 005 | 079
YADGCMGE14 14 | 040 | 043 | 026 | 100 | 032 | 005 | 079 Y35, Y30,
YAD6CMBE516 616“’1":53 516 | 040 | 055 | 033 | 114 | 032 | 005 | 087 BlY“V'GRTC Y750, | UV6L | Y34PL 6"
YADGCM10E38 | (U0 38 | 040 | 071 | 041 | 130 | 0@ | 005 | 095 | S | pAT7SD
YAD6CM12E12 12 040 | 087 0.51 146 032 | 005 | 1.02
YAD4CM5E10 #10 043 | 047 0.21 122 041 006 | 098
YAD4CM6E14 1/4 043 | 047 0.26 122 041 006 | 098
YADCMeESt6 | | 56 | 043 [ 063 | 033 | 130 | 041 | 006 | 0%8 Y35,Y39,
YADACM10E38 [16-25] 38 043 | 071 041 1.38 041 006 | 1.02 — Y750, |U2CD1 | Y34PR Y81KFT 12"
YAD4CM12E12 12 [ 043 ]| 087 | 051 | 165 | 041 | 006 | 122 PAT750 Series
YAD4CM16E58 58 | 043 | 110 | 067 | 193 | 041 | 006 | 138 o
YAD4CM20E34 34 | 043 | 140 | 080 | 193 | 041 | 006 | 138 YAPCEM
YAD2CM6E14 1/4 047 | 059 0.26 1.32 048 | 006 | 1.02 Series
YAD2CMB8E516 516 | 047 | 063 | 033 1.34 048 | 006 | 1.02 PAT4PC834
YAD2CMMOE38 | 2AWG | 38 | 047 | 071 | 041 | 142 | 048 | 006 | 106 Yisggg, vieot | vaer | | e
YAD2CM12E12 [25-35] 12 047 | 087 0.51 165 048 | 006 | 1.22 B PAT75’0
YAD2CM16E58 5/8 047 110 0.67 1.97 048 | 0.06 142
YAD2CM20E34 3/4 047 110 0.80 1.97 048 | 0.06 142
YAD1CM6E14 1/4 063 | 0.71 0.26 1.69 057 | 007 | 134
YAD1CMBE516 516 | 063 | 0.71 0.33 1.69 057 | 007 | 134
YADICM10E38 | 1AWG | 38 | 063 | 071 | 041 | 169 | 057 | 007 | 134 Yi57,g%39, ovas | vaien r
YAD1CM12E12 [35-50] 12 063 | 087 0.51 1.85 057 | 007 142 B PAT75’0
YAD1CM16E58 5/8 0.63 110 0.67 213 057 | 007 | 157
YAD1CM20E34 3/4 0.63 110 0.80 213 057 | 007 | 157
YAD25M6E14 1/4 063 | 0.71 0.26 169 057 | 007 | 134
YAD25M8E516 516 | 063 | 0.71 0.33 1.69 057 | 007 | 134
YAD25MHOE38 | 10AWG | 38 | 063 | 071 | 041 | 169 | 057 | 007 | 134 Y§(57'5Y039' ovas | vaen o~
YAD25M12E12 | [35-50] | 12 | 063 | 087 | 051 | 185 | 057 | 007 | 142 - PAT750
YAD25M16E58 5/8 063 | 110 067 213 057 | 007 | 157
YAD25M20E34 3/4 0.63 110 0.80 213 057 | 007 | 157

Blue highlighted items are industry standard and most frequently ordered.
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BURNDY® Small Terminals

TYPE YAD
(Continued)

—0.D.

K DA, =S NB.-7

HYLUG™

Uninsulated Compression Terminal

Wire Installation Tooling
Range Stud . H_ydraulic To_oling Dieless Wi|_'e
Catalog Number | Copper Code Size B C |KDia.| L oD T Y (requires nest & indentor) Tooling Strip
& Flex Die (no dies Length
[mm] Tool Nest Indentor required)
YAD26M6E14 14 | 071|087 | 026 | 193 | 067 | 008 | 150
YAD26MS8E516 516 | 071 | 087 | 033 | 193 | 067 | 008 | 150
YAD26MA0E38 | o0awG | 38 | 071 | 087 | 041 | 193 | 067 | 008 | 150 | Y35Y39, \
YAD26M12E12 | [50-70] 12 | 071 | 087 | 051 | 193 | 067 | 008 | 150 ,%57%0 UV2BDT| Y4PR2 1316
YAD26M16E58 58 | 071 | 110 | 067 | 220 | 067 | 008 | 165
YAD26M20E34 34 | 071|110 | 080 | 220 | 067 | 008 | 165
YAD27M8E516 516 | 079 | 095 | 033 | 213 | 079 | 010 | 165
YAD27M10E38 358 | 079 [ 095 | 041 [ 213 | 079 [ 040 | 165 | vs5 yag
vaozuzerz | DA [ w2 079 [0s6 [ ost [ 213 [ 070 [ 00 | 165 | Y750 | uvaspt | Y4PRe 78"
YAD27M16E58 58 | 079 | 110 | 067 | 228 | 079 | 010 | 173 | PAT7S0
YAD27M20E34 34 (079 | 110 | 080 | 228 | 079 | 010 | 173
YAD28M6E14 14 | 087 | 095|026 | 220 | 089 | 012 | 173
YAD28MSE516 516 | 087 | 095 | 033 | 220 | 089 | 012 | 173
YAD28M10E38 | 40AwWG | 38 | 087 | 095 | 041 | 220 | 089 | 012 | 173 | Y35.Y39, ,
YADZBWZER2 | 195200 | 12 | 087 | 095 | 051 | 220 | 089 | 012 | 173 | prsy | 2 | PR T 1
YAD2BMI16E58 58 | 087 | 110 | 067 | 244 | 089 | 012 | 189 PATRKET
YAD28M20E34 3 | 087 | 110 | 080 | 244 | 089 | 012 | 189 Series
YAD30M10E38 38 | 095|118 | 041 | 256 | 100 | 013 | 197 Y“SF;ﬁSS“
YAD3OM12E12 | 950.300kcmil | 12 | 095 | 118 | 051 | 256 | 100 | 013 | 197 PATAPC834
Y46, PAT46 | P34D | P48PR2 Series 14/8"
YAD30M16E58 | [120-150] | 58 | 095 | 148 | 067 | 256 | 100 | 013 | 197
YAD30M20E34 34 | 095|118 | 080 | 256 | 100 | 013 | 197
YAD31M10E38 38 | 110 [ 142 | o041 | 268 | 112 | 014 | 197
YAD31M12E12 | 300- il 12 | 110 | 142 | 051 | 268 | 112 | 014 | 197
YAD31M16E58 3085305-%'5(;]“1" 58 | 110 | 142 | 067 | 268 | 112 | o | dg7 | oPAT6 | 3D | PAGPRZ A
YAD31M20E34 34 | 110 | 142 | 080 | 268 | 112 | 014 | 197
YAD33M10E38 38 [ 126 | 150 | 041 | 295 | 124 | 016 | 220
YAD3BMM2ET2 | 400 4o o | V2| 126 [ 150 | 051 | 295 [ 124 | 016 | 220
YAD3IMIGESS | [185240] | 56 | 126 | 150 | 067 | 295 | 124 | 016 | 200 | Y46.PAMG | P36D | P4SPR 138"
YAD33M20E34 34 | 126 | 150 | 080 | 295 | 124 | 016 | 220
YAD36M10E38 38 | 138 | 197 | 041 | 370 | 144 | 018 | 272
YADIGMMZE12 | £ 00 kemi | 12 | 138 | 197 | 051 [ 370 | 144 | 048 [ 272 vie s | puo | paspra i
YAD36M16E58 | [240-300] | 5/8 | 138 | 197 | 067 | 370 | 144 | 018 | 272 '
YAD36M20E34 34 | 138 | 197 | 080 | 370 | 144 | 018 | 272

Blue highlighted items are industry standard and most frequently ordered.
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Small Terminals BURNDY®

TYPES TP AND BA

oy

Terminal — Polyvinylchloride

Insulated, Ring Tongue CJ ~‘\"‘\ | Y
Qe L

600 Volts Max., 105° C Max.

VINYLUG™ Type TP is designed for commercial Features & Benefits
and light duty industrial control and power circuit
applications. Supplied with an expanded polyvinyl  «  Expanded insulation support accepts standard ~ + Deep V groove serrations in the inner barrel

chloride (PVC) insulation shroud, many tongue and large wire diameters 0 Provides added holding strength and
variations and rated 600V makes TP terminals & Lowers inventory requirements, better conductivity
versatile and economical. permits greater flexibility and provides + Electro-tin plated

insulation support ¢ Provides durable long-lasting corrosion

* Funnel entry resistance
s P@ ¢ Easy wire insertion
+ Manufactured of pure electrolytic copper

¢ Provides maximum conductivity, low
resistance and ductility for excellent

crimp forming properties
Dimensions Bulk Tape Mounted Wire
Catalog Wire Range Stud Catalog Installation Catalog Installation Strip
Number (AWG/kemil) Size c L Y z Tooling Number Tooling
Number 2000/Reel Length
TP16-4 #3-#4 022 | 071 | 061 | 017 BA16E4M BA16E4M
TP16-6 #6 025 | 074 | 062 | 018 BA16E6M : . BA16E6M
Plr Type: TFMwith
TP16-8 2216 #6-#8 | 031 | 085 | 070 | 026 | BA16ES8M | Y10-22,Y10D BA16ESM DFM3D-1 Die 13/64"
Max. Insul. or Ratchet Tool:
TP16-10 Dia.Accom. 145 #8-#10 | 031 | 085 | 0.70 | 0.26 | BA16E10M MR8-89-1, BA16E10M
TP16-14 Color Code: 1/4 040 | 099 | 0.79 | 036 | BA16E14M MR8-G96, BA16E14M
g Red — MR15 — — .
TP16-516 516 047 | 111 | 088 | 041 MRE1022NV 13/64
TFM with "
TP16-38 38 053 | 115 | 0.88 | 045 | BA16E38M BA16E38M DFM3D-1 Die 13/64
TP14-4 #4 022 | 011 | 061 | 017 BA14E4M BA14E4M
TP14-6 #6 025 | 074 | 062 | 018 | BA14EGM Plier Type: BA14E6M
16-14 Y10-22,Y10D
TP14-8 Max. Insul. #6-#8 | 031 | 085 | 070 | 0.26 | BA14ESM or Ratchet Took: BA14E8M S—
TP14-10 Dia. Accom..180 | #3-#10 | 031 | 085 | 070 | 0.26 | BA14E10M MR8-89-1, BA14E10M DFM2D-1 Die 13/64"
TP14-14 Co'gl%’dei 14 | 040 | 099 | 079 | 036 | BAI4E1M Mﬁéﬁ*g@ BA4E14M
TP14-516 516 053 | 115 | 088 | 045 | BAM4ES16M | MRE1022NV BA14E516M
TP14-38 38 053 | 115 | 088 | 045 BA14E38 —
TP10-6 #6 031 | 068 | 0.75 | 020 | BA10E6M BA10E6M
TP10-8 #6-#3 | 036 | 100 | 0.81 | 026 | BAIOESM BA10ESM TEMwith .
Plier Type: DFM1D5 Di 19/64
TP10-10 12410 #8-#10 | 036 | 1.00 | 081 | 0.26 | BA1OE1OM Y10-22 Y10D BA10E10M ie
TP1044 |  Max. Insul 14 | 053 | 122 | 095 | 040 | BAIOE14M | orRatchet | BA10E14M
Dia. Accom...260 MRS-89-1
TP10-516 Color Code: 516 053 | 122 | 095 | 042 | BA10OE516 MRI5 M8N’D — — 19/64"
Yellow ’ -
W/N10HET-23 TFM with "
TP10-38 38 053 | 1.27 | 1.00 | 045 | BA10E38M MRE1022NV BA10E38M DFMAD5 Die 19/64
TP10-12* 12 069 | 151 | 147 | 061 — — — 19/64"

* Not UL Listed or CSA Certified.
Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPES TN AND YAES
INSULUG™

Terminal - Nylon Insulated,
Ring Tongue
600 Volts Max., 105° C Max.

INSULUG™ type TN Nylon-insulated terminals
are designed for heavy duty industrial, utility and
military power and control-circuit applications
for wire sizes 26 AWG through 10 AWG. They
offer high dielectric strength and stability in oily
conditions and meet military CLASS 1 and
CLASS 2 requirements per SAE-AS25036 and
the requirements of military specifications SAE-

L€
& ~\_=_

Features & Benefits

+ Anintegral one-piece copper barrel / insulation
grip and wire strain relief design
¢ Provides improved physical strength
characteristics over a multi-piece design

+ Manufactured of pure electrolytic copper

¢ Provides maximum conductivity, low

+ Smooth funnel entry

¢ Easy wire insertion

+ The insulation is locked in place

O Will not twist off, thereby maintains proper

dielectric values
+ Electro-tin plated

¢ Provides durable long-lasting resistance to

corrosion

AS7928. resistance and ductility for excellent crimp + Color-coded and clearly marked
forming properties ¢ Provides quick, easy wire size identification
+ Brazed seam * Ring Tongue
O Provides a stronger barrel design to minimize ¢ Provides a secure termination under the
s p® any possible splitting and eliminates folding screw head that can not be removed without
+ Deep inner barrel serrations complete removal of the screw
0 Provides excellent electrical conductivityand ~ « Two or more terminals may be stacked on a
pullout strength values common stud easily
¢ Provides flexibility and versatility
Catalog Wire Range . y Dimensions BulkCatalog | Installation | Wire Strip
Number (AWG/kemil) StudSize | SAE-25036 c LMax. | YMax. | ZMax. Number Tooling Length
TN18-4 #3-#4 -148 0.23 0.76 0.64 0.20 YAES18N48
TN18-6 #4-#6 -101 0.25 0.76 064 0.20 YAES18N1 Ratchet:
TN18-6G1* 2218 #4-#6 102 0.25 087 0.74 049 YAES18N2 MR8-83
Max. Insul. MRE1022NV
TN18-8 #6-#8 -149 0.31 091 0.76 0.29 YAES18N49
Dia. Accom.: 120 Non-Ratchet: 7132
TN18-10 Color Code: #3-#10 -103 0.31 091 0.76 0.29 YAES18N3 Y10D,
TN18-14 Red #12-1/4 -150 046 1.09 087 041 YAES18N50 Y1022
TN18-516 5116 -104 046 1.09 0.87 041 YAES18N4
TN18-38 38 -105 0.53 147 091 045 YAES18N5
TN14-4 #3-#4 -152 0.25 0.79 067 0.24 YAES14N52
TN14-6 #4-#6 -106 0.25 0.79 067 0.24 YAES14N6 Ratchet:
TN14-6G1* 16-14 #4-#6 107 0.30 091 0.76 0.51 YAES14N7 MR8-83
Max. Insul. MRE1022NV
TN14-8 #6-#8 153 0.31 0.89 0.74 0.31 YAES14N53
Dia. Accom.: 153 Non-Ratchet: 7132
TN14-10 Color Code: #3-#10 -108 0.31 0.89 0.74 0.31 YAES14N8 Y10D,
TN14-14 Blue #12:1/4 154 045 1.08 0.86 043 YAES14N54 Y1022
TN14-516 5/16 -109 045 1.08 0.86 043 YAES14N9
TN14-38 3/8 110 0.53 116 0.90 047 YAES14N10
TN10-6 #4-#6 -1 0.37 112 0.94 0.26 YAES10N11
TN10-8 210 #6-#8 156 037 | 112 | 0% [ 026 | YAES10NS6 ﬁaéghgg
TN10-10 Max. Insul. #3-#10 112 0.37 112 0.94 0.26 YAES10N12 | \iRE1022NV
TN10-14 Dia. Accom..210 |  #12-1/4 -157 0.53 1.32 1.06 0.37 YAES10N57 | Non-Ratchet: 11/32
TN10-516 |  ColorCode: 516 13 053 | 132 106 | 037 YAES10N13 Y10D,
Yellow Y1022
TN10-38 3/8 114 0.58 1.34 1.05 040 YAES10N14
TN10-12* 112 — 069 151 118 0.61 YAES10N58

*Not UL Listed or CSA Certified.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPES YAE'G MULTI-FINGER

INSULATION GRIP
WIRE CRIMP
™
INSULUG _—— \
SERRATIONS

: TIN ( g
Terminal — Nylon Insulated, L N INSULATION

Ring-Tongue Multi-Finger N\ CRmP
Insulation Grip COLOR CODED

NYLON INSULATION
300 Volts Max., 105° C Max.
Features & Benefits

INSULUG™ Types YAE-G and YAE-N nylon
insulated terminals are designed with a multi- + Multi-finger insulation grip

finger insulation grip for paper, EPR and other ¢ Provides superior insulation holding
elastic or hard to grip insulations. The metal fingers characteristics, especially on EPR and
firml grip the insulation providing superior holding other elastic-type insulations

characteristics, cable support and strain relief. * Brazed seam
Types YAE-G and YAE-N terminals are rated 105° ¢ Provides stronger more durable
C and meet military standard AS25036 Class 2 termination
and SAE-AS7928 requirements. + Manufactured of pure electrolytic copper
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties
+ Deep V groove, inner barrel serrations
¢ Provide optimum conductivity,
reliability, and holding power
+ Smooth funnel entry
¢ Easy wire insertion

Dimensions
. * Bulk . Tape Mounted . Wire
Catalog Wire Range Stud Installation Installation -
Number | (AWGcmi) | Size | yShc | o | L | Y |z | Cal@8 | Tpogung | CataogHumoer | Tropyg | St
- Max. | Max. | Max. umber ee eng
YAE22G18BOX #2 148 015 | 069 | 062 | 022 | YAE22G18 YAE22G18M
YAE22G12BOX #1-#2 — 025 | 074 | 062 | 022 | YAE22G12 —
2-20 MBND
YAE22G16BOX | M imsul )y, 144 | o1 | 075 | 062 | 022 | YAE22G16 with YAE22G16M M
Dia. Accom.: with "
098 N14HET-251 DFM11D1 5/32
YAE22G13BOX : ) #4-#6 145 025 | 074 | 062 | 022 | YAE22G13 Die YAE22G13M ;
Color Code: MRSA Die
YAE22G14BOX Amber #6-#8 146 032 | 082 | 067 | 027 | YAE22G14 —
YAE22G15BOX #3-#10 147 032 | 083 | 067 | 027 | YAE22G15 —
*1000/Box
** Class 2

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YAE-N
INSULUG™

Terminal - Nylon Insulated,
Ring Tongue Multi-Finger
Insulation Grip

600 Volts Max., 105° C Max.

INSULUG™  Type YAE-N nylon insulated
terminals are designed with a multi-finger
insulation grip for paper, EPR and other elastic or
hard to grip insulations. The metal fingers firmly
grip the insulation providing superior holding
characteristics, cable support and strain relief.
Type YAE-N terminals are rated 105° C and meet
military standard AS25036 Class 2 and SAE-

AS7928 requirements.
@®

MULTI-FINGER
INSULATION GRIP
WIRE CRIMP
DEEP “V”
SERRATIONS

TIN
PLATED
INSULATION
CRIMP
COLOR CODED
NYLON INSULATION
WIRE SIZE
RING
RANGE TONGUE
Features & Benefits

+ Multi-finger insulation grip

+ Provides superior insulation holding
characteristics, especially on EPR and other
elastic-type insulations

+ Brazed seam

* Provides stronger more durable
termination

+ Manufactured of pure electrolytic copper

Provides maximum conductivity, low
resistance and ductility for excellent crimp
forming properties

Deep V groove, inner barrel serrations
Provide optimum conductivity, reliability, and
holding power

Smooth funnel entry

Easy wire insertion

Catalog Wire Stud **SAE- Dimensions Bulk Installation Tape Mounted | - Wire
Number | Range | Size |AS25036| ¢ | L | Y | Zz | Catalog Tooling Catalog Number | Strip
Max. | Max. | Min. | Number 2000/Reel Length
YAE18N26BOX # — [o22] 078 [ 070 | 019 | YAE18N26 YAE18N26M
YAE18N21BOX #4465 | 102 | 025| 089 | 077 | 028 | YAE18N21 YAE18N21M
YAE18N24BOX 4648 — o028 090 | 077 | 028 | YAE18N24 YAE18N24M
YAE18NBOX | 22-16 | #8#10 | 103 | 031 | 092 | 077 | 028 | YAE18N |  MR8-1A MR8-33T1 YAE1S8NM | 3/16"
(no extra dies required)
YAE18N2BOX 14 150 | 045 [ 110 [ 088 [ 040 | YAEfBN2 | (eorscESreaho YAE18N2M
YAE18N3BOX 5/16 104 | 045 | 111 | 088 | 040 | YAE18N3 folowing ies: YAE18N3M
YAE18N15BOX 38 105 | 053 | 119 | 093 | 043 | YAE18N15 R YAE18N15M
YAE14NA3BOX #4465 | 100 1025|082 | 069 | 021 | YAEINA3 NHETS YAE14NA3M
YAE14N1BOX 448 | 153 | 031 | 092 | 075 | 028 | YAE1NT > YAE14NIM
YAEUNBOX | {g.14 | #8#10 | 108 | 031 | 092 | 075 | 028 | YAEMN Y1022 YAEUNM | 36
YAE14N2BOX 14 154 | 045 | 111 | 088 | 040 | YAE1N2 YAE14N2M
YAE14N3BOX 5/16 109 | 045 | 111 | 088 | 040 | YAE1N3 YAE14N3M
YAE14N4BOX 38 110 | 053 | 119 | 093 | 045 | YAE14NA YAE14NAM
YAE12N9BOX #6548 — |03t | 106 | 090 | 029 | YAE12N9 YAE12NOM
YAE12N1BOX #6548 — |03t | 106 | 090 | 029 | YAE12M |  MRe-1A MRe33T1 YAE12NIM
YAE12N2BOX | #4-12 | 14 — 045|125 [ 102 | 040 | VAEMNz | (0etRdeseaied) T yaEpnam | 264
YAE12N7BOX #5 — [031| 106 | 090 | 029 | YAE12N7 |  MBNDwihN12HET YAE12N7M
YAE12NBOX #8410 | — | 031|106 | 090 | 029 | YAETN YAE12NM
YAE10N5BOX #4#6 | 11 | 038 | 115 | 096 | 028 | YAEION5 YAE10N5M
YAE1ON11BOX #48 | 156 | 038 | 117 | 098 | 030 | YAEIONM | WTEET o | VAEIONTIM
YAE10NBOX #8410 | 112 [ 038 115 [ 096 | 028 [ YAE1ON | M8NDuwithoneofte YAE1ONM
YAE1ON3BOX | 12-10 | 14 157 | 054 | 139 | 112 | 044 | YAE1ON3 N10fH°g°TV_“1'g?,§’;%SET_9Y YAE10N3M 38"
YAE10N2BOX 5/16 13 | 054 | 139 | 112 | 044 | YAE10N2 N10ET-23 YAE10N2M
YAE10N4BOX 38 14 | 054|139 | 112 | 044 | YAE10N4 o YAE10N4M
YAE10N79BOX 1”2 —  |o72| 150 [ 120 | 058 | vAEt0NTO —

* Not UL Listed or CSA Certified.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YHSA

K Dia.
n HYDENT™ HEAT SHRINK \:’L C!
RING TERMINALS ! i o - I i
For Use on Copper Conductor ) f =N ] ¢

Standard crimp terminals leave the wire exposed
allowing in moisture or other contaminants which  Features & Benefits

can result in corrosion. Corrosion reduces the

amount of current the wire can carry safely.  « Made from pure copper, annealed for
The integrity of the electrical system can maximum strength

be compromised when unsealed electrical .« Color-coded, imprinted with wire size
connections are utilized. Heat shrink terminals  « Serrated barrels offer maximum wire
provide a durable seal bIocking out contaminants contact and tensile strength

S

ensuring a better connection. + Electro tin plated for corrosion resistance
+ Wire Strip Length 5/16"
Catalog No. Catalog No. Stud | Conductor Dimensions Installation | Wire Strip
(100/bag) (20/bag) Size Size B c K L N Tongue Tooling Length
Thickness

YHSA18K6 YHSA18K6RK 4-6 2218AWG | 0.22 0.29 014 118 014 0.03 MR22 5116

YHSA18K8 YHSA18K8RK 6-8 2218AWG | 0.22 0.32 0417 118 0417 0.03 MR22 5116
YHSA18K10 YHSA18K10RK 810 2218AWG | 022 032 0.20 118 033 0.03 MR22 516
YHSA18K14 YHSA18K14RK 1/4 2218AWG | 0.22 047 0.27 140 0.38 0.03 MR22 516
YHSA18K516 | YHSA18K516RK 5116 2218AWG | 0.22 047 0.33 140 023 0.04 MR22 5116
YHSA18K38 YHSA18K38RK 38 2218AWG | 022 0.56 040 145 | 028 0.03 MR22 5116

YHSA14K6 — 4-6 16-14AWG | 0.22 0.30 014 118 015 0.04 MR22 5116

YHSA14K8 YHSA14K8RK 6-8 16-14AWG | 0.22 0.32 0417 118 016 0.03 MR22 5116
YHSA14K10 YHSA14K10RK 810 16-14AWG | 022 0.32 0.20 118 017 0.03 MR22 516
YHSA14K14 YHSA14K14RK 1/4 16-14AWG | 022 047 0.26 140 0.23 0.03 MR22 5116
YHSA14K516 - 516 16-14AWG | 0.22 047 0.33 135 | 023 0.04 MR22 5116
YHSA14K38 YHSA14K38RK 38 16-14AWG | 0.22 0.56 040 145 0.28 0.03 MR22 5116

YHSA10K6 — 4-6 1210AWG | 0.22 0.34 014 115 0417 0.04 MR22 516

YHSA10K8 — 6-8 12210AWG | 022 0.34 047 115 017 0.04 MR22 516
YHSA10K10 YHSA10K10RK 810 12210AWG | 022 0.34 0.20 115 018 0.04 MR22 5116
YHSA10K14 YHSA10K14RK 1/4 1210AWG | 0.22 0.56 0.26 145 015 0.04 MR22 516
YHSA10K516 — 516 1210AWG | 022 0.56 0.34 145 0.28 0.04 MR22 5116
YHSA10K38 YHSA10K38RK 38 12210AWG | 022 0.56 040 145 0.28 0.04 MR22 5116
YHSA10K12 YHSA10K12RK 12 1210AWG | 0.22 0.69 053 169 | 036 0.04 MR22 516

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YAES-K
INSULUG™

200 MEGARADS, -60° THROUGH
150° C, 600 VOLTS

The type YAES-K, radiation resistant insulated
terminals are designed and have been tested to
meet the requirements for class 1E critical circuits
as set by the Nuclear Regulatory Commission
(NRC). Additional testing for compatibility under
loss of coolant accident (LOCA) conditions with
cross-link polyethylene (XLP) and HYPALON®
insulations  was  completed  successfully.
Compatibility with ethylene propylene rubber
(EPR) insulation was determined by analysis.
Each terminal is manufactured of pure electrolytic
copper per QQ-C 576 and bright tin-plated per
MIL-T-10727 and meets or exceeds MIL-T-7928
using stranded copper AWG wire. The KYNAR®
insulation offers 200 megarad radiation resistance.

The Type YAES-K radiation resistant insulated
terminals are suitable for class 1E critical circuits and
non-critical nuclear associated applications.

KYNAR - is a registered trademark of the Pennwalt
Corp. for Polyvinylindene Floride (PVFy)
HYPALON - Is a registered trademark of the E.I.
DuPont deNemours & Co., Inc.

BRAZED SEAM

ot

WIRE SIZE

COLOR CODED
KYNAR INSULATION

p .~ ENTRY

ONBARREL — /‘

INTEGRAL
SUPPORT

SMOOTH
FUNNEL

INSULATION

Features & Benefits

+ Insulation provides 200 megarad
radiation resistance plus successfully
tested for insulation compatibility

+ An integral one-piece copper barrel/
insulation grip and wire strain relief
design
¢ Provides improved physical strength

characteristics over a multi-piece design.

+ The insulation is locked in place
¢ The insulation will not move or twist
off, thereby maintains proper dielectric
values.
+ Manufactured from pure electrolytic
copper
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties.
+ Bright tin-plated per MIL-T-10727
¢ Provides durable long-lasting
resistance to corrosion.
+ Deep inner barrel serrations
¢ Provides excellent electrical

conductivity and tensile strength values.

* Brazed seam
¢ Provides a stronger barrel design to
minimize any possible splitting and
eliminates folding.
+ Smooth funnel entry
¢ Easy wire insertion.

+ Color coded terminals
¢ Provides easy wire size identification
and inspection.
+ Coded raised dots in the die area of the
connection after compression
¢ Provides visual identification that the
correct tool and die were used for
proper installation.
* Inspection hole
¢ Permits visual check for proper wire
insertion.
* Ring tongue design
¢ Provides a secure termination under
screw head that cannot be removed
without the complete removal of the
SCrew.
* Multiple terminals may be stacked on a
common stud easily
¢ Provides flexibility and versatility.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YAES-K
n (Continued) = 2™
INSULUG™ 1 - - —
200 MEGARADS, —60° THROUGH = ‘ I
150° C, 600 VOLTS L B -
Catalog Stud Conductor Dimensions Installation Wire Strip
Number Size Size c L Max. Y Max. Z Max. Tooling Length
YAES18K1 # 023 076 064 020
YAES18K2 # 025 087 074 029 Ratchet Tool:
YAES18K49 48 2218 ANG sir 032 091 076 0.29 cmini?k:
YAES18K3 #10 L oier e 0% | o9 076 029 (Sl Do 782"
YAES18K50 114 Color Code: Red 046 109 0.86 041 Calibration Gauge:
YAES18K4 5116 046 109 087 041 PG-3731
YAES18K5 38 054 117 091 045
YAES14K6 # 026 077 065 022
YAES14K7 # 032 091 076 029 Ratchet Tool:
YAES14K53 #8 16-14 AWG st 032 091 076 029 MR10G6
Max. Insul. Crimp Mark:
YAES14K8 #10 Dia. Accom: 015 032 091 076 029 (2) Small Dots 732"
YAESH4K54 | Sk ncess00 o | 109 | os | o Cooton e
YAES14K9 516 046 109 086 041 PG-3711
YAES14K10 38 053 118 091 045
YAES10K11 # 038 112 094 026
YAES10KHT # 031 109 094 026
YAES10K56 # 210 ANG S 038 112 094 026 Rﬁ%w% é%ol:
YAES10K12 #10 DiaMAao)::'clrrﬁlzjl(.).21 038 112 094 0.26 Crimp Mark -
YAES10K57 114 Stock Thickness: 004 | 054 132 106 037 Caﬁgé:g?fc%gez
YAES10K13 5/16 Color Code: Yelow | 54 | 430 | 106 037 PG-372-1
YAES10K14 38 058 134 105 040
YAES10K58 1" 072 141 106 045

Blue highlighted items are industry standard and most frequently ordered.
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BURNDY®

Small Terminals

TYPES YAV BOX
AND YAV

HYLUG™

Seamless Uninsulated Compression
Heavy Duty Ring Tongue Terminal

HYLUG™ type YAV is a seamless, heavy duty
uninsulated compression ring tongue terminal
manufactured from pure electrolytic copper
tubing and is for use on copper commercial (code)
cable, type AN aircraft cable and extra flexible
conductors. Because of its seamless design,
the YAV HYLUG™ also accommodates solid
conductors.

The seamless tubing produces a double thick
tongue and a strong connector for demanding
applications  that require  high reliability.
Applications include industrials, hospitals, electric

BEVELED
ENTRY

SEAMLESS
BARREL

~~

INSPECTION
HOLE

ELECTRO-TIN

DOUBLE THICK
PLATED TONGUE
Features & Benefits
+ Manufactured from seamless pure electrolytic ~ *  Inspection hole
copper tubing + Provides easy visual check for proper

* Provides maximum conductivity, low resistance
and excellent ductility for crimping

+ Seamless tubular crimp barrel design

+ No seams to split resulting in a very high
quality electrical connection, also can be used
on solid conductor

+ Double thick tongue

+ Provides a very strong terminal tongue

conductor insertion

+ Electro-tin plated

+ Provides long lasting durable corrosion
resistance

+ Nickel plating available, add “NK” suffix

+ Nickel plated HYLUG™ provide high
termperature applications up to 650° F
continuous service and 750° F intermittent

utilties, aircraft, shipboard and marine, computers, ~ * Produced from tubular copper service
steel mills, mining equipment and other equipment  *  Extra copper material assures the
that is subject to vibration or requiring depandable compression connector will operate cooler C
electrical performance. than the conductors it connects s D@
* Internally bevelled barrel
The YAV HYLUG™ terminals meet the * Provides easy cable entry, especially for
requirements of SAE-AS7928. flexible conductors
Catalog Wire Stud Dimensions Bulk Catalog Installation Wire Strip
Number Range Size C L Max. Y Max. ZMin. Number Tooling Length
YAV18-T4BOX 34 019 0.59 0.54 016 YAV18T4
YAvieL3BOX | 22T 6 025 063 055 | 018 |  YAV8L33
YAV18-T5BOX and YAV18T5
YAV8-T1BOX 3, 6-8 031 076 061 0.24 YAVI8TA Non-Ratchet:
YAV18BOX 8-10 YAV18 Y10D, Y10-22
YAV14-L33BOX 46 0.25 0.67 059 018 YAV14L33 GRatChet: q
YAV14-T5BOX - YAVA4T5 MR8G98, MR8-9Q, "
YAViTBOK | s |68 031 | O | 064 | 02 Ty | YeMRBAMR20, | 92
YAV14-L36BOX 810 029 070 059 018 YAV14L36 MRE10228
YAV14BOX 2g-1|2 ' 0.79 0.64 0.24 YAV14
YAV14-T2BOX 0l. 1/4 040 YAV14T2
YAV14-T3BOX 516 044 099 075 032 YAV14T3
YAV12-G2BOXm T14-12 8-10 0.30 0.78 0.67 0.24 YAV12G2 Y10D, YBMRB-1,
YAV12-G3BOXm Str. 1/4 0.34 1.00 0.76 033 YAV12G3 MBND w/N14HT
YAV10-TTBOX 46 028 093 078 | 024 YAVAOTT* Non-Ratchet
YAVIO-THBOX | 14St 68 038 ' 079 0.26 YAVA0T1 Y10D, Y10-22
vAvi0-L3gBoX | 1210 810 029 086 071 023 YAV10L36 Ratchet
YAV10BOX S i 0.36 097 0.79 0.25 YAV10* MR8G98, MR8-9Q,
YAV10-T3BOX and 1/4 045 110 087 0.32 YAV10T3 Y8MRB-1, MR20, 76"
YAV10-T2BOX Sol. 5/16 053 113 ' 031 YAV10T2* | NIOHT, N1OHT-24,
YAV10-T4BOX 38 ' 1.20 0.88 0.36 YAV10T4* MRE10228
YAV9C-L36BOX 109 8-10 031 0.94 0.83 015 YAVICL36 Ratchet:
YAV9C-T9BOX Str 1/4 044 115 0.95 0.31 YAVICT9 MR8-9Q,
YAV9C-TABOX ' 516 0.52 1.23 1.02 0.36 YAVICT4 Y8MRB-1

m Use #14 groove

T UL Listed for 14 Str. to #10 Sol. & Str. when installed with MR8G98 and Y8MRB-1 tools only.

* Class 1 & 2 connectors

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487
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Small Terminals

BURNDY®

TYPES YAV-L BOX AND
YAV-L

HYLUG™

Large Size Uninsulated Compression
Terminals Seamless Uninsulated
Compression Ring Tongue Terminal

#8-4/0 Str. Copper

HYLUG™ Type YAV is a seamless, heavy duty
uninsulated compression terminal manufactured
from electrolytic copper and is for use on Type
AN aircraft cable, extra flexible conductors and
commercial (code) conductors. The seamless
tubing produces a double thick tongue and
seamless barrel design provides a strong
connector for demanding applications requiring

SEAMLESS

INSPECTION
HOLE

ELECTRO-TIN
PLATED

BARREL \

BEVELED
ENTRY

CRIMP

DOUBLE THICK

TONGUE

"*Z-]
t ;3
1__ \ L

Applications include aircraft, industrials, hospitals,
electric utilities, marine, computers, and other

equipment subject to vibration or requiring
dependable electrical performance. The YAV
HYLUG™ terminals meet the requirements of
SAE-AS7928 and are listed per AS20659 for use

The benefits of YAV-L connectors are the same as
YAV connectors for stranded conductors.

high reliability. i )
with copper aircraft cable per MIL-W-5086
Dimensions (inch Installation Tooling _
Catalog Wire Range | Stud Agg)%SQ imensions inches) CaBtl:llllc()g Die HYPRESS™ g::
Number | (AWGIkcmil) | Size | .o No.t| o | L | Y | 2 Number | HYTOOL™m | x| Y29B, |Y35Y39, | Length
Max. | Max. | Max. Y29NC | Y750 A
YAVBC-LBOX 810 | 107 | 041|115 | 094 | 028 | YAVSC-Le _
Non-Ratchet:
YAVSC-L1BOX 8 14 | A4 | 046|122 | 099 | 032 | YAVEC-L1e |  py2g-t1 D,\q/&ﬂ L,JQV3tL
YAVSC-L2BOX | Aircraft | 516 | 108 | 057 | 130 | 101 | 034 | YAVSC-L2 Ratchet: % | oL | vaeL | 1o
ANS MRA4C, MR8-9Q
YAVSC-L3BOX 38 | 20 [057130] 101 | 034 | YAVSC-L3e ) ) Indentor | Indentor
Flex Y8MRB-1, M8ND d) G | () Crimp
YAVSC-L4BOX 12 | 42 | 073|152 | 114 | 048 | YAVBC-L4e | W/NBCT Die Set
YAV6C-L1BOX 1 1 46 | 131 ] 1. 29 | YAV6C-L1
6C-L1BO 810 30 046131 106 | 029 6CL1e | Non-Ratchet DVeL | UVeL
YAV6C-LBOX | 5&6 14 | 109 [050(128] 106 | 029 | YAV6C-Le MY28 Nest | Nest
YAV6C-L4BOX A‘Nrgrgﬂ(a 516 | 131 | 058|143 | 113 | 035 | YAV6C-Lde |  MY29-11 39 | Y29PL | Y34PLA | 112"
YAV6C-L2BOX | Flex 38 410 | 060|143 | 113 | 0.36 | YAV6C-L2e Rﬁ‘éﬂgt ng:rtﬁr Tdce:rtﬁf
YAV6C-L10BOX 12 | 443 | 074 | 164 | 126 | 049 | YAVGC-L10 () Crimp | (1) Crimp
YAVAC-L3BOX 1 44 55 | 137 [ 111 | 028 | YAVaC-L
C-L3BO 810 05113 028 CL3e | on-Retchet DVAL | UvAL
YAVAC-LBOX 4 114 A |os5] 137 ] 11 [ 028 | YAvacL MY28 Nest | Nest
YAVAC-L4BOX A/mjﬂ 516 | 132 | 063|148 | 117 | 033 | YAVAC-Lde |  MY29-1 40 | Y29PL | Y34PLA | 112"
YAVAC-L2BOX |  Flex 38 412 | 063|148 | 117 | 0.33 | YAVAC-L2e R’\jl‘tézgi ng:rtgf ';‘dg:rtgf
YAVAC-L5BOX 1”2 | 45 | 073|168 | 130 | 047 | YAVAC-LS () Camp | (1) Crimp
YAV2C-L1BOX ) 14 13 |069] 172 | 137 | 035 | YAV2C-L1e el | u
YAV2GL2BOX | ° |66 | 47 | 069|172 | 137 | 035 | YAV2CL2e | Non-Ratchet Nest | Nest
YAV2C-LBOX | "aN2 38 | 14 069|172 ] 137 | 035 | YAV2C-Le MY28, 4 | Y29PL | Y34PLA | 58"
Flex MY29-11 Indentor | Indentor
YAV2C-L4BOX 1”2 | 433 | 077|188 | 149 | 046 | YAV2C-L4 (1) Crimp | (1) Crimp
1 Class 1.

o Available in (90°) right angle design. Suffix “RS”

Replaces Suffix “L".

A Use Y35P3 Indentor Adapter with Y35 and Y39 Tool.

B Bench Mount Adapter - Cat. BMY-BCH-MT is available for Type “MY” HYTOOLS™.

Add “NK” sufix for nickel plated HYLUGs™ for high temperature applications up to 650° F
continuous service and 750° intermittent service.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPES YAV-L BOX AND SEAMLESS BEVELED
. BARREL
YAV-L (Continued)
nkae! BA7
HYLUGTM INSPECTION *
HOLE
7 —
: , CRIMP L -
ELECTRO-TIN DOUBLE THICK L
PLATED TONGUE
SAE- i ons (inch Installation Tooling )
Catalog | WireRange | Stud |AS20659| Dimensions (inches) CaBt‘;'l';g e HYPRESS™ g::
e | St .
Number (AWG/kemil) | Size l’?lash c L Y Z Number HYTOOL™ | Index | Y29B, | Y35,Y39, | Length
0.1 Max. | Max. | Max. Y2NC | Y750 A
YAVIC-L1BOX 1 1 | 115 [o076] 184 [ 145 [ 038 | YAVIC-L1 e DVIL | uviL
YAVIC-L2BOX | ot | 516 | 49 [076] 184 | 145 | 038 | YAVICL2e » Yl;g';tl_ YsliesﬁA ”
YAV1C-LBOX A;rli Q 38 | 16 |076| 184 |145] 038 ] YAvICL neorior | dentor
YAVAC-L3BOX 12 | 434 |086|197 | 154 | 046 | YAVIC-L3 () Crimp | (1) Crimp
YAV25-L1BOX 14 | 417 [o083] 201|161 043 | YAv25-L1 v | vasL
YAV25-L2BOX 100 516 | 451 | 083|203 | 161 | 043 | YAV25-L2 Nest Nest
YAV25-LBOX ’:\'m’}g 38 | 118 |083[203] 161 043 | YAV25-Le 43 | Y2PR | Y34PA | 1116"
YAV25-L3BOX Flex 1”2 | 435 [088209 | 164 | 046 | YAV25-L3 e ('%dg)bf ('%dgf)mf
YAV25-L4BOX 58 | — | 088231180 | 062 | YAV25-L4 | L-nme
YAV26-L1BOX 14 | 453 093|232 185 048 | YAv26-1 vl | uvasL
YAV6L2B0X | 20 [ 56 | 419 |093[ 232 | 185 048 | vAv2eL2 | NomRaunet Nest | Nest
YAV26-LBOX ﬁ'ﬁf}g 38 | 120 [093]232[ 185048 | YAV26-Le | pyoo.it 4 | Y29PR | Y34PA | 13/16"
YAV26-L3BOX Flex 1”2 | 136 |093|232] 185 048 | YAV26-L3 @ ('%dgrfl‘rtgf ('%dg:rtgr
YAV26-L12BOX 58 | — | 093|252 199 | 062 | YAV26-L12 P b
YAV27-LBOX 30 38 | 421 [103] 245|193 ] 052 | YAV27-Le uv27L
. . ] Nest
YAV27-L1BOX f\',ZCE‘}E‘ 1”2 | 422 [103]245[ 193] 052 | vAv2r-u1 i | vaen | e
YAV27-L15BOX Flex 5/8 — 103|260 | 203|062 | YAV27-L15 Indentor
(1) Crimp
YAV28-LBOX 40 38 | 23 [112| 272|216 ] 060 | YAv2s-L UV28L
YAV28-L12BOX | porat | 12 | 24 [ 112 272 216 | 060 [ YAV28-L12 Nest )
YAV2B-LI3BOX | AN4O | 58 | 59 | 112 | 272 | 216 | 060 | YAV28-L13 8 - l:g‘:riﬁr 8
YAV28-L14BOX Flex 34 | 60 |123]295(233| 078 | YAV28-L14 (1) Crimp
T Class 1. ) ] . W Bench Mount Adapter - Cat. BMY-BCH-MT is available
o Available in (90°) right angle design. Suffix "RS" for Type "MY" HYTOOLS™.
Replaces Suffix "L". Add "NK" sufix for nicke! plated HYLUGS™ for high

A Use Y35P3 Indentor Adapter with Y35 and Y39 Tool. temperature applications up to 650° F continuous

service and 750° intermittent service.

Blue highlighted items are industry standard and most frequently ordered.
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Small Terminals BURNDY®

TYPES YAV-H BOX AND

YAV-H | , '

HYLUG™ ;_‘{69_ -
f——— Y ————=]

Seamless Uninsulated Compression , L
Ring Tongue Terminal With Shroud

The type YAV-H HYLUG™ is a seamless heavy  Features & Benefits

duty uninsulated compression ring tongue . . ] SD@,

terminal with a shroud for an insulation grip and ~ * Shroud/insulation grip cable support

cable support. They are manufactured from and strain relief

pure electrolytic copper tubing for use on copper O Protects the wire against breaking

commercial (code) cable, Type AN aircraft cable under vibration or flexing conditions

and extra flexible conductors. « Electro-tin plated

¢ Provides long-lasting corrosion

The seamless design produces a double thick resistance

tongue and the seamless barrel provides a strong

highly reliable connection. Meets the requirements

of SAE-AS7928. The benefits of the Type YAV

apply to the YAV-H HYLUG™.

" Dimensions Wi
Catalog WireRange | Stud In su?)Bi a Bulk Catalog Installation Dies Stlr?:
Number (AWG/kemil) | Size Acc.om.- C | LMax. | YMax. | ZMin. Number Tooling Length

YAV18-HBOX 2218 8-10 | 0120 031 | 08 | 076 | 0.4 YAV18H Plier: M8ND, 9/32"
YAV14-H1BOX 16-14 6-8 04150" 031 | 092 | 080 | 0.4 YAV14H1 Y10D, Y10-22* Nmtltl]T 9/32"
YAV14-HBOX 2014 8-10 0150° 031 | 095 | 080 | 0.4 YAV14H Ratchet N14|.'|T'5 -
YAV14-H2BOX 1/4 042 | 114 090 | 032 YAV14H2 MR8-G98, Die
YAV10-H25B0X 6-8 031 | 100 | 090 | 024 | YAV10H25 Y'\gm'gﬁ;
YAV10-HBOX 1210 8-10 | 0192 038 | 105 091 0.24 YAV10H MR20, M8ND, Nq/losl-li\lT[-)Zl4 716"
YAV10-H3BOX 1 047 | 122 | 099 | 032 | vavaons | MRE10228

* For conductor crimp only.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPES YAEV
AND YAEV-L

INSULUG™

Terminal — Nylon Insulated —
Ring-Tongue

300 Volts Max., 105° C Max.

The INSULUG™ type YAEV is designed for
very demanding high vibration applications
encountered in aircraft and aboard ships as well as
motor lead applications in hospitals, industrials and
generating plants. The nylon insulated seamless,
electrolytic copper barrel with double thick tongue
provides an extra strong insulated connection. The
terminal is rated 105°C and meets MIL-T-7928
requirements.

COLOR CODED
INSPECTION NYLON INSULATION
HOLE \
RING
TONGUE

SEAMLESS
BARREL

TIN PLATED DOUBLE THICK
TONGUE
Features & Benefits

+ Double thick tongue.
¢ Provides maximum reliability and
electrical capacity plus an extra strong
terminal tongue.
+ Manufactured from one-piece pure electrolytic
copper.
¢ Provides high conductivity, low
resistance with no seams to split plus

+ Nylon insulation is locked in place.
¢ Insulation will not move or twist off
+ 300 volt nylon insulation.
¢ High dielectric strength and stability in
demanding oily environmental
conditions.
+ Color Coded.
O Provides quick, easy wire size

ductility for excellent crimp forming connector selection.
properties.
+ Electro-tin plated.
¢ Provides long-lasting corrosion
resistance.
Wire Range Dimensions Bulk - Wire
Catalog AWG, AN g Catalog '“;ﬁ:?;;’“ Strip
Aircraft c ZMin. | YMax. | LMax. Number Length
Ma2x2-|1nssu| Ratchet:
YAEV18BOX Dia. Accom. 125 810 0.31 0.24 0.77 091 YAEV18 MHFQE?(I)DZ%\I v 1/4
Color Code: Red
18-14
Max. Insul Ratchet
YAEV14BOX ' o 810 0.31 0.24 0.81 0.94 YAEV14 MR8D94, 14"
Dia. Accom.. 154 MRE1022NV
Color Code: Blue
YAEV10-T7BOX 4-6 0.30 0.24 0.95 112 YAEV10-T7
YAEV10-T11BOX 6-8 0.37 0.26 097 116 YAEV10-T11 Ratchet:
YAEVI0BOX 1240 810 | 037 | 026 | 097 | 116 YAEVID | OO
YAEV10-L36BOX . Max. Insgl. 810 0.30 018 0.89 1.04 YAEV10-L36 MB8ND with 5/16"
Dia. Accom. .209 N10ET-9 Di
YAEV10-T3BOX Color Code: Yellow 1/4 047 0.38 112 1.30 YAEV10-T3 MRA -10M|e
YAEV10-T2BOX 5116 0.53 0.31 112 1.36 YAEV10-T2 MRE1022NV
YAEV10-T4BOX 38 0.56 0.35 112 1.38 YAEV10-T4

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com
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Small Terminals

BURNDY®

TYPES YAEV AND YAEV-L
(Continued)
INSULUG™
] o HYPRESS™ .
Catalog WireRange | g4 | A25036- Dimensions Bulk Installation Y29NC Wire
Number AWG, AN Size No. Catalog Tooling Strip
Aircraft ¢ |zmin. Iy Max. | L Max. Number Nest | Indentor | Length
YAEVSC-L14BOX 8 — o041 028 | 118 | 140 | YAEVBC-L14 | Ratchet
YAEVSC-L1BOX 14 | 15 [046| 032 | 123 | 147 | YAEVBC1 | M8NDwith
YAEVBC-L2BOX | 8St: Max.Insul | 516 | 16 | 057 | 034 | 125 | 154 | YAEVBCL2 | Neorr2De
YAEVSC-L3BOX %'ai A%ngm-}gg 3 | 17 |o057]034 | 125 | 154 | YAEVSCL3 | myossr | DEVEL me'
YAEVSC-L4BOX | ~OTO0REA o 9g [ 073 | 048 | 139 | 177 | YAEVSC-L4 Y;5y¢g;“ch
, Y39 wit
YAEV8C-LBOX 10 - 041 | 028 | 118 | 140 YAEV8C-L | USCET Die Set
— 810 | 19" | 048 | 029 | 133 | 156 | YAEV6C-L1*
6Str Non-Ratchet:
- Vachsd | V4 | 420" [ 048 029 | 133 | 156 | YAEVECL™ | ' fyosg: Y29PLEA
lax. Insul. Y29PLE-1
— Dia. Accom. 313 | 516 | 121 | 060 | 036 | 139 | 168 | YAEVGC-L4™ | Hydrauic: | DEVL 10"
— Color Code: 38 | 122 o060 036 | 139 | 168 | YAEVeC-L2*| Y35 Y39with
Blue UBCET Die Set
— 102 — o073 047 | 153 | 191 | YAEVeC-L10
— 810 | — [055| 028 | 140 | 162 | YAEV4C-L3
48t Non-Ratchet:
= Maxﬁnsw_ W | 125 | 055 ] 028 | 137 | 162 | YAEVACL | ' yomer
— Dia.Accom:.374 | 516 | 124 | 063 | 034 | 143 | 174 | YAEVAC-L4 | Hydrauic: | DEVAL 10"
— Color Code: 38 | 425 063034 | 143 | 17 YAEV4C-L2 | Y35, Y39with
— Yelow "2 | — 073|047 | 156 | 192 | YAEvAC-L5 | JCETDeSel
— 10 — o069 035 | 172 | 203 | YAEV2C-L3
28t Non-Ratchet:
_ Vol | 14 | A% | 069 | 035 | 161 | 203 | YAEV2CU | ' Mysmer
— Dia.Accom: 459 | 516 | — | 069 | 035 | 168 | 203 | YAEV2C-L2 | Hydruic | DEV2L 508"
— Color Code 38 | 427 069|035 | 169 | 203 YAEV2C-L | Y35 Y39uith
Red U2CET Die Set
— 1”2 | 428 [o77 ] 047 | 180 | 216 | YAEV2C-L4
— Isr ¥4 | 29 |076 (038 | 163 | 244 | YAEVAC- | nonRatchet
— Max.Insu. | 516 | — 076|038 | 171 | 214 | YAEVAC-L2 | MY28-6*
Dia. Accom.: 516 Hydraulic: DV26L 5/8"
— CoorCode: | %8 | 130 | 076 | 038 | 172 | 21 YAEVIC-L Y35, Y39uith
— White 122 | 431 | 086 | 047 | 186 | 227 YAEVIC-L3 | UICET Die Set 2L
— oSt t4 | 432 |083]043 [ 197 [ 240 | YAEVZSLA | | VOPLE
— Maxcisd | 516 | — [083[ 043 | 197 | 240 [ YAEV25-L2 | pyoser
— Dia. Accom.. 564 | 38 | 433 | 083 | 043 | 197 | 240 YAEV25-L | Hydrauiic. | DEV25L 116"
— Color Code 11 | 434 |o088 | 047 | 202 | 246 | YAEV25.L3 | Y35 Y39with
Blue U25ET Die Set
— 58 | — |08 063 | 217 | 267 | YAEV25-L4
— ot 114 — Jos |09 [ 219 | 272 | YAEV2ELI | \ e
— vodpny |6 | 435 |os[odo [ 210 [ 272 [ YAEV26A2 | Mv2e6
— Dia.Accom: 628 | 38 | 136 |093| 049 | 210 | 272 |  vAEw26L Y35H)$j£gu$:750 DEV26L 13/16"
Color Code: ’ w'rthy
: Yellow 12 | 437 | 093|049 | 227 | 272 | YAEV26-L3 | \o6ET Die Set

1 Additional terminal stud sizes available.

* BMY, BNCH-MT bench mount adapter available.
** NOTE: Add suffix “M” to cat. number to conform to AS25036 - standard for these items only
(example: YAEV6C-L1M). See above. Contact BURNDY?® for UL Listed products.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YAEV-H

INSULUG™

Ring-Tongue Terminals

Nylon-Insulated

For Expanded Insulation

Designed to accommodate larger conductor
insulation diameters. Made of one piece tin
plated pure electrolytic seamless copper tubing
for maximum conductivity and ductility. Color-
coded insulating sleeves are locked into position.
Inspection hole permits visual check of wire

insertion. Meets requirements of SAE-AS7928.

—

Dimensions in Inches Installation Tooling -
Bulk Wire Stud Wire
Catalog Range Size e b4 Y L HYTOOL™ Y29NC, Y29BH Strip
Number Min. | Max. | Max. | HYPRESS™ Nest | Indentor | Length
YAEVSC-H14 8 041 | 025 | 132 | 153
YAEVSC-H 8 10 041 | 025 | 134 | 153 Mﬁit“r‘]f’
YAEVSC-H1 Max. Insul. 114 046 | 028 | 137 | 160 NSCET-2 Die
Dia. 30" " DEVSL | Y29PLE-1 716"
YAEVSC-H2 Sleeve 516 | 057 | 033 | 139 | 168 My28-6*
, Y35, Y29 with
YAEVSC-H3 Color: Red 38 057 | 033 | 139 | 168 USCET Die
YAEVSC-H4 112 073 | 047 | 152 | 190
YAEV6C-H1 10 048 | 028 | 148 | 172
YAEV6C-H 6 114 048 | 028 | 148 | 172 My28-6*
Max. Insul. Y35.Y39
YAEV6C-H4 Dia.: 38" 516 | 060 | 033 | 154 | 185 il LGORT DEV6L | Y29PLE-1 102"
Sleeve !
YAEV6C-H2 Coor Blue 38 060 | 034 | 154 | 185 Die Set
YAEV6C-H10 112 073 | 047 | 168 | 206
YAEVAC-H3 10 055 | 028 | 160 | 186
4 MY28-6*
YAEV4C-H Max. Insul 114 055 | 028 | 160 | 186 Y35, Y30
YAEV4C-H4 Dia. 44" 516 | 063 | 034 | 166 | 198 with DEVAL | Y29PLE-1 102"
Sleeve UACET
YAEVAC-H2 Cor Yelow |38 063 | 034 | 166 | 198 Die et
YAEV4C-H5 112 073 | 047 | 179 | 217
YAEV2C-H3 10 069 | 035 | 198 | 233
2 "
YAEV2C-Hf Max Insul Dia: |14 069 | 035 | 198 | 233 %223(?9
YAEV2C-H2 52" 516 | 069 | 035 | 198 | 233 i DEV2L | Y29PLE 5/8"
YAEV2C-H Sleeve 3 | 069 | 035 | 198 | 233 U2CET Die
Color; Red
YAEV2C-H4 112 077 | 047 | 210 | 249
YAEV1C-H1 1 114 076 | 038 | 210 | 248 MY28.6°
YAEVIC-H2 Max. Insul. 516 | 076 | 038 | 210 | 248 Y35, Y39
Dia. 58" : DV26L | Y29PLE 5/g"
YAEVIC-H Seeve 38 076 | 038 | 210 | 248 y gE“Tﬂ .
YAEVIC-H3 CoorWhie [ 12 | o086 | 046 | 210 | 262 ©

* BMY BNCH-MT bench mount adapter available.

Canada: 1-800-387-6487

Blue highlighted items are industry standard and most frequently ordered.
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Small Terminals BURNDY®

TYPE YAEV-H
m (Continued) i: L >
o]
O o
4 | /JJ,?::::L_ ]
-— Y —eip
Bulk Wire stud Dimensions in Inches Installation Tooling Wire
ﬁlajzlt?e% Range Size c Z Y L HYTOOLT_“:M Y29NC, Y29BH Li::‘l':h
Min. | Max. | Max. | HYPRESS Nest | Indentor g
YAEV25-H1 114 083 | 043 | 239 | 28
YAEV25-H2 110 546 | 083 | 043 | 239 | 282 MY28-6*
Max. Insul. Y35, Y39 "
YAEV25-H Dia 05" Sleave | 318 083 | 043 | 239 | 28 WihUsSeT | DEV25L | Y29PLE | 11/16
YAEV25-H3 Color: Blue 112 088 | 046 | 243 | 288 Die Set
YAEV25-H4 5/8 088 | 062 | 258 | 3.09
YAEV26-H1 114 094 | 048 | 265 | 312
YAEV26-H2 Maxﬂlﬁ’] o 516 | 094 | 048 | 265 | 312 MY28-6*
YAEV26-H Dia.: 73" 38 | 094 | 048 | 265 | 312 Y35,Y39 | pEvosL | Y20PLE | 13/16"
Sleeve Color: W'th- U26ET
YAEV26-H3 Velow 112 094 | 048 | 265 | 312 Die Set
YAEV26-H12 508 094 | 062 | 279 | 333

* BMY BNCH-MT bench mount adapter available.

Blue highlighted items are industry standard and most frequently ordered.
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BURNDY® Small Terminals

TYPES YAV-R, YAV-RS

c +
i\ N Y—|
Heavy Duty Right-Angle @ : | 1
Terminals g _
o L
Factory formed right angle HYLUG™ connectors \/ z E

made of seamless pure copper tubing. These =]
rugged terminals withstand the most severe
applications. Inspection hole in barrel permits
visual check of wire insertion. Tin plated to resist
corrosion. Meets requirements of SAE-AS7928.

~

Catalog Wire Range | Stud Dimensions Installation g:_::
Number (AWG/kemil) | Size c LMax. | YMax. | ZMin. N Tooling Length
YAV18-R 22-18 8-10 0.31 0.34 0.46 0.25 0.16 Non-Rachet
on-Ratchet:
YAV14-RL33 2044 4-6 0.25 0.37 045 0.21 012 Y100 1/4
YAV14-R 8-10 0.31 0.36 048 0.25 0.16 Ratchet:
Y8MRB-1, MR20
YAV10-R 12-10 8-10 0.38 0.53 0.46 0.25 019 ' ’ 5116
MR8-G98, MR8-9Q
YAV10-R3BOX 12-10 1/4 047 0.55 0.50 .28 0.23 5116
. . Installation Tooling
Dimensions in Inches i
Catalog | WireRange | Stud Ratchet, | HYPRESS™ Y29NC, g‘r:: Tm‘;
Number | (AWG/kcmil) | Size . Non-Ratchet Y29BH
. . . ’ Length | Number
C |LMax.|YMax.|ZMin.| N HYTOOL™ Nest Indentor g
YAVSC-RS 810 | 041 | 095 | 062 | 0.25 | 0.20
YAV8C-RS1 8 1/4 041 | 095 | 065 | 0.28 | 0.20 DveL 716 38
YAV8C-RS3 38 056 | 095 | 071 | 0.34 | 0.31
YAV6C-RS1 810 | 050 | 098 | 067 | 028 | 0.25
YAV6C-RS 1/4 050 | 098 | 067 | 0.28 | 0.25
YAV6C-RS4 6 5116 | 059 | 098 | 073 | 0.34 | 0.31 DveL 3
YAV6C-RS2 3/8 059 | 098 | 073 | 0.34 | 0.31 "
YAVAC-RS3 810 | 053 | 1.00 | 070 | 0.28 | 0.25 Y29PL
YAVAC-RS 1/4 053 | 1.00 | 070 | 0.28 | 0.25
YAVAC-RS4 4 5116 | 0.62 | 1.00 | 077 | 0.34 | 0.31 DvaL 40
YAVAC-RS2 38 | 062 | 100 [ 077 [ 034 [ 031 M'\\/(hz(gﬁ 1
YAV2C-RS1 1/4 068 | 127 | 082 | 0.34 | 0.33 ’
YAV2C-RS2 2 5116 | 0.68 | 127 | 0.82 | 0.34 | 0.33 DV2L 41
YAV2C-RS 3/8 068 | 127 | 082 | 0.34 | 0.33 5/8
YAV1C-RS1 1 1/4 073 | 131 | 0.88 | 0.34 | 0.33 DVAL 0
YAV1C-RS2 516 | 073 | 131 | 088 | 0.34 | 0.33
YAV25-RS 318 081 | 146 | 101 | 044 | 0.39
YAV25-RS3 10 112 088 | 146 | 1.04 | 047 | 044 Dv2sL V29PR 1 o
YAV26-RS 318 092 | 158 | 1.00 | 047 | 0.39
YAV26-RS3 20 112 092 | 158 | 1.00 | 047 | 0.39 Dv2eL 13716 “
YAV27-RS 3/0 3/8 102 | 161 112 | 047 | 048 78 45
YAV28-RS 4/0 3/8 112 | 175 1145 | 047 | 048 46

* For aircraft applications (Flex\ible Cable) use die DV8L-1
A See Present Installation Tool Index

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPES YAEV-RS

B s

Nylon-Insulated
Right-Angle Terminals

Factory formed right angle INSULUG™
connectors made of seamless pure copper tubing.
These rugged terminals withstand the most severe
applications. Inspection hole in barrel permits
visual check of wire insertion. Meets requirements

of SAE-AS7928.
Installation Tooling
Catalog . Stud . Wire Strip
Number Wire Range Size N C | ZMin. | Y Max. | L Max. HYTOOL™ HYPRESS™ Y29NC, Y29BH Length
Nest Indentor
YAEVSC-RS 8 810 | 020 | 041 | 025 | 0.82 1.25
Max. Insul. Dia.; .258" A DEV8L 716"
YAEV8C-RS1 Sleeve Color: Red 1/4 025 | 041 | 028 | 084 1.25
YAEV6C-RS1 6 810 | 025 | 050 | 0.28 | 0.88 1.28
Max. Insul. Dia.; .313" B DEV6L Y29PLE-1 112"
YAEV6C-RS Sleeve Color: Blue 1/4 025 | 050 | 028 | 0.88 1.28
YAEVAC-RS 4 1/4 025 | 053 | 028 | 095 1.28
Max. Insul. Dia.; .374" C DEVAL 112"
YAEV4C-RS2 Sleeve Color: Yellow 38 031 | 062 | 034 | 1.02 1.28
YAEV2C-R$1 2 1/4 033 | 068 | 034 | 113 1.59
Max. Insul. Dia.; 459" D DEV2L 5/8"
YAEV2C-RS Sleeve Color: Red 38 033 | 068 | 034 | 113 1.59
YAEV1C-RS2 1 516 | 033 | 073 | 0.34 | 113 1.65
YAEVIC-Rg | X Insul.Dia: 516 38 | 033|073 | 034 | 122 | 165 E Dv2eL 58
Sleeve Color: White
m Y29PLE
YAEV25-RS Max. Insul. Dia.; .564" 38 039 | 081 | 044 | 146 1.88 F DEV25L 11/16"
Sleeve Color: Blue
2/0
YAEV26-RS Max. Insul. Dia.; 628" 38 039 | 092 | 047 | 148 2.06 G DEV26 13/16"
Sleeve Color: Yellow
A B C D E F G
Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet:
M8ND MY28-6t1 MY28-61t MY28-6tt MY28-61t MY28-61t MY28-61t
with Hydraulic: Hydraulic: Hydraulic: Hydraulic: Hydraulic: Hydraulic:
N8CET-2 Die Y35, Y39 with Y35, Y39 with Y35, Y39 with Y35, Y39 with Y35, Y39 with Y35, Y39 with
Non-Ratchet: U6CET U4CET U2CET UICET U25ET U26ET
MY28-6tt Die Set Die Set Die Set Die Set Die Set Die Set
Hydraulic:
Y35, Y39 with
UBCET Die Set

1t BMY BNCH-MT bench mount adapter available.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YAEV-RH

INSULUG™

Nylon-Insulated

Right-Angle Terminals

Designed to Accommodate Larger

Conductor Insulation Diameters

Factory formed

right

angle

INSULUG™

connectors made of seamless pure copper tubing.
These rugged terminals withstand the most severe
applications. Inspection hole in barrel permits
visual check of wire insertion. Tin plated to resist
corrosion. Meets requirements of SAE-AS7928.

Installation Tooling Wire
Catalog Number Wire Range St.Ud N C | ZMin. | Y Max. | L Max. HYPRESS™ Y29NC, Y29BH Strip
Size HYTOOL™ Length
Nest Indentor eng
YAEV8C-RH 8 810 |1 020 | 041 | 025 | 087 | 138
Max. Insul. Dia.: .30" A DEVSL 716"
YAEV8C-RH1 Sleeve Color: Red 1 1025 | 041 | 028 | 090 | 138
YAEV6C-RH1 6 810 | 025 | 050 | 028 | 097 | 143
Max. Insul. Dia.: .38" B DEV6L Y29PLEA 12"
YAEV6C-RH Sleeve Color: Blue 1 1025 | 050 | 028 | 097 | 143
YAEV4C-RH 4 174 1025 | 053 | 028 | 104 | 153
Max. Insul. Dia.: 44" C DEVAL 12"
YAEVAC-RHZ | giee Color: Yellow 38 | 031|062 | 034 | 1M1 1.53
YAEV2C-RH1 2 174 1033 | 067 | 034 | 122 | 188
Max. Insul. Dia.; .52" D DEV2L 5/8"
YAEV2C-RH Sleeve Color: White 38 | 033 | 067 | 034 | 122 | 188
YAEV1C-RH2 1 516 | 033 | 073 | 034 | 132 | 199
Max. Insul. Dia.; .52" E DV26L 5/18"
YAEVIC-RH Sleeve Color: White 38 | 033 | 073 | 034 | 132 | 199
0 Y29PLE
YAEV25-RH Max. Insul. Dia.: .66" 38 | 039 | 081 | 044 | 150 | 229 F DEV25L 116"
Sleeve Color: Blue
2/0
YAEV26-RH Max. Insul. Dia.: .73" 38 | 039 | 092 | 047 | 160 | 242 G DEV26L 13116"
Sleeve Color: Yellow
A B c D E F G
Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet: Non-Ratchet:
M8ND MY28-61t MY28-6t1 MY28-61t MY28-6t1 MY28-6t1 MY28-61t
with Hydraulic: Hydraulic: Hydraulic: Hydraulic: Hydraulic: Hydraulic:
N8CET-2 Die Y35, Y39 with Y35, Y39 with Y35, Y39 with Y35, Y39 with Y35, Y39 with Y35, Y39 with
Non-Ratchet: UGCET U4CET U2CET U1CET U25ET U26ET
MY28-6t1t Die Set Die Set Die Set Die Set Die Set Die Set
Hydraulic:
Y35, Y39 with
UBCET Die Set

1t BMY BNCH-MT bench mount adapter available.

Canada: 1-800-387-6487

Blue highlighted items are industry standard and most frequently ordered.

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YBM

Flag-Type
Ring-Tongue Terminals

8 \\‘/ L
Made of pure electrolytic copper for maximum >/ \/

conductivity and ductility. Seamless extrusion tin
plated to resist corrosion.

O

Wire Range Dimensions in Inches **Installation Tooling :
Catalog" Stud » | HYPRESS™ Y29NC, Y29B g::
Number Flex Code | Size | C | ZMin. | YApprox. | LMax. :
PP HYTOOL™ | Nost Indentor | Length
YBMSC 8 810 | 047 | 033 059 101 7H6"
Class|, K, "
YBMSC-T2 DLO 37120 8 14 | 053 | 036 062 107 DV8B 102
YBMSCT4 MIL-W-5086 38 | 066 | 042 068 119 916"
YBM6C-L9 6 810 | 053 | 036 064 | 109 Y29PBL -
YBM6C-L Class | 6 14 | 053 | 036 064 112 DVEBLA
YBM6C-L2 DLO (81/24) 516 | 059 042 0.70 1.21 916"
YBM6C-L3 MIL-W-5086 38 | 066 | 042 | 070 | 124 58"
YBMAC-L4 A 810 | 053 | 036 069 118 -
YBM4C-L Class| 14 | 053 | 036 069 121
' 4 DVABL | Y29PBL
YBMA4C-L1 DLO (105/24) 516 | 059 042 075 13 16"
YBMAC-L2 MIL-W-5086 38 | 066 | 042 | 07 | 133 58"
YBM2C-L1 2 14 | 066 | 036 073 128
YBM2C-L2 Class |, 2 516 | 066 | 042 079 138 58"
DLO (150/24) DV2BL
YBM2C-L MIL-W-5086 3/8 0.66 042 0.79 135 MY28
Y29PL
YBM1C-L3 1 1”2 | 091 | o061 100 178 "
Class |, 1
YBMIC-L DLO (225/24) 38 | 066 | 049 088 153 DVABL )
MIL-W-5086 5/8
YBM25-L1 10 1" | o072 | o4 0.86 149
YBM25-L2 Class |, _ | 516 | 072 | 045 088 156 )
DLO (275/24) DV25B11 u
YBM25-L MILW-5086 38 | 072 | 049 0.92 162
200
YBM26-L Class, — | 38 | o8 | 049 | o098 | 17 VL | YRR | 136"
DLO (325/24) : : : :
MIL\W-5086
40
YBM28-1/4 Class |, — 1 | 095 | or 166 206 DV28L 1
DLO (550/24) ' ' : :
MIL-W-5086

* Lead Plated available, contact factory.
** See top illustration for recommended connector insertion
into tools.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE T-F AND YAD-F
HYLUG™

Uninsulated Compression Terminal,

Fork Tongue ) Y
Type T-F is constructed in the same manner as
the type “T” and employs a fork tongue. The fork  Features & Benefits
permits rapid installation of the terminal under
a screw head without completely removing the  + Fork tongue design. sp@)
screw. Two or more terminals may be stacked ¢ Faster installation-screw needs only to
easily on a common stud. be loosened for termination.
Catalog - Stud . Bulk Catalog . . Wire Strip
Number Wire Range Size c LMax | YMax | ZMin Number Installation Tooling Length
T18-6F #4-#6 0.28 0.68 0.55 0.25 YAD186F
Non-Ratchet:
T18-8F #6-#8 0.31 0.74 057 0.27 YAD188F Y10D, Y10-22
22 AWG-18 AWG Ratchet: 9/32
T18-10F #3-#10 | 037 0.74 0.58 0.29 YAD1810F MRE1022B,
MR8G98, YSBMRB-1, MR20
T18-14F 1/4 047 092 069 0.39 YAD1814F
T14-6F #4-#6 0.28 068 0.55 0.25 YAD146F
Non-Ratchet:
T14-8F #6-#8 0.31 0.74 0.57 0.27 YAD148F Y10D, Y10-22
20 AWG-14 AWG Ratchet: 9/32
T14-10F #3-#10 | 037 0.74 0.58 0.29 YAD1410F MRE1022B,
MR8G98, YSMRB-1, MR20
T14-14F 14 047 092 0.69 0.39 YAD1414F
T10-6F #4-#6 0.28 0.74 0.61 0.25 YAD106F
54 Non-Ratchet:
T10-8F 14 ANG-10 AWG (St) 6-#8 0.31 0.80 063 0.27 YAD108F Y10D, Y10.-22
12ANG-10 AWG (Sol) Retchet /32
T10-10F #8-#10 | 041 | 087 068 | 032 YAD1010F MRE10228,
MR8G98, YSMRB-1, MR20
T10-14F 14 0.50 1.00 0.75 0.39 YAD1014F

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPES TP-F AND BA-EF WIRE EXPANDED SHROUD

CRIMP INSULATION CRIMP

R VINYLUG™ WIRE SIZE \ / SMOOTH
RANGE\ _ENTRY

Terminal - Polyvinylchloride Insulated, . é_
f—

-2~
( i LR
Fork Tongue Tonue 5
= COLOR CODED
P |NsbLATION I___I__ Y
L——

600 Volts Max., 105° C Max.

DEEP “V”

TIN SERRATIONS
PLATED
The Type TP-F is a fork tongue variation of the TP
design and makes installation easier.
Features & Benefits
« Fork tongue design
¢ Faster installation-screw needs only to
® o
be loosened for termination
Dimensions Tape Mounted
Catalog Wire Stud CaBtl:II; Installation Catalog Installation g:e
Number Range Size | ¢ L. Y | Z Numbe?- Tooling Number Tooling | | o ‘:h
Max | Max. | Min. 2000/Reel Y
TP16-2F #-#2 | 017 | 075 | 066 | 0.23 BA16EF2 BA16EF2M
22-16 TFM
TP16-6F | Max Insu.Dia. | #4#6 | 028 | 080 | 066 | 023 |  BA1GEFS _ BA16EF6M wih | e
Ti6F | Acom:015  [usus | 031 | 086 | 069 | 026 | BAtGEFs | o IPe BA16EFM | DFM3D-1
Color Code: Red Y10-22 Die
TP16-10F #3-#10 | 041 | 095 | 075 | 0.31 BA16EF10 BA16EF10M
TP14-2F oot #-#2 | 017 | 075 | 066 | 023 | BAMEF2 | RatchetTook — o
) MRE1022NV
TPUGF | MaxInsu.Dia. | #3-#6 | 028 | 080 | 066 | 023 | BAMER6 | “PCDED — wh | e
TP14-8F | Accom:018 | 4548 | 031 | 086 | 069 | 026 | BAI4EFS BA14EFSM | DFM2D-t
Color Code: Blue Die
TP14-10F #3-#10 | 041 | 095 | 075 | 0.31 BA14EF10 BA14EF10M
TP10-6F 12-10 #3-#6 | 028 | 095 | 081 | 0.26 BA10EF6 MRE1022NV *BA10EF6M TFM
TPi0-gF | MaxInsu.Dia g we To31 | 098 | 081 | 026 | BAIOEF8 | MRM5,MeND | *BAtoEFeM | M| 1o
Accom.. 0.26 with N1OET-23 DFM1D5
TP10-10F | ColorCode: Yellow | #8-#10 | 041 | 107 | 087 | 0.31 BA10EF10 *BA10EF10M Die

UL Listed and CSA Certified with MR8-89-1 and MR15 only
* 1000/Box

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPES TN-F AND YAES-F
INSULUG™

Terminal - Nylon Insulated,
Fork Tongue

600 Volts Max., 105° C Max.

The type TN-F, nylon insulated fork tongue terminal
has the same high quality as the TN. It is designed
to meet the heavy-duty requirements of industrial
and utility applications.

Used on both power and control circuits for wire
sizes #26 AWG through #10 AWG. The TN-F
provides high dielectric strength and stability in oily
conditions.

The TN-F is identical to the TN with the addition
of a fork tongue which allows installation without
complete removal of its supporting screw.

WIRE CRIMP INSULATION
SMOOTH

FUNNEL
BRAZED ENTRY

FORK
TONGUE e Y ——————
DEEP “v” | SN
TIN SERRATIONS
PLATED
Features & Benefits

+ Fork tongue
¢ Provides faster and easier installation
by permitting insertion under the screw
head without completely removing it.

Dimensions i
Catalog Wire Stud Bulk Installation Wire
Number Range Size i Catalog Tooling Strip
Cc LMax. | Y Max. Z Min. Number Length
TN20-2F* 26-20 Max. Insul. #-#2 018 | 076 | 065 0.24 - MBND with
Dia. Accom.: 0.10 N14HET-25V1 3/16"
TN20-6F* Color Code: Amber #4-46 0.28 0.80 0.70 0.28 — Die Set
TN184F* #3-#4 023 | 075 | 065 0.24 —
TN18-6F 2248 Max. Insul #4-46 | 028 | 079 | 065 024 | YAES18NIF
TN18-8F Dia. Accom.: 0.12 #6-#8 031 | 084 | 067 026 | YAES18N49F 732"
TN18-10F Color Code: Red #-#10 | 037 | 084 | 068 | 027 | YAESISN3F
Non-Ratchet:
TN18-14F 047 | 103 079 038 | YAES18N50F vIOD
TN14-6F #4-#6 | 028 | 079 | 065 024 | YAES14NGF Y1022
TN14-8F 16-14 Max. Insul. #6-#8 | 031 | 084 | 067 026 | YAES14N53F ,
Dia. Accom.; 015 Ratchet: 7/32"
TN14-10F Color Code- Blue #8-#10 | 037 | 084 | 068 027 | YAES14NSF MRE1022NV
TN14-14F 047 | 103 | 079 | 038 | YAESHNS4F Mﬁifg
TN10-6F #A-H6 028 | 096 | o082 024 | YAES1ONHIF
TN10-8F 12-10 Max. Insul. #6-#8 031 | 101 084 026 | YAES1ON56F
Dia. Accom.: 0.21 1/32"
TN10-10F Color Code: Yelow #8-#10 | 041 | 109 | 089 031 | YAES1ON12F
TN10-14F 050 | 121 096 038 | YAES1ON57F

*Not UL Listed or CSA Certified.

** Or other tool conforming to military specification

AS25036 or AS90413

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals

BURNDY®

TYPES YAE-N-F BOX AND
YAE-N-F

INSULUG™

Terminal - Nylon Insulated,
Fork Tongue

Multi-Finger Insulation Grip
600 Volts Max. 105° C Max.

INSULUG™ type YAE-N-F nylon

insulated

terminals are designed with a Multi-Finger
Insulation grip, are rated 105° C and are supplied
with a fork tongue for easy terminal insertion and

MULTI-FINGER
INSULATION GRIPS FUNNEL
WIRE SIZE AND CABLE SUPPORT  ENTRY [—-— z —i—
\ ! L\ —""""'_ :’f:q
- I
= INSULATION i J/
ELECTRO-TIN CRIMP
PLATED WIRE : Y -
DEEP “V" CRIMP e L
FORK SERRATIONS
TONGUE
Features & Benefits

* Fork tongue
O Permits rap

id easy installation of the

terminal under the screw head without
complete removal of the screw

removal.
Dimensions i
Catalog Wire Stud Bulk Installation Tape Mounted Installation Wu:e
Number Range Size c L Y Z Catalog Tooling ** Catalog Number Tooling Strip
Max. | Max. | Min. Number 2000/Reel Length
YAE22N65FBOX* | 24-20Max. | 4 018 | 073 | 063 | 022 | YAE22N65F Ratchet: YAE22N6sFM | TFM
Insul. Dia.: 010" M8ND. with 5/30"
Sleeve Color: ) DFM11D1
YAE22NG6FBOX* |  Amber | #4-#6 [ 028 | 0.80 | 067 | 0.27 | YAE22N66F | NMHET25V1Die | yAE22NG6FM Die
Non-Ratchet: Y10D
orY1022
RatchetMRE1022NV,
MR8-33T-1, MBND
YAE18N60FBOX* #4 1021|092 | 073 | 024 | YAE18N6OF with one of the YAE18N60FM 3/16"
following dies: TFM
22-16Max. N14HET-25V/1, with
Insul. Dia. 0.1:‘3 N10ET-9, DFM10D1
S'ee‘;feg""’“ NI4HET-15, N1OET-23 Die
YAE18G43FBOX #4-#6 | 025 | 078 | 068 | 018 | YAE18G43F | yorRachetyiop | YAE18G43FM
YAE18N56FBOX #4-#6 (028 | 082 | 0.71 | 021 | YAE18N56F orY1022 —
Ratchet: MR8-33T-1,
YAE18N57FBOX #6-#3 | 031|096 | 077 | 0.28 | YAE18N57F MEND YAE18N57FM
YAE18N58FBOX #8036 102 | 082 | 033 - with one of the — — 316"
following dies:
YAE1ANT6FBOX | 15.1aMax. | #4-#6 | 0.28| 085 | 074 | 0.25 | YAE14NT6F NW4HET-25V1, — —
YAENTTFBOX | InsulDia-016" | 46 _4g | 031 | 0.96 | 077 | 0.29 | YAEIANTTF NIOET-9, YAEUNTTEM | TFMwith
Sleeve Color: N14HET-1 5, DFM9D1
YAE14N78FBOX Biue #8-#10 | 0.36 | 1.01 | 079 | 0.20 | YAE14NTSF N10ET-23 YAE14N78FM Die
YAE1ON8OFBOX* #4-#6 035|102 | 067 [ 029|  — Non-Ratenet Y100, - -
Ratchet: MRE1022NV,
YAE10N81FBOX* #6-#8 | 035 | 102 | 067 | 029 - MR8-33-T1, - —
12-10 M8ND with one of the 38"
YAE10N82FBOX* #0-49 | 037 | 1.02 | 065 | 0.29 — following dies: — —
N14HET25\1,
N10ET-9,
YAE10N83FBOX 14 1050|120 | 070 | 0.29 - N14ET-15, N1OET-23 - —

* Not UL Listed or CSA Certified.
t Not UL Listed; is CSA Certified.

** For UL Listed applications, consult BURNDY® factory.
Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YHSA-F

HYDENT™ HEAT SHRINK
FORK TONGUE TERMINALS

For Use on Copper Conductor

Standard crimp terminals leave the wire exposed
allowing in moisture or other contaminants which
can result in corrosion. Corrosion reduces the
amount of current the wire can carry safely.
The integrity of the electrical system can
be compromised when unsealed electrical
connections are utilized. Heat shrink terminals
provide a durable seal blocking out contaminants
ensuring a better connection.

Features & Benefits —

+ Made from pure copper, annealed for
maximum strength

+ Color-coded, imprinted with wire size

+ Serrated barrels offer maximum wire
contact and tensile strength

+ Electro tin plated for corrosion
resistance

+ Wire Strip Length 5/16"

Dimensions Wire
Catalog No. Catalog No. Stud Conductor Tongue Installation Strip
(100/bag) (20/bag) Size Size B c L N Thickness Tooling Length
YHSA18K6F YHSA18K6FRK 4-6 0.25 147 0.32 0.04
YHSA18K8F YHSA18K8FRK 6-8 2218 AWG 0.32 147 0.32 0.04
YHSA18K10F YHSA18K10FRK 810 0.31 118 0.27 0.03
YHSA14K6F YHSA14K6FRK 4-6 0.25 147 0.30 0.04
YHSA14K8F YHSA14K8FRK 6-8 0.34 117 0.30 0.04
16-14 AWG
YHSA14K10F YHSA14K10FRK 810 0.22 0.34 147 0.27 0.03 MR22 5116
YHSA14K14FRK — 1/4 0.50 147 0.30 0.04
YHSA10K6F — 4-6 0.35 147 0.29 0.04
YHSA10K8F YHSA10K8FRK 6-8 0.35 147 0.29 0.04
1210 AWG
YHSA10K10F YHSA10K10FRK 810 0.37 116 0.27 0.04
YHSA10K14FRK — 1/4 0.50 147 0.30 0.04

www.burndy.com

US: 1-800-346-4175

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487



Small Terminals BURNDY®

TYPE T-LF
bz
HYLUG™ , |
]
Uninsulated Compression Terminal g JEJ—E
Locking Fork Tongue ' i::—- 7 |
I L
Type T-LF employs a locking fork tongue for fast
installation and security.
Features & Benefits
+ Locking fork tongue design allows fast
installation - screw only has to be loosened for
termination
+ Internal configuration of the fork prevents the
terminal from coming off the screw without
applying a pulling force
+ Locking fork is made from a copper alloy;
permits many installations while maintaining
proper spring retention of forks
- . . . Wire Strip
Catalog Number | Wire Range Stud Size c L Y Y4 Installation Tooling Length
T166LF #4-#6 0.25 0.83 0.54 0.32 MRE1022B
MR8G98
TA68LF 2-16ANG | #6-#8 031 083 057 032 Yo 9132
Y10D
T1610LF #3-#10 0.31 0.83 0.63 0.32 Y1022
T146LF #4-#6 0.25 0.81 0.54 0.30 MRE1022B
MR8G98
TH8LF 16-14ANG |  #6-48 030 083 057 030 e 932
Y10D
T1410LF #3-#10 0.32 0.83 0.63 0.30 Y10-22
T106LF #4-#6 0.30 0.90 0.54 0.29 MRE1022B
MR8G98
Y8MRB-1
T108LF 12-10AWG #6-#8 0.33 0.90 0.57 0.29 MR20 1132
Y10D
T1010LF #8-#10 035 090 063 0.29 Y10-22

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE TP-LF AND BA-EL

VINYLUG™

Terminal - Polyvinylchloride Insulated,

Locking Fork Tongue

600 Volts Max., 105° C Max.

Qe

~

Type TP-LF is a variation of the Type TP design
and employs a locking fork tongue for fast
installation and security.

@

Features & Benefits

+ Locking fork tongue design

¢ Allows fast installation-screw only has

to be loosened for termination.

+ Internal configuration of the fork

¢ Prevents the terminal from coming off
the screw without applying a pulling

force.

+ Locking fork is made from a copper alloy
¢ Permits many installations while maintaining
proper spring retention of forks.

Dimensions Bulk Tape Mounted | Installation Wire
Catalog . Stud Installation Catalog Tooling .
Number Wire Range Size c L. Y Z Catalog Tooling Number 2000/ for tape Strip
Max | Max. | Min. | Number, Reel mounted | -ength
TP16-6LF 9216 M #4-46 | 028 | 0.80 | 0.66 | 0.23 | BA16EL6 BA16EL6M 13/64
- ax. Insul. TEM with
TP16-8LF | Dia.Accom..0.15 | #6-#8 | 0.31 | 0.86 | 0.69 | 0.26 | BA16EL8 , BA16ELSM . 13/64
Color Code: Red Plier Type: DFM3D-1 Die
TP16-10LF ) #8-#10 | 041 | 095 | 0.75 | 0.31 | BA16EL10 Y10-22 BA16EL10M 13/64
TP14-6LF #4-4#6 | 028 | 0.80 | 0.66 | 0.23 | BA14E6L BA14E6LM 13/64
16 - 14 Max. _IBS%' 464 Ratchet Tool: TEM with y
TP14-8LF %ce:l.c)/;\f:coodmel..Bl.u 8 6-#8 | 0.31 | 0.86 | 069 | 0.26 | BAM4EL8 | MRE1022NV BA14ELSM DFM2D1 Die 13/64
TP14-10LF - #3-#10 | 041 | 095 | 075 | 0.31 | BA14EL10 MII\?ABF;?9-1 BA14EL10M 13/64
TP10-6LF #4-4#6 | 028 | 095 | 0.81 | 0.26 | BA10EL6 S *BA10EL6M 19/64
TP10-8LF #6-#8 | 0.31 | 098 | 0.81 | 0.26 | BA10EL8 * BA10EL8SM 19/64
12 - 10 Max. Insul. . i
Dia. Accom: 0.26 P@J_’Z’ge‘ TFM with
Color Code: DFM1D5 Die
. - *
TP10-10LF Yellow #8-#10 | 041 | 1.07 | 0.87 | 0.31 | BA10EL10 Ratchet Tool: BA10EL10M 19/64
MR8-89-1
MR15

® UL Llisted and CSA Certified with MR8-89-1 and MR15.

*1000/Reel.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE TN-LF

B s |
Terminal - Nylon Insulated, ~ \’ \’~

Locking Fork Tongue LAY \ ot
300 Volts Max., 105° C Max. N o ey /
The Type TN-LF, nylon insulated fork tongue
terminal has the same high quality as the TN. Itis | |
designed to meet the heavy-duty requirements of ~ Features & Benefits
industrial and utility applications.
+ Locking fork tongue design
Used on both power and control circuits for wire ¢ Allows fast installation-screw only has
sizes #26 AWG through #10 AWG. The TN-LF to be loosened for termination
provides high dielectric strength and stabilityinoily ~ «  Internal configuration of the fork
conditions. ¢ Prevents the terminal from coming off
the screw without applying a pulling
The TN-LF is identical to the TN with the addition force
of a fork tongue which allows installation without  « Locking fork is made from a copper alloy
complete removal of its supporting screw. ¢ Permits many installations while main-
taining proper spring retention of forks
Catalog . . Dimensions Installation Wire Strip
Number WireRange | StudSize c L Max. Y Max. ZMin. Tooling Length
TN18-6LF .18 4-6 0.25 095 0.66 0.32
Max. Insul. MRE1022NV,
TN18-8LF Dia. Accom: 6-8 0.31 095 069 0.32 MR8-83, Y10D, 732
0145 Y1022
TNtgoLp | COOrCodeRed | g 031 095 075 032
TN14-6LF 16-14 4-6 0.25 093 0.66 0.30
Max. Insul. MRE1022NV,
TN14-8LF Dia. Accom: 6-8 0.30 095 0.69 0.30 MR8-83, Y10D, 732
0180 Y1022
TNtaqoLr | COOrCodBle g 032 095 075 030
TN10-6LF 12-10 4-6 0.30 1.02 0.66 0.29
D,\?:),(A-\ cl;r;L:L _ MRE1022NV,
TN10-8LF 0 260 " 6-8 0.33 1.02 069 0.29 MR8-83, Y10D, 11/32
Color Code: Y1022
TN10-10LF Yellow 810 0.35 1.02 0.75 0.29

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE YAE-N-LF —c—

INSULUG™ _

Terminal - Nylon Insulated, ~ , \"~ H
Locking Fork Tongue T N I
300 Volts Max., 105° C Max. ~N Q

The YAE-N-LF Locking Fork is nylon insulated with
an insulation grip and accepts a 22-10 AWG wire.
The spring-like tongue locks into place around the ~ Features & Benefits
stud even when the mount screw is not tightened.

+ Locking Fork Tongue
+ Rapid easy installation of terminal
without complete removal of screw

Dimensions . . .

Catalog Number WireRange | Stud Size '";‘a"l.at“" "‘I’_"e S:L'P

c L Max. Y Max. ZMin. ooling eng
YAE18N104LFBOX H4-#6 025 095 066 032 MRE1022NV
YAE18N105LFBOX 2-18 #6-48 031 095 069 032 '\\’}'fgf; 7132
YAE18N106LFBOX #8-#10 031 095 075 032 Y10D
YAE14N107LFBOX H4-#6 025 093 066 030 MREI022NY
YAE14N108LFBOX 16-14 #6-48 030 095 069 030 “ﬁgfj 72
YAE14N109LFBOX #8-#10 032 095 075 030 Y10D
YAE1ON110LFBOX H4-#6 030 102 081 029 -
YAE1ON111LFBOX 12-10 #6-48 033 102 081 029 '\\’}Tgfj 132
YAE10N112LFBOX #8-#10 035 102 087 029 Y10D

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YHSA-K-LF

m HYDENT™ HEAT SHRINK FORK

For Use on Copper Conductor

Standard crimp terminals leave the wire exposed
allowing in moisture or other contaminants which
can result in corrosion. Corrosion reduces the
amount of current the wire can carry safely.
The integrity of the electrical system can
be compromised when unsealed electrical
connections are utilized. Heat shrink terminals
provide a durable seal blocking out contaminants
ensuring a better connection.

-

Features & Benefits — I

+ Made from copper, annealed for maximum
strength

+ Color-coded, imprinted with wire size

+ Serrated barrels offer maximum wire contact
and tensile strength

+ Electro tin plated for corrosion resistance

Catalog Number Wire Range Stud Size L c Y z In;::::?:gm Mﬁ:g::p
YHSA18K6LF #6 1.20 0.25 066 0.32
YHSA18KSLF 22-18 # 1.20 0.31 069 0.32 MR22 5/16"
YHSA18K10LF #10 1.20 0.31 0.75 0.32
YHSA14K6LF # 118 0.25 0.66 0.30
YHSA14K8LF 16-14 #8 1.20 0.30 069 0.30 MR22 5/16"
YHSA14K10LF #10 1.20 0.32 0.75 0.30
YHSA10K6LF #6 127 0.30 081 0.29
YHSA10K8LF 12-10 #8 127 0.33 0.81 0.29 MR22 5/16"
YHSA10K10LF #10 127 0.35 0.87 0.29

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE T-BF

FINGRIP™

Uninsulated Compression Terminal
Block Fork Tongue

Type T-BF is made from pure electrolytic copper.
Electro-tin plated for corrosion resistance. Block
spade design, featured squared-off ends.

Features & Benefits

+ Permits rapid, easy installation of the
terminal under the screw head without
complete removal of the screw

. . Wire
e R
Length
T166BF #4-#6 025 083 020 083
T168BF 22-16 AWG #6-#8 031 083 020 079
T1610BF #3-#10 031 083 020 079
MRE10228 9/32"
T146BF #4-#6 0.25 0.81 018 0.81 MR8G98
Y8MRB-1
T148BF 16- 14 AWG #6-#8 030 083 018 080 MR20
TA410BF #3-#10 032 083 018 079 Y10D
Y10-22
T106BF #4-#6 030 090 017 087
T108BF 12-10 AWG #6-#8 033 090 017 086 1/32"
T1010BF #8-#10 035 090 017 085

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE TP-BF

INSULUG™ '

Terminal - Vinyl Insulated,
Block Fork Tongue

Type TP-BF terminals are made from pure
electrolytic copper. Electro-tin plated for corrosion
resistance and Vinyl insulated. Block spade design
features squared off ends.

Features & Benefits

+ Permits rapid and easy installation of the ter-
minal under the screw head without complete
removal of the screw

Catalog Number | Wire Range Stud Size C L Y z Installation Tooling V\ﬂ?‘:mp
TP166BF #4-#6 0.25 0.95 083 0.32 Y1022
MR8-89-1
TP168BF 22-16 #6-#8 0.31 0.95 0.79 0.32 MR8-G96 13/64
MR15
TP1610BF #3-#10 0.31 0.95 0.79 032 MRE1022NV
TP146BF #4-#6 0.25 093 0.81 0.30 Y1022
MR8-89-1
TP148BF 16-14 #6-#8 0.30 0.95 0.80 0.30 MR8-G96 13/64
MR15
TP1410BF #8-#10 0.32 095 079 0.30 MRE1022NV
TP106BF #4-#6 0.30 1.02 0.87 0.29 Y1022
MR8-89-1
TP108BF 12-10 #6-#8 0.33 1.02 0.86 0.29 MR8-G96 19/64
MR15
TP1010BF #3-#10 0.35 1.02 0.85 0.29 MRE1022NV

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE TN-BF

HYDENT™ . n

Terminal - Nylon Insulated,
Block Fork Tongue

600 Volts Max., 105° C Max. -

Type TN-BF terminals are made from pure  Features & Benefits

electrolytic copper. Electro tin plated for corrosion

resistance. Block spade design features squared-  * Permits rapid and easy installation of the

off ends. terminal under the screw head without
complete removal of the screw.

i . Wire
s | e | S | o | vy |z oy
Length
TN186BF #4-#6 0.25 095 0.83 0.32
TN188BF 22-18 #6-48 031 095 079 032 MRE1022NV
TN1810BF #8-#10 031 095 079 032 MRB1A
Y10D 3/16"
TN146BF #4-#6 0.25 093 081 0.30 Y10-22
MB8ND with one
TN148BF 16-14 #6-48 030 095 0.80 0.30 of the following
TN1410BF #8-#10 0.32 095 079 0.30 N14HET25V1,
N10ET9,
TN106BF #4-#6 0.30 102 0.87 0.29 NI4ETS5,
TN108BF 12-10 #6-#8 033 102 0.86 0.29 N10ET23 38"
TN1010BF #8-#10 0.35 102 0.85 0.29

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YAE-N-BF

INSULUG™

Terminal - Nylon Insulated
Block Fork Tongue

600 Volts Max., 105° C Max.

Type YAE-N-BF terminals are a block spade
design featuring squared-off ends.

Features & Benefits

* Rapid easy installation of terminal under
the screw head without complete removal

of the screw
Catalog Wire Stud c L Y 7 Installation Wire Strip
Number Range Size Tooling Length
YAE18N104BFBOX 22-18 #4-#6 0.25 0.95 083 0.32
YAE18N105BFBOX 22-18 #6-#8 0.31 095 0.79 0.32
MRE1022NV,
YAE18N106BFBOX 22-18 #3-#10 0.31 095 0.79 0.32 MRS-1A 216"
MR8-33T-1
YAE14N107BFBOX 16-14 - 2 ) 81 ) ’
0 (o) 6 #4-#6 0.25 0.93 0.8 0.30 YIO0D. Y1022,
YAE14N108BFBOX 16-14 #6-#8 0.30 095 0.80 0.30 MB8ND with one of the
following dies:
YAE14N109BFBOX 16-14 #3-#10 0.32 095 0.79 0.30 N14HET-25V1
YAE10N110BFBOX 12-1 - . 102 87 2 N10ET-9,
ON'10BFEO 0 #-# 030 0 08 029 N14ET-15, N10ET-23
YAE10N111BFBOX 12-10 #6-#8 0.33 1.02 0.86 0.29 3/8"
YAE10N112BFBOX 12-10 #3-#10 0.35 1.02 0.85 0.29

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YHSA-K-BF -
HYDENT™ HEAT SHRINK
BLOCK FORK T
z
For Use on Copper Conductor {
Y
Standard crimp terminals leave the wire exposed (
allowing in moisture or other contaminants which
can result in corrosion. Corrosion reduces the
amount of current the wire can carry safely. .
The integrity of the electrical system can Features & Benefits ' '
be compromised when unsealed electrical Made from copper, annealed for
connections are utilized. Heat shrink terminals maximum strengtr;
provide a durable seal blocking out contaminants Color-coded, imprinted with wire size
ensuring a better connection. + Serrated barrels offer maximum wire
contact and tensile strength
+ Electro tin plated for corrosion
resistance
Catalog Wire Stud c L Y 7 Tongue Installation Wire Strip
Number Range Size Thickness Tooling Length
YHSA18K6BF #4-#6 0.25 1.20 0.66 0413 0.04 MR22
YHSA18K8BF 22-18 #6-#8 0.31 1.20 0.69 016 0.04 MR22 516"
YHSA18K10BF #3-#10 0.31 1.20 0.75 016 0.04 MR22
YHSA14K6BF #4-#6 0.25 118 0.66 0413 0.04 MR22
YHSA14K8BF 16-14 #6-#8 0.30 1.20 0.69 015 0.04 MR22 516"
YHSA14K10BF #3-#10 0.32 1.20 0.75 016 0.04 MR22
YHSA10K10BF #4-#6 0.30 1.27 0.87 015 0.04 MR22
YHSA10K6BF 12-10 #6-#8 0.33 1.27 0.81 016 0.04 MR22 5/16"
YHSA10K8BF #3-#10 0.35 1.27 0.81 018 0.04 MR22

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE TP-Z AND BA-EZ EXPANDED SHROUD FUNNEL
INSULATION ENTRY
CRIMP
VINYLUG™ WIRE \ /
CRIMP\ r
Terminal - Polyvinyichloride Insulated, WIRE SIZE cC —+
RANGE ——— Y L —
Flanged Fork Tongue N 4 t
T | * Y -
L \¢ SERRATIONS
600 Volts Max., 105° C Max. / - L
FLANKED TIN PLATED
FORK
VINYLUG™ Type TP-Z is a variation of the Type
TP and employs a flanged fork tongue for fast .
installation and security. Features & Benefits
+ Flange fork tongue design
¢ Allows fast installation—screw only has to be
® loosened for termination.
+ The flanges on the end of the fork
terminal aid in preventing a slightly
loose terminal from becoming fully
disconnected from the screw
¢ Flanges make re-securing a loose terminal
easier.
Dimensions ;
Catalog Wire Stud couk Installation | Wire
. % z L atalog . Strip
Number Range Size C N Tooling
Max. | Min. Max, umber Length
TP16-2Z #1-#2 017 0.66 0.23 078 BA16EZ2
TP16-6Z 22-16 Max. Insul. #4-#6 0.28 0.66 023 0.83 BA16EZ6
Dia. Accom.:0.15 Plier Type:
TP16-82 Color Code Red #6-#8 0.31 069 0.26 0.88 BA16EZ8 Y1022
TP16-10Z #3-#10 04 0.75 0.31 0.96 BA16EZ10 "
TP14-2Z #1-#2 017 0.66 0.23 0.78 BA14EZ2 Ratchet Tool:
TP14-62 16- 14 Max. Insul. ##6 | 02 | o6 | 023 | 08 | mauezs | MRS
Dia. Accom.:0.18 el
TP14-82 Color Code: Blue #6-#8 0.31 069 0.26 0.88 BA14EZ8
TP14-10Z #3-#10 0H 0.75 0.31 0.96 BA14EZ10
TP10-6Z #4-#6 0.28 0.81 0.26 0.99 BA10EZ6 MRE1022NV
12-10 Max. Insul. MR15 '
TP10-82 Dia. Accom.: 0.26 #5-#8 0.31 0.31 0.26 101 BA10EZ8 M8ND with 11/32"
Color Code: Yell
TP10-10 COrMEETEW 1 wgwo | o4 | o8 | o031 | 100 | BawoEzio |  NI0ET23

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPES YAE-Z BOX MULTI-FINGER FUNNEL
INSULATION GRIPS ENTRY
AND YAE-Z AND CABLE SUPPORT la— 7 4—‘
WIRE SIZE
INSULUG™ ] E%.—rle____:
ELECTRO-TIN VS INSULATION C + 7 ——
, PLAT CRIMP ————
Terminal - Nylon Insulated, E\/ o T
Flanged Fork, Multi-Finger < N\ kecwe L - Y
Insulation Grip FLANGED L
FORK DEEP “v” ' o
SERRATIONS
600 Volts Max. 105° C Max.
Features & Benefits
INSULUG™ type YAE-Z is identical to type YAE-N
and employs a flanged fork tongue for faster . Fianged fork
installation while maintaining security if supporting 0 permits rapid, easy installation of the
screw becomes loose. terminal under the screw head without
complete removal of the screw.
¢ Additionally, it may not be removed with only
s p® a slight loosening of the screw.
Dimensions i
Catalog Wire Stud 7 Y . Cgtzlllt()g Installation g::
Number Range Size c Min. Max. Max. Number Tooling Length
YAE22Z1BOX * 26-20 Max. Insul. Dia.: #2 0.18 0.21 0.63 0.75 YAE22Z1
YAE22Z2BOX * 098" #4-#6 0.28 0.24 0.67 083 YAE22Z22 5/32"
Sleeve Color: Amber MRE1022NV,
YAE22Z3BOX * - 31 2 N( 92 YAE22Z )
3B0 #6-#8 0.3 0.28 0.70 0.9 3 MRB.33T-1, MBND
YAE18Z1BOX # 018 | 021 070 083 YAE1821 with one of the
YAE18Z2BOX | 22-16MaxInsul.Dia. | g4.46 | 028 | 024 | 074 100 YAE18Z2 following dies:
Accom.; 125" N14HET-15,
YAE18Z3BOX Color Code: Red #6-#8 | 031 | 028 | 077 | 100 YAE18Z3 N10ET-9,
YAE18Z4BOX #-#10 | 036 | 032 082 1.08 YAE18Z4 N10ET-23, 316"
YAE14Z2BOX #4-#6 0.28 0.25 0.74 0.90 YAE14Z2 NTRE 20V
16 - 14 Max. Insul. Dia. ) : - : : Y10D, Y1022
YAE14Z3BOX Accom.: 156" #6-#8 0.31 0.29 0.77 1.00 YAE14Z3
YAE14Z4BOX Color Code:Blue 48 410 | 036 | 033 | 082 | 108 YAE1424
YAE12Z2BOX #4 -#6 0.28 0.25 0.88 1.04 YAE12Z2 MRE1022NV
14 - 12 Max. Insul. Dia. MR833T-1 MSND
YAE12Z3BOX Accom.; 180" #6-#8 0.31 0.30 093 116 YAE12Z3 with N12I'-|ET-1 21/64"
Color Code: Green Y10D. Y1022
YAE12Z4BOX #3-#10 0.36 0.34 097 1.23 YAE12Z4 '

* UL Recognized and CSA Certified; Not UL Listed

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPES YAV-T-F BOX AND R e oo B—
YAV-T-F HOLE BARREL ENTRY
B-44 \ )/ :

-+
1
e

\f |

0/.
r-—n---

HYLUG™ PR

T WIRE SIZE fe—— Y ——

Seamless Uninsulated Compression ELECTROTIN ..

PLATED DOUBLE THICK - L

Fork Tongue Terminal FORK TONGUE

The type YAV-T-F HYLUG™ is a seamless heay I €atures & Benefits
duty uninsulated compression fork-tongue terminal
manufactured from electrolytic copper for use on
copper commercial (code) cable, Type AN aircraft
cable and extra flexible conductors.

+ Fork tongue
¢ Allows installation of compression
terminal under screw head without
complete removal of the screw.

The seamless design produces a double thick
tongue and the seamless barrel provides a strong

highly reliable connection.
All the benefits of the Type YAV apply for the same <s P: ®

wire sizes.

- Bulk . Wire
Catalog Number RV::]I'ee g::: c L Y Z Catalog In:(t’ac!:iaélon Strip
9 Number 9 Length
YAV18-T19FBOX 22418 #4-#6 0.31 084 | 055 | 025 YAV18T19F
YAV18-T21FBOX 20-18 #3410 037 | 084 | 055 | 025 YAV18T21F
Non-Ratchet: 932"
YAV14-T32FBOX #4-4#6 0.31 084 | 057 | 025 YAV14T32F Y10D, Y1022
20-14 Ratchet:
YAV14-T34FBOX #8-#10 037 | 082 | 060 | 026 YAVA4T34F MR8-G98, MR8-9Q, MR20,
Y8MRB-1, MRE10-22B
YAV10-T21FBOX #3410 036 | 099 | 069 | 026 YAV10T21F
1210 716"
YAV10-T23FBOX 1/4 047 | 103 | 075 | 034 YAV10T23F

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPES YAV-H-F BOX,
YAV-H-F AND YAV-Z

HYLUG™

Uninsulated Compression
Terminal Fork Tongue With
Seamless Shroud

The type “YAV-H-F" HYLUG™ is a seamless
heavy duty uninsulated compression fork tongue
terminal with a shroud for an insulation grip and
cable support. Manufactured from electrolytic
copper tubing for use on copper commercial
(code) cable, Type “AN" aircraft and extra flexible
conductors.

The seamless tubing produces a double thick
tongue while the seamless barrel design

SEAMLESS
BARREL

INSULATION

INSPECTION GRIP AND
HOLE \ /CABLE SUPPORT
A i a —_—
ELECTRO-TIN = \ o
PLATED — g CRIV
i WIRE RANGE
FLANGED
FORK TONGUE DOUBLE THICK
TONGUE
Features & Benefits

+ Fork tongue

+ ¢ Allows installation of compression terminal
under screw head without complete removal of
the screw thereby lowering installation costs

+ Flanged fork tongue

+ O Allows installation of compression terminal

grovide; a v?ry i stro?r? " conr?ecLo‘r hlfor I'V(te):y under screw head without complete removal of
eman t,mg appiications that require highly refiable the screw plus aids in maintaining the terminal
connections. on the stud should the screw loosen slightly
In addition to the benefits described for the YAV ] 7 |-
box series of connectors the YAVH-F Box and I '
YAV-Z terminals provide the following benefits. t T +‘) 1
* I I |
‘sp@ ]...._..__Y .
— L - — -
Fig .2
. Max. Insul. . Wire
Catalog Fig. | Mre | Stud | "h C | LMax | YMax | ZMin Bulk Installation Strip
Number Range | Size Catalog # Tooling
Accom. Length
YAV18-H6F BOX 1 4-6 0120 025 | 089 080 | 019 YAV18-H6F
YAV18-H19F BOX 1 2218 4-6 0120 0.30 097 075 | 021 YAV18-H19F Non-Ratchet:
YAV18-H21F BOX 1 810 0120 0.37 097 076 | 022 YAV18-H21F Y10$1 OQ;MV
YAV14-25 BOX 2 4-6 0150 0.31 0.86 069 | 013 YAV14-25 Ratchet:
YAV14-H32FBOX | 1 4-6 0150 030 | 096 078 | 023 YAV14-H32F %?8%%8 14"
YAV14-H56F BOX | 1 6-8 0150 030 | 096 078 | 023 YAV14-H56F Y8MRB-1’*,
20-14 MR20, and M8ND
YAV14-H34FBOX | 1 810 0150 038 | 096 078 | 023 YAV14-H34F . i
with N14HT-5 Die or
YAV14-HF BOX 1 810 0150 0.31 0.92 078 | 023 YAV14-HF N14HT
YAV14-26 BOX 2 810 0150 0.37 1.00 078 | 0.21 YAV14-26
YAV10-HF BOX 1 12410 810 0192 0.38 107 078 | 024 YAV10-HF N10HT-24 716"

* Crimps conductor crimp only.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®
TYPE YSV-B
|
|
Uninsulated Butt Splice ——{{r—F
|
1
HYLINK™ type YSV-B rolled splice connector is
used to splice stranded and solid copper conductors
in virtually all heavy duty industrial and general
purpose applications.
Features & Benefits
+ Constructed of pure electrolytic copper
+ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties
+ Long brazed seam barrel
* Provides optimum conductivity, reliability
and holding power after crimping
+ Electro-tin plated
+ Provides durable long-lasting corrosion
resistance
Catalog Wire Installation Wi|:e
Number Range L Tooling Strip
Length
YSV18BBOX 22-18 AWG 0.62 Y10D 1/4"
Y10-22
MRE1022B
YSV14BBOX 16 - 14 AWG 0.64 Y8MRB-1 1/4"
MR8-9Q
MR8-G98
YSV10BBOX 12-10 AWG 0.75 MR20 516"

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

US: 1-800-346-4175

www.burndy.com



BURNDY® Small Terminals

TYPE SP INSULATION
CRIMP SUPPORT
VINYLINK™ - |- Strip Length
0|
Splice, Polyvinylchloride Insulated L ______}:ﬁ
L |
600 Volts Max., 105° C Max. / GOLOR CODED
SMOOTH
ENTRY
The Type SP VINYLINK™ is a PVC insulated
seamless butt splice. Type SP VINYLINK™ is
designed to accommodate a broad range of 600  Features & Benefits
volt cables.
+ Manufactured from seamless electrolytic
copper tubing
¢ Provides maximum conductivity and
tensile strength, in a high quality
design with NO seams to split
s p@’ + Funnel entry
¢ Provides easy wire insertion
+ Electro-tin plated
¢ Provides durable long lasting
resistance to corrosion
+ Expanded insulation support
¢ Lower inventory requirements
+ Red wire range of 22-16
¢ Lower inventory requirements
+ Vinyl insulator
¢ Economical means of providing high
dielectric values and cable insulation
support
Catalog Wire Color CaBtl;IIIc()g Dllr-nenswns (Inc;:)s() Installgtion g::
Number Range Code Number Max. Insul. Dia Tooling Length
SP16 22-16 Red BS16 1.00 015 14"
Non-Ratchet: Y10-22
Ratchet: MRE1022NV
SP14 16 - 14 Blue BS14 1.00 018 MR8G-98 1/4"
MR15
MR8-89-1
SP10 12-10 Yellow BS10 1.23 0.26 21/64"

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals

BURNDY®

TYPE SN

INSULINK™

Butt Splice, Nylon Insulated

600 Volts Max., 105° C Max.

The Type SN INSULINK™ is a high quality nylon-
insulated butt splice designed to meet heavy duty
application requirements.

Meets the functional requirements of MIL-T-7928
(ASG) and conforms to the requirements of

NYLON
INSULATION

s

INTEGRAL METAL
CABLE SUPPORT
AND STRAIN RELIEF|

o

SEAMLESS ELECTRO-TIN
PLATED SPLICE

- Strip Length

—Er

Features & Benefits

+ Manufactured from seamless tubing

+ Smooth funnel entry

NAS1388. 0 A high quality design with no seams 0 Provides easy wire insertion
to split + Window position locator for full cycle
+ Pure electrolytic copper ratchet tool crimp
0 Provides maximum conductivity, low 0 P_rovides proper tool/cqnnector
‘s D ® resistance and ductility for excellent alignment for correct crimp
crimp forming properties + Nylon insulation offers high dielectric
+ Electro-tin plated strength and stability in oily
0 Provides durable long-lasting environmental conditions
resistance to corrosion ¢ Maintains a high quality connection in
+ Positive center wire stops demanding applications
0 Provides for proper depth of wire insertion * The nylon is locked into position
+ Color-coded in red, blue and yellow 0 The connector will not move
¢ Provides easy wire size identification
+ Manufactured from one-piece tin-plated
seamless copper tubing with an integral
barrel/insulation grip
¢ Provides maximum tensile strength,
plus excellent cable support and strain
relief and eliminates failures due to
vibration
Catalog Wire Color CZ‘;'I'C‘)Q L Max. Installation g::
Number Range Code Number Max. Insul Dia Tooling Length
SN18 22-18 Red YSE18HN 1.25 012 Plier: 15/64"
Y10D
Y1022
SN14 16 - 14 Blue YSE14HN 1.25 015 Ratchet: 7/32"
MRE1022NV
MR8-83
SN10 12-10 Yellow YSE10HN 1.64 0.22 MR18 3/8"

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE SN-B

HYDENT™ Strip Length

Butt Splice, Nylon Insulated

600 Volts Max., 105° C Max.

The Type SN-B INSULINK™ is a high quality
nylon-insulated butt splice. Features & Benefits

+ Tin plated copper brazed butt seam

+ Smooth funnel entry provides easy wire
insertion

+ Nylon insulation offers high dielectric
strength and stability

Catalog Wire Color Installation W'fe
L oD . Strip
Number Range Code Tooling
Length
SN18B 22-18 AWG Red 1.25 012 Y10D 15/64"
Y1022 "
SN14B 16 - 14 AWG Blue 1.25 0.15 MRE1022NV 7132
SN10B 12-10 AWG Yellow 164 0.2 MR8-85 3/g"

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals

BURNDY®

TYPES YSE BOX,
YSE-H BOX

INSULINK™

600 Volts Max., 105° C Max.

The Types YSE and YSE-H INSULINK™ splices
are high quality nylon insulated designed for
splicing aircraft and commercial flexible cables.

W G

FUNNEL
INSPECTION ENTRY

WINDOW

SPLIT HEAVY
WALL INSULATION

) /

SEAMLESS

NYLON
INSULATION

Features & Benefits

+ Manufactured from tin plated, seamless
electrolytic copper tubing with integral
barrel/insulation grip
¢ Provides maximum conductivity and

tensile strength, plus excellent cable
support and strain relief

+ Split heavy wall insulation grip
¢ Provides stronger insulation grip and

strain relief

+ Smooth funnel entry
¢ Provides easy wire insertion

+ Transparent nylon insulation
¢ Permits easy wire inspection

N

t= L -

FIG. 1

b=— Strip Length 4‘

FIG. 2

Wire Range Bulk . Wire
Comes | | G, | | cameg | S| g, | e |G
Aircraft, AN) Number ’ ' ' 9 Length
YSE18H-BOX 1 22-18 Red YSE18H 1.22 012 9/32"
Y10D
Y1022
YSE14H-BOX 1 16-14 Blue YSE14H 1.36 0.15 Ratchet: 11/32"
MRE1022NV
MR8-33T-1
YSE10-BOX 2 12-10 Yellow YSE10 115 0.21 23/64"

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487




BURNDY® Small Terminals

TYPE YSE-HHS

HYDENT™ \' e _
- ==

Heat Shrink Butt Splices Z =

Heat shrink butt connectors are color-coded to
industry standard wire range. Heat shrink protects

against corrosion.

Features & Benefits
+ Manufactured from tin plated, seamless
electrolytic copper tubing with integral barrel.
¢ Provides maximum conductivity and
tensile strength, plus excellent cable
support and strain relief.
+ Smooth funnel entry.
¢ Provides easy wire insertion.
+ Transparent heat shrink insulation.
¢ Provides waterproofing and weather
resistance.
Catalog Number Wire Range L w Installation Tooling | Wire Strip Length
Y10D, Y1022 "
YSE18HHS 18-22 1.50 017 MR8-33T-1 9/32
Y10D, Y1022 "
YSE14HHS 16 - 14 1.50 0.20 MR8-33T-1 11/32
Y10D, Y1022 "
YSE10HHS 12-10 1.60 0.25 MR8-33T-1 23/64

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

Canada: 1-800-387-6487

www.burndy.com



Small Terminals

BURNDY®

TYPE YSES-K

m INSULINK™

Radiation Resistant Insulated Butt
Splice, Polyvinylidene Flouride
(PVF2) Insulated

KYNAR
INSULATED

INSPECTION
WINDOW \

SMOOTH
FUNNEL
ENTRY

N

- Strip Length

A A S VA AT VA A

; - INTEGRAL METAL
/ \ CABLE SUPPORT
AND STRAIN RELIEF
SEAMLESS
200 Megarads - 60° C SECTROMN:  SokoR cone
Through 150° C, 600 Volts
The Type YSES-K radiation resistant insulated Features & Benefits
splices are suitable for class 1E applications
plus non critical nuclear associated applications. . These insulated splices are suitable for
The splice is manufactured from pure electrolytic class 1E applications
copper seamless tubing which eliminates potential . pyre electrolytic copper seamless tubing
splitting of seams. A color code stripe is used for eliminates potential splitting of seams
wire size identification and a window is provided . cglor coded stripe identifies wire size
for inspection of proper wire insertion. « Window is provided for inspection of
proper wire insertion
+ Suitable for 200 Megarads Rated
60°C-150°C
+ 600 Volt rated
Catalog Wire Color '\Dn';?(e?:s'::' L Installation g:e
Number Range Stripe Dia I.\ccon; Max. Tooling Lengrt)h
Ratchet Tool:
MR10G8
Red Groove
YSES18K 2218 Red 011 1.00 Calibration Gauge: 316"
PG-373-1
Crimp ID Mark:
(1) Small Dot
Ratchet Tool:
MR10G8
Blue Groove
YSES14K 16-14 Blue 015 1.00 Calibration Gauge: 316"
PG-371-1
Crimp ID Mark:
(2) Small Dots
Ratchet Tool:
MR10G8
Yellow Groove
YSES10K 12-10 Yellow 0.21 1.38 Calibration Gauge: 776"
PG-372-1
Crimp ID Mark:
(1) Large Dot

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE YSV
INSPECTION HOLE BEVELED
HYLINK™ AND WIRE STOP ENTRY
SEAMLESS / - - L = -—! n
Uninsulated Butt Splice TONE N |

HYLINK™ Type YSV seamless splice connector
is used to splice stranded and solid copper

‘1- \ CRIMP

conductors in virtually all heavy duty industrial and TIN-PLATED
general purpose applications. CRIMP
14
Features & Benefits
+ Manufactured from seamless tubing + Marked with wire size
O A high quality design with no seams ¢ Provides easy wire size identification
to split + The HYLINK™ splice connectors have
+ Electrolytic copper inspection holes
¢ Provides maximum conductivity, low ¢ Provides easy visual inspection for
resistance and ductility for excellent proper wire insertion

crimp forming properties
* Electro-tin plated
¢ Provides durable long lasting
resistance to corrosion
+ Positive center wire stops
¢ Provides proper depth of wire insertion

. Bulk . Wire
L
Number Length
YSV18BOX 22-18 0.62 YSV18 114"
Non-Ratchet:
Y10D, Y1022
YSV14BOX 20-14 064 YSV14 Ratchet: 114"
MRE1022B,
MR20, YSMRB-1,
MR8-9Q* MR8-G98
YSV10BOX 12-10 075 YSV10 5/16"

* Remove stop plate.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals

BURNDY®

TYPE YSV-L

m HYLINK™

Uninsulated Butt Splice
#8 Through 4/0 Copper

HYLINK™ Type YSV-L seamless splice connector
is used to splice Type AN aircraft cables plus
commercial stranded and solid AWG conductors.
Suitable for aircraft, light duty industrial and

general purpose applications.
) @

INSPECTION HOLE
AND WIRE STOP

SEAMLESS
TUBING\

BEVELED
ENTRY

_ - Q1
/ 3 \ CRIMP
cLecTRoN
Features & Benefits

* Manufactured from seamless tubing
¢ Ahigh quality design with no seams to
split
+ Electrolytic copper
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties
* Electro-tin plated
¢ Provides durable long lasting
resistance to corrosion
¢ Provides proper depth of wire insertion

+ Marked with wire size

¢ Provides easy wire size identification

+ The HYLINK™ splice connectors have

inspection holes
¢ Provides easy visual inspection for
proper wire insertion

Wire Range Bulk Installation Tooling
Catalog Aircraft-AN | Dimensions Catalo HYPRESS™ ¢ Y35, Y35BH, | Wire Strip
Number Comm’l-AWG L Numbtgr Ratchet HYTOOL™ ** Y39, Y39BH* Length
Str. & Sol. Nest Indentor
MR89Q,
YSV8C-LBOX 8 AWG 1.00 YSVBCL | Y8MRB-, uveLA Y34PL 716"
YIMRTC
YSV6C-LBOX 6 AWG 112 ysvecL | ! IMRIC, UVeL Y34PLA 5/g"
YIMRTC, (for Type AH ]
YSV4C-LBOX 4 AWG 112 YSvacL MRIC. | ArcraftCabley | UVAL Y34PLA 5/
YSV2C-LBOX 2 AWG 141 YSV2CL | YIMRTC ﬂ?;gegs uvaL Y34PLA 5/8"
YSVIC-LBOX 1AWG 146 YSViCL — MY29-11 1 uviIL Y34PLA 5/8"
YSV25.LBOX 110 AWG 153 YSV25L — Crimp UV25L Y34PA 116"
YSV26-LBOX 20 AWG 178 YSV26L — uv26L Y34PA 13116"
YSV27-LBOX 310 AWG 181 YSV27L — UV27L Y34PA 13116"
YSV28-LBOX 4/0 AWG 194 YSv28L — uv28L Y34PA 7/8"

* Remove stop plate

* Use Y35P3 Indentor Adaptor.

** Bench Mount Adaptor - Cat. No. BMY-BCH-MT is
available for Type MY HYTOOLS™.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YSV-H
HYLINK™

Uninsulated Butt Splice with
Cable Strain Relief

The Type YSV-H HYLINK™ seamless splice
connector has the added benefit of an insulation
support and cable strain relief.

@

INSPECTION HOLE
AND WIRE STOP

BEVELED
ENTRY

SEAMLESS

=\ g

i d
CRIMP
TIN-PLATED

CABLE SUPPORT

Features & Benefits

+ Manufactured from seamless tubing
¢ A high quality design with no seams
to split
* Electrolytic copper
¢ Provides maximum conductivity, low
resistance and ductility for excellent
crimp forming properties
* Electro-tin plated
¢ Provides durable long lasting
resistance to corrosion
+ Positive center wire stops
¢ Provides proper depth of wire insertion
+ Marked with wire size
¢ Provides easy wire size identification
+ The HYLINK™ splice connectors have
inspection holes
¢ Provides easy visual inspection for
proper wire insertion

- Bulk . Wire
L
Number Length

YSV18-HBOX 22-18 0.89 YSV18H 1/4"
MRE1022B

YSV14-HBOX 20-14 0.94 YSV14H MR8-9Q* 1/4"
MR8-G98

YSV10-HBOX 12-10 1.06 YSV10H 516"

* Remove stop plate.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YSM SEAMLESS BEVELED

TUBING \ ENTRY
m HYLINK™ 4 I’* L '1

Uninsulated Parallel Splice

HYLINK™ Type YSM seamless parallel splice ]
connector permits wires to be laid parallelinside the | g, ecTrRO-TIN SRIMP
connector and spliced together with the BURNDY | PLATED
family of HY TOOL™ installation tooling. Each YSM .
connector accommodates a wide combination of ~ Features & Benefits
round, square, and rectangular copper conductors . ) ]
that have a total combined circular mil area listedin ~ * Seamless tubing * Uninsulated barrel provides an
the table below. The conductors to be spliced must ~ * Beveled barrel for ease of wire entry economical termination solution when
physically fit within title splice without being forced. ~ * Tin plated insulation is not specified
+ Parallel design results in only one crimp
Installation Tooling Wi
Catalog Circular Mil. Dim. . HYPRESS™e ire
Number Range L Ratchet | Mechanical Y208 Y35BH, Y30BH* Strip
HYTOOL™ Length
Nest Indentor Nest Indentor
YSM18 300-1,909 0.25 MR8-9Q* — — — — — 5116
Y14MRQ
YSM14 477 -4107 0.25 Y8MRB-1 — — — — — 5116
MR8-9Q*
MR4CQ
YSM10 4,107 - 10,380 0.36 Y10MRQ — — — — — 7116
Y8MRB-1
Y2MR
YSM8C 6,088 - 16,864 0.41 MR4CQ DV8L-1 Y29PQ UV8L-1 Y29PQ 112
MR8-9Q*
YSM6C 10,380 - 26,813 044 Y2MR DV6L Y29PQ UV6L Y29PQ 112
YSM4C 26,813 - 42,613 0.50 MRA4CQ MY29-11 DVAL Y29PQ uvaL Y29PQ 9/16
YSM2C 42,613 - 66,832 0.62 Y2MR or DV2L Y29PQ uvaL Y29PQ 1116
YSWMC | 66832-81807 062 — (1')"'&2"?1{) DVIL | Y20PQ | WL | Y29PQ 1116
YSM25 81,807 - 104,110 0.69 — DV25L | Y29PQ-6 | UV25L | Y29PQ-6 3/4
YSM26 104,110 - 133,650 0.81 — DV26L | Y29PQ-6 | UV26L | Y29PQ-6 7/8
YSM27 133,650 - 167,332 0.81 — DV27L | Y29PQ-6 | UV27L | Y29PQ-6 7/8
YSM28 167,332 - 211,954 0.88 — DV28L | Y29PQ-6 | UV28L | Y29PQ-6 5116
* Remove stop plate.
Flex. Bunch
Solid Concentric Solid Concentric or Rope
Wire Area Wire Dia. Str. Max. Wire Area Wire Dia. Str. Max. Lay Dia.
Size Cir. Mils. (In) Dia. (In.) Size Cir. Mils. (In) Dia. (In.) (In Approx.)
30 100.5 0.010003 0012 13 5178 0.07196 - -
29 126.7 0.01126 - 12 6530 0.08081 0.0931 0101
28 159.8 0.01264 0.015 1 8234 0.09074 - -
27 2015 0.01420 - 10 10380 01019 0117 0126
26 2541 0.01594 0.019 9 13090 01144 0132 0146
25 3204 0.01790 - 8 16510 01285 0148 0157-0.162
24 404.0 0.02010 0.024 7 20820 01433 0166 0179-0.196
23 509.5 0.02257 - 6 26250 01620 0186 0.207-0.215
22 6424 0.02535 0.030 5 33100 01819 0.209 0.235-0.240
21 810.1 0.02845 - 4 41740 0.2043 0.235 0.263-0.269
20 1022 0.03196 0.038 3 52640 0.2294 0.264 0.219-0.305
19 1288 0.03589 - 2 66370 0.2576 0.297 0.319-0.337
18 1624 0.04030 0.0460 1 83690 0.2893 0.333 0.367-0.376
17 2048 0.04526 - 110 105500 0.3249 0.374 0441-0423
16 2583 0.05082 0.0585 2/0 133100 0.3648 0420 0.500-0.508
15 3257 0.05707 - 30 167800 0.4096 0472 0.549-0.576
14 407 0.06408 0.0735 4/0 211600 04600 0.530 0.613-0.645

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YSCM
HYLINK™

Color-Coded
Uninsulated Parallel Splice

Type YSCM HYLINK™ seamless parallel
splice connectors permit stranded wires to be
laid parallel inside the connector and spliced
together with  BURNDY® compression tools.
Each YSCM connector accommodates a wide
range of conductors and is color-coded to ensure

SEAMLESS
TUBING ~~_

ELECTRO-TIN

/ PLATED

COLOR-CODE

AND DIE INDEX BEVELED

ENTRY

Additionally, they are cULus Listed for Grounding

proper tool and die match. YSCM connectors are a4 Bonding per UL 467 and rated for direct burial O
cULus Listed Wire Connectors per UL 486A/B. i, Earth and Concrete. c us @
V0
Conductor Range Dimensions . .
Cablet Inches [mm] Recommended Installation Tooling Wire
Catalog - - Color Die Stript
Number Circular Mils L oD, | Code | Index | oURsd0,YsOCTHS, | YoorUTS0 | P
Min. Max. +03 +.01 PAT60018V Series Sorins
YSCM17 | 13060 | 16910 ﬁ; 0['72]7 Red | 49 X8CRT, WSCRT USCRT 11116
YSCM27 | 16910 | 26,890 [a??] 0['311 Bue | 7 X5CRT, WSCRT USCRT 1116
YSCM42 | 20970 | 4152 [?35] ?1%]8 Gay | 8 X4CRT, WACRT U4CRT 1116
YSCME6 | 42750 | 66,040 %2? %‘g Brown | 10 X2CRT, W2CRT U2CRT 304
YSCM80 | 67980 | 80020 %%f ?é? Green | 1 XICRT-1, WACRT-1 UICRTA 304
YSCM104 | 82870 | 103,630 %g? %317 Pk | 12 X25RT, W25RT U25RT 15/16
YSCM133 | 104960 | 133220 ?2?} %%? Black | 13 X26RT, W26RT U26RT 11116
YSCMI67 | 134340 | 166,560 ?zﬁ} ﬁé Orange | 14 X27RT, W27RT U27RT 14116
YSCM212 | 167380 | 211,820 ‘[’22? ?22? Puple | 15 X28RT, W28RT U28RT 14116
YSCM231 | 230800 | 230,800 ;2(;? [gf] Yelow | 16 X20RT, W29RT, * U20RT 11116
Notes:
Material: Copper per ASTM B75. Circular Mil Table per ASTM B8 Circular Mil Table per ASTM B8
Finish: Tin plated. For nickel plating, add suffix “NK” to the size ASTM Strandings Size ASTM Strandings
Catalog Number.
Dimensions in brackets [ ] are in millimeters rounded off to Circul Cabl Circul Cabl
the nearest millimeter, unless otherwise noted, and are for Ilzllci‘ljsar AWG Class Diamzte(:(in) Imrsar Awe Class Diam:te: (in)
reference only. 1002 20 B 0.036 6.370 AR 0320
‘tRecommended strip length. Strip length dependent on size, 1,624 18 B 0.045 6,370 B&A 0.292
no. of wires and insulation thickness. — - —— ggg A:\ 8320
TRefer to Circular Mil Table per ASTM B8 for total Class B ; : :
Circular Mil calculations. g;cg ; EE;? 0565%00 0 Ag A 8: g
*YSCM231 can also be installed with MY29-3 and retain 10,380 0 116 05,500 10 - 0.391
e
Add the circular mils of the wires you wish to 122?8 3 ; Tt 3.100 2 - 043
splice; that sum would be used to determine e . e 3100 20 g 04t
the correct splice using the Min/Max columns 26,250 6 B 0.184 7,800 3 A&A 0.464
33,100 5 B 0.206 7,800 3/ - 0492
on the table above. 41740 r AR 0.254 7.800 3/ B 0470
41,740 4 B&A 0.232 211,600 400 ASA 0522 |
The tables to the right are for reference only. 52,630 3 AA 285 211,600 400 - 052 |
52,630 3 B&A 0.260 211,600 a0 B 052

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175




Small Terminals BURNDY®

TYPES YSV, YRV-L .
er— B —] I-—B B
;X3 HYREDUCER™
. 11— Fig. 1 Fig. 2
Reducer Butt Splice — i
BARREL B BARREL BB BARREL B BARREL B8
The HYREDUCER™ is a connector for splicing
two different size wires. The larger conductor
is inserted first and butts against the center of
the connector where the smaller barrel begins. L
Constructed of pure electrolytic copper tubing B |" =1 B8
for maximum conductivity, tin plated to resist = .
corrosion, the HYREDUCER™ accommodates a —F————;— -‘-"q- Fig. 3
wide range of cable sizes. \ \_
Dimensional information may be found in Table BARREL B BARREL BB
1. Table 2 is a comprehensive tooling index for
these connectors.
TABLE 1
Catalog Total Wire Fig. B Barrel* BB Barrel* L
Number Range No. WireSize | BDim. | Toolindex | WireSize | BBDim. | Toollndex | Max.
YSV1418 22-14 1 20-14 0.27 1 22-18 0.27 2 0.60
YSV1214-G1 16-12 2 12 0.31 4 16 - 14 0.27 1 0.81
YSV1014-G2 20-10 2 12-10 0.31 4 20-14 0.27 1 0.77
YRV8CV14-L 20-8 3 8 044 5 20-14 0.39 1 116
YRV8CV10-L 12-8 3 8 044 5 12-10 0.53 4 115
YRV6CV10-L 12-6 3 6 0.50 6 12-10 0.53 4 1.25
YRV6CV8C-L 8-6 3 6 0.50 6 8 0.53 5 118
YRV4CV6C-L 6-4 3 4 0.50 7 6 0.54 6 1.24
YRV2CV6C-L 6-2 3 2 0.62 8 6 0.51 6 1.60
* B and BB dimensions are wire strip lengths.
TABLE 2 TOOL INDEX
Index Hand Tools With Dies
Number Tools Y29NC
1 MR8G98 —
Y8MRB-1 —
MR8-9Qt
4 MR20 —
Y8MRB-1 Nest Indentor
5 MY28
MR4C *
YIMRTC DV8L-1 Y29PL
MY28
6 MR4C DV6L Y29PL
YIMRTC
MY28
7 MR4C Dv4L Y19PL
YIMRTC
YIMRTC
8 MY28 DV2L Y29PL

* For aircraft applications (flexible cables).

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YHSS

HYDENT™ HEAT SHRINK
BUTT SPLICES

For Use On Copper Conductor

Standard crimp terminals leave the wire exposed '
allowing in moisture or other contaminants which )
. . . Fig. 1
can result in corrosion. Corrosion reduces the
amount of current the wire can carry safely.
The integrity of the electrical system can
be compromised when unsealed electical Features & Benefits
connections are utilized. Heat shrink terminals
provide a durable seal blocking out contaminants ~ * Made from pure copper, annealed for
ensuring a better connection. maximum strength
+ Color-coded, imprinted with wire size
+ Serrated barrels offer maximum wire contact
and tensile strength
+ Electro tin plated for corrosion resistance
+ Wire strip length 5/16"
Dimensions
Catalog Number Catalog No. Fig. Conductor Connector
(100/bag) (20/bag) No. Size Type B L
YHSS18 YHSS18RK 22-18 AWG
1.50"
YHSS14 YHSS14RK 1 16 - 14 AWG Butt Splice 0.25"
YHSS10 YHSS10RK 12-10 AWG 1.60"

Recommended Tooling MR22

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE Q-M FINGRIP™ _ —w—
NON-INSULATED MALE QUICK
DISCONNECTS

Material: Tin-Plated Brass

Non Insulated Quick disconnects allows for quickly
connecting or disconnecting a terminal. The front ~ Features & Benefits
end of the terminal has a female-type receptacle
which allows the terminal to slide onto and off of  + Butted seam
amale blade. + Chamfered barrel opening
¢ Assures quick and easy wire insertion
+ Mates with dimpled female socket detent
¢ Ensures firm grip

Bulk
Catalog
Number

Catalog Wire NEMA Installation Wire Strip
Number Range Tab Size Tool Length

MRE1022B
MR20
Y10D
Y1022

MRE1022B
MR20
Y10D
Y1022

MRE1022B
MR20
Y10D
Y1022

MRE1022B
MR20
Y10D
Y1022

MRE1022B
MR20
Y10D
Y1022

MRE1022B
MR20
Y10D
Y1022

Q18M11X02D 18-22 0.110X0.020 0.66 0.110 3/8" -

Q18M18X02D 18-22 0.187 X 0.020 0.66 0187 3/8" Q18M18X02B

Q18M25X03D 18-22 0.250 X 0.032 0.66 0.250 3/8" Q18M25X03B

Q14M18X02D 14-16 0.187 X0.020 0.66 0187 3/8" Q14M18X02B

Q14M25X03D 14-16 0.250 X 0.032 0.66 0.250 3/8" Q14M25X03B

Q10M25X03D 12-10 0.250 X 0.032 0.66 0.250 3/8" -

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE Q-F FINGRIP™

NON-INSULATED FEMALE
QUICK DISCONNECTS

Material: Tin-Plated Brass

Non Insulated Quick disconnects allows for quickly
connecting or disconnecting a terminal. The front

W ——‘

i

end of the terminal has a female-type receptacle
which allows the terminal to slide onto and off of

amale blade. Features & Benefits
+ Butted seam
+ Chamfered barrel opening
& Assures quick and easy wire insertion
+ Dimpled female socket detent
& Ensures firm grip
. . Wire Bulk
Coes | W MR | e | S| G
Length Number
Q18F11X02D 0.110x 0.020 0.110 -
Q18F18X02D 18-22 0.187 x 0.020 0187 Q18F18X02B
Q18F25X03D 0.250x 0.032 0.250 Q18F25X03B
Q14F11X02D 0.110x0.020 0110 Q14F11X02B
MRE1022B
Q14F18X02D 14-16 0.187x0.020 0.66 0187 Y10D 3/8" Q14F18X02B
MR20

Q14F25X03D 0.250 x 0.032 0.250 Q14F25X03B
Q10F11X02D 0.110x 0.020 0.110 -
Q10F18X02D 12-10 0.187 x0.020 0.187 —
Q10F25X03D 0.250 X 0.032 0.250 Q10F25X03B

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE QP-M FINGRIP™
m VINYL INSULATED MALE
QUICK DISCONNECTS

Material: Tin-Plated Brass

)

600 Volts Max., 105° C Max.

. o Features & Benefits
Vinyl Insulated Quick disconnects allows for

quickly connecting or disconnecting a terminal.  « Butted seam
The front end of the terminal has a female-type  « Funnel entry barrel opening
receptacle which allows the terminal to slide onto 0 Assures quick and easy wire insertion

and off of a male blade. + Mates with dimpled female socket detent

¢ Ensures firm grip
C @ Us

Catalog Wire NEMA Tab Size L W Installation Wire Strip C:Lallllgg

Number Range Tool Length Number
QP18M11X02D 0.11X0.02 0.76 0.11 —
QP18M18X02D 18-22 0.19X0.02 0.76 019 QP18M18X02B
QP18M25X03D 0.25X0.03 0.84 0.25 VRE1022NV QP18M25X03B
QP14M11X02D 0.11X0.02 0.76 0.11 Y1022 38" —
QP14M18X02D 14-16 0.19X0.02 0.76 019 Y100 QP14M18X02B
QP14M25X03D 0.25X0.03 0.84 0.25 QP14M25X03B
QP10M25X03D 12-10 0.25X0.03 0.93 0.25 —

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE QP-F FINGRIP™

VINYL INSULATED FEMALE
QUICK DISCONNECTS

Material: Tin-Plated Brass

600 Volts Max., 105° C Max.

Vinyl Insulated Quick disconnects allows for
quickly connecting or disconnecting a terminal.
The front end of the terminal has a female-type
receptacle which allows the terminal to slide onto
and off of a male blade.

cus

Features & Benefits

+ Butted seam
* Insulated connectors
¢ Eliminate the need for post installation
insulation
+ Funnel entry barrel opening
O Assures quick and easy wire insertion
+ Dimpled female socket detent
¢ Ensures firm grip

Calg e | W | caleg | eler |
umber Length
QP18F11X02D 011X002 | 075 0.11 _
QP18F18X02D 16-22 019X002 | 079 022 | QP18F18X02B
QP18F25X03D 025X003 | 087 029 | QP18F25X03B
QP14F11X02D 011X002 | 075 0.11 _
QP14F18X02D 14-16 019X0.02 | 079 023 | aptapigxazs | MRCIRENY 38"
QP14F25X03D 025X003 | 087 020 | QP14F25X03B
QP10F18X02D* 0.19X 0.02 0.98 029 | QP1OF18X02B
QP10F25X03D 10-12 025X003 | 0.98 029 | QP10F25X03B
QP10F38X05D* 038 x0.05 142 039 —
* Not cULus.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE FQP-F FINGRIP™
|-—w—-1 A
VINYL FULLY INSULATED FEMALE r.._
QUICK DISCONNECTS b
t |-
Material: Tin-Plated Brass J
L= =
o Soction A-A oo 'y
600 Volts Max., 105° C Max.
Vinyl Fully Insulated Quick disconnects allows for
quickly connecting or dis-connecting a terminal.  Features & Benefits
The front end of the terminal has a female-type
receptacle which allows the terminal to slide onto+ Fylly insulated connectors
and off of a male blade. 0 Eliminate the need for post installation
insulation
* Funnel entry barrel opening
¢ Assures quick and easy wire insertion
+ Dimpled female socket detent
¢ Ensures firm grip
C Us
Catalog Wire NEMA Tab Installation Wire
. L W Strip
Number Range Size Tool
Length
FQP18F11X03D 0.11x0.03 0.79 0.1
FQP18F18X02D 18-22 0.19x0.02 0.80 019
FQP18F25X03D 0.25x0.03 0.90 0.25
FQP14F11X03D 0.1x0.03 079 o1 MRE1022NV 38"
Y1022
FQP14F18X02D 14-16 0.19x0.02 0.80 019
FQP14F25X03D 0.25x0.03 0.90 0.25
FQP10F25X03D 10-12 0.25x0.03 0.97 0.25

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE QN-M FINGRIP™

NYLON INSULATED MALE
QUICK DISCONNECTS Fig. 1

Material: Tin-Plated Brass

600 Volts Max., 105° C Max.

Nylon Insulated Quick disconnects allow for

quickly connecting or disconnecting a terminal.
The front end of the terminal has a female-type
receptacle which allows the terminal to slide onto Fig. 2
and off of a male blade.
Features & Benefits
+ Sleeved barrel
+ Funnel entry barrel opening
& Assures quick and easy wire insertion
+ Mates with dimpled female socket detent
¢ Ensures firm grip
. - . Wire Bulk
Catalog Figure Wire NEMA Tab Size L W Installat:on Strip Catalog
Number Number | Range Tool
Length Number
QN18M18X02D 2 0.19X0.02 0.80 019 QN18M18X02B
18-22
QN18M25X03D 1 0.25X0.03 0.87 0.25 QN18M25X03B
MRE1022NV
QN14M18X02D 2 0.19X0.02 0.80 019 Y10D 3/8" QN14M18X02B
14-16 T1022
QN14M25X03D 1 0.25X0.03 0.87 0.25 QN14M25X03B
QN10M25X03D 1 12-10 0.25X0.03 0.95 0.25 -

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE QN-F FINGRIP™

NYLON INSULATED FEMALE
QUICK DISCONNECTS

Material: Tin-Plated Brass
o B
300 Volts Max., 105° C Max.
Insulated Quick disconnects allows for quickly ~Features & Benefits
connecting or disconnecting a terminal. The front
end of the terminal has a female-type receptacle  * Sleeved barrel
which allows the terminal to slide onto and off of * Insulated connectors _ ,
amale blade. ¢ Eliminate the need for post installation
insulation
+ Funnel entry barrel opening
¢ Assures quick and easy wire insertion
C Us + Dimpled female socket detent
¢ Ensures firm grip
(Mates with Type QN-M Male Disconnects)
Standard Std. - . Wire Bulk
Catalog Pkg. RV;I:]ree NEI\SIIi,:eTab L w Ins_:_zlcljt:on Strip Catalog PkB u'&
Number Qty g Length Number g- 1ty
QN18F11X02D 0.11X0.02 0.77 0.11 QN18F11X02B
QN18F18X02D 100 16-22 0.19X0.02 0.79 019 QN18F18X02B
QN18F25X03D 0.25X0.03 0.87 0.25 QN18F25X03B
QN14F11X02D 0.11X0.02 0.77 0.11 MRE1022NV QN14F11X02B
Y10D 3/8" 1000
QN14F18X02D 100 14-16 0.19X0.02 0.79 019 Y1022 QN14F18X02B
QN14F25X03D 0.25X0.03 0.87 0.25 QN14F25X03B
QN10F18X02D* 0.19X0.02 0.87 019 QN10F18X02B
50 12-10
QN10F25X03D 0.25X0.03 0.95 0.25 QN10F25X03B
* Not cULus.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE FQN-M FINGRIP™ W]

NYLON FULLY INSULATED
MALE QUICK DISCONNECTS

Material: Tin-Plated Brass

Dp—

N A
600 Volts Max., 105° C Max. —
Nylon Fully Insulated Quick disconnects allows Features & Benefits
for quickly connecting or dis-connecting a Fullvi
) X + Fully insulated connectors
terminal. The front end of thg terminal has ¢ Eliminate the need for post installation —
a female-type receptacle which allows the insulation
terminal to slide onto and off of a male blade. + Funnel entry barrel opening
& Assures quick and easy wire insertion
+ Dimpled female socket detent
c us ¢ Ensures firm grip
- . Wire Bulk
Catalog Wire NEMA Tab Size L w Installation Strip Catalog
Number Range Tool
Length Number
FQN18M18X02D* 18-22 0.19X0.02 0.88 019 -
FQN18M25X03D 18-22 0.25X0.03 0.80 0.25 MRE1022NV FQN18M25X03B
Y10D

FQN14M18X02D* 14-16 0.19X0.02 0.80 019 Y1022 3/8" —

FQN14M25X03D 14-16 0.25X0.03 0.88 0.25 FQN14M25X03B

FQN10M25X03D 10-12 0.25X0.03 0.96 0.25 MRE1022NV FQN10M25X03B

* Not cULus.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YHSQ-M
— W —
HYDENT™ HEAT SHRINK S -
MALE QUICK DISCONNECTS
For Use on Copper Conductor B@ e
B
Standard crimp terminals leave the wire exposed l )
allowing in moisture or other contaminants which
can result in corrosion. Cprrosmn reduces the Features & Benefits
amount of current the wire can carry safely.
The integrity of the electrical system can Made from pure copper, annealed for
be compromised when unsealed electrical maximum strength '
connections are utilized. Heat shrink terminals Color-coded, imprinted with wire size
provide a durable seal blocking out contaminants  ,  garated bar,rels offer maximum wire contact
ensuring a better connection. and tensile strength
+ Electro tin plated for corrosion resistance
Catalog No. Catalog No. Conductor NEMA Tab Dimensions Installation 2{::
(100/bag) (20/bag) Size Size B W A Tooling Length

YHSQ18M25X03 | YHSQ18M250X03RK | 22-18 AWG | 0.250 X 0.032 1.25

YHSQ14M25X03 YHSQ14M25X03RK | 16-14 AWG | 0.250 X 0.032 0.22 0.25 1.25 MR22 516"

YHSQ10M25X03 YHSQ10M25X03RK 1210 AWG | 0.250 X 0.032 119

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE YHSQ-F

HYDENT™ HEAT SHRINK
FEMALE QUICK DISCONNECTS

For Use on Copper Conductor

Standard crimp terminals leave the wire exposed
allowing in moisture or other contaminants which
can result in corrosion. Corrosion reduces the
amount of current the wire can carry safely.
The integrity of the electrical system can
be compromised when unsealed electrical
connections are utilized. Heat shrink terminals
provide a durable seal blocking out contaminants
ensuring a better connection.

b ——

b

Features & Benefits

+Made from pure copper, annealed for
maximum strength

+ Color-coded, imprinted with wire size

+ Serrated barrels offer maximum wire contact
and tensile strength

« Electro tin plated for corrosion resistance

Catalog No. Catalog No. ConQuctor Tab Size Dimensions Install_ation Wire Strip
(100/bag) (20/bag) Size B W A Tooling Length
YHSQ18F11X02D — 0.110 X 0.020 0417 0.16 1.28
YHSQ18F18X02D — 2218 AWG 0.187 X 0.020 0417 0.23 1.28
YHSQ18F25X03 YHSQ18F25X03RK 0.250 X 0.032 0.22 0.30 1.27
YHSQ14F11X02D — 0.110 X 0.020 0417 0.16 1.28 MR22 516"
YHSQ14F18X02D — 16-14 AWG 0187 X0.020 0417 0.23 1.28
YHSQ14F25X03 YHSQ14F25X03RK 0.250 X 0.032 0.22 0.30 1.27
YHSQ10F25X03 YHSQ10F25X03RK 12-10 AWG 0.250 X 0.032 0.22 0.30 1.27

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YHSFQ-F
b—w—
HYDENT™ HEAT SHRINK I |
! |
FULLY INSULATED QUICK - L i
& td 4 VA |
DISCONNECTS - o (I
B
= 1 L
For Use on Copper Conductor [ 0\
I [
|
Standard crimp terminals leave the wire exposed |
allowing in moisture or other contaminants which i
can result in corrosion. Cprrosmn reduces the Features & Benefits | |
amount of current the wire can carry safely.
The integrity of the electrical system can . pade from pure copper, annealed for
be compromised when unsealed electrical maximum strength
connections are utiized. Heat shrink terminals . cojor.coded, imprinted with wire size
provide a durable seal blocking out contaminants . gerrated barrels offer maximum wire contact
ensuring a better connection. and tensile strength
+ Electro tin plated for corrosion resistance
Catalog No. Catalog No. Conductor | NEMA Tab Dimensions Installation | Wire Strip
100/ba: 20/ba Size Size Toolin Length
g g B w L 9 *)
YHSFQ18F25X03 YHSFQ18F25X03RK 2218 AWG | 0.250 X 0.032
1.28
YHSFQ14F25X03 YHSFQ14F25X03RK 16-14 AWG | 0.250 X 0.032 0.22 0.38 MR22 516"
YHSFQ10F25X03 YHSFQ10F25X03RK 1210 AWG | 0.250 X 0.032 1.34

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE PG

MALE/FEMALE COMBINATION
QUICK DISCONNECTS

Material: Tin Plated Brass

Piggy-back connectors or piggy-back terminals L
are designed to allow for additional terminalstobe ~ Features & Benefits ===
connected.

+ Sleeved Barrel

+ Combination connector - allows for more than
one connection to a circuit

* Funnel entry barrel opening - assures quick
and easy wire insertion

+ Dimpled female socket detent - ensure firm grip

CatalogNumber | WireRange | NEMA Tab Size B L w Installation Tool Wﬂ;gmp
PG1825X03D 22 - 18 AWG 017 0.79
MRE1022B
PG1425X03D 16 - 14 AWG 0.250 X 0.032 017 0.79 0.25 Y10D 3/8"
Y10-22
PG1025X03D 12-10 AWG 0.27 0.89
TYPE PGHS
- A -
HEAT SHRINK COMBINATION T @
DISCONNECT TERMINALS __ |
g Ve l. B~
For Use on Copper Conductor '
Standard crimp terminals leave the wire exposed g
allowing in moisture or other contaminants which ~ Features & Benefits
can result in corrosion. Corrosion reduces the
amount of current the wire can carry safely. * Made from pure copper, annealed for
The integrity of the electrical system can maximum strength
be compromised when unsealed electrical * Color-coded, imprinted with wire size
connections are utilized. Heat shrink terminals * Serrated barrels offer maximum wire contact
provide a durable seal blocking out contaminants and tensile strength
ensuring a better connection. + Electro tin plated for corrosion resistance
Catalog Number Wire Range NEMA Tab Size A B w Installation Tool Wﬂ:::::p
Y10D
PGHS1825X03D 22-18 AWG 0.250 X 0.032 0.91 017 0.25 Y1022 5/16"
MR22
Y10D
PGHS1425X03D 16 - 14 AWG 0.250 X 0.032 0.91 017 0.25 Y1022 5/16"

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals

BURNDY®

TYPE PGP FINGRIP™

/3 VINYL MALE/FEMALE

COMBINATION QUICK
DISCONNECTS

Material: Tin-Plated Brass
600 Volts Max. 105° C Max.

Piggy-back connectors or piggy-back terminals
are designed to allow for additional terminals to be

v- 3

Features & Benefits

connected. + Sleeved barrel
+ Combination connector
¢ Allows for more than one connection
to acircuit
s P® + Funnel entry barrel opening
¢ Assures quick and easy wire insertion
+ Dimpled female socket detent
¢ Ensures firm grip
Standard Catalog Wire NEMA Tab A B W Installation Wire Strip Bulk Catalog
Number Range Size Tool* Length Number
PGP1825X03D 18-22 | 0250X0032 | 091 | 017 | 028 MRﬂggNV 308" PGP1825X03B
PGP1425X03D 14-16 | 02s0x00%2 | 091 | o | oz | MW 38" PGP1425X038
PGP1025X03D 0-12 | 0250X00%2 | 095 | 027 | o028 | MR 38" PGP1025X038

* For UL Listed applications, consult BURNDY® factory.

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE PGN FINGRIP™

NYLON COMBINATION

DISCONNECT TERMINALS | % & )
€/ L W ,
Material: Tin-Plated Brass M‘. " l _ ]

600 Volts Max. 105° C Max.

Piggy-back connectors or piggy-back terminals
are designed to allow for additional terminals to be

connected. Features & Benefits

+ Sleeved barrel
+ Combination connector
s P® 0 Allows for more than one connection
to a circuit
+ Funnel entry barrel opening

& Assures quick and easy wire insertion
+ Dimpled female socket detent

¢ Ensures firm grip
Standard Catalog Wire NEMA Tab A B W Installation Wire Strip Bulk Catalog
Number Range Size Tool* Length Number
PGN1825X03D 18-22 | 0250X0032 | 090 | o7 | oz | MREEN 38" PGN1825X03B
PGN1425X03D 14-16 | 0250x0032 | 090 | o1 | oz | MRCIN 38" PGN1425X03B
PGN1025X03D 10-12 | 02s0x0032 | 095 | 0z | oz | MR 38" | PGN1025X03B

* For UL Listed applications, consult BURNDY® factory.

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE FLN FINGRIP™

NYLON FLAG-STYLE FEMALE

QUICK DISCONNECT - 1 .
Material: Tin-Plated Brass .
// r
Flag style female quick disconnects provide quick, v
reliable snap-together interconnections  without
the use of tools. Side entrance chamfer to permit .
connections of ninety degrees without bending the ~ Features & Benefits
wire.
+ Dimpled female socket detent
¢ Ensures firm gri
C Us o
Catalog Wire NEMA . Wire Strip
Number Range Tab Size L B w Installation Tool Length
FLN1825X03D 22-18 0.250 X 0.032 0.60 040 0.25 MRE1422FLN 38"
FLN1425X03D 16 - 14 0.250 X 0.032 0.63 0.40 0.25 MRE1422FLN 38"
FLN1025X03D* 12-10 0.250 X 0.032 0.64 0.40 0.25 MRE1422FLN 3/8"
* Not cULus.
TYPE FL FINGRIP™
L
FLAG-STYLE FEMALE QUICK
DISCONNECT ——————
[y E—
. . H 1
Material: Tin-Plated Brass | i {
Flag style female quick disconnects provide quick,
reliable  snap-together interconnections  without
the use.of tools.. Side entrance phamfer to.permlt Features & Benefits
connections of ninety degrees without bending the
wire. + Dimpled female socket detent
@ (s p: 0 Ensures firm grip
®
Catalog Std. Pkg. Wire NEMA Tab L B W Installation | Wire Strip | Bulk Catalog | Bulk Pkg.
Number Qty Range Size Tool Length Number Qty
FL1825X03D 100 18-22 0.250x 0.032 0.67 0417 0.25 BTH-450 3/8" FL1825X03B 1000
FL1425X03D 100 14-16 0.250x 0.032 0.67 0417 0.25 BTH-450 38" FL1425X03B 1000
FL1025X03D 50 10-12 0.250x 0.032 0.67 0417 0.25 BTH-450 3/8" FL1025X03B 1000

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE YAIT

QIKTAP™

QIKTAP™ Splices

QIKTAP™ connectors are quick and convenient.
Makes quick splices with no stripping, twisting,
soldering or special tooling.

Features & Benefits

+ EasytoUse

+ Saves time

+ Color Coded

+ No special tools required (just squeeze to
install)

+ Dependable connection

Catalog Number Wire Range L w
YAIT2218R 22-18 0.80 0.37
YAIT1814B 16- 14 0.80 0.37
YAIT1210Y 12-10 0.80 0.37
TYPETTV
' (\
QIKTAP™ NG N
Insulation Piercing Style, Tap w
Connector

TTV type electrical connectors allow for an easy
tap off of a run conductor. This tap allows for Features & Benefits
a male quick disconnect to complete the tap
connection. This is especially useful when multiple  + Allows user to tap into a wire in mid-span
reconnections could be necessary. without cutting or stripping the wire
+ Connector then mates with a .250 inch male
quick disconnect tab, making a reusable quick-

connect wiring termination
Catalog Number Wire Range Insulation Color w L
TTV18 22-18 AWG Red 0.38 144
TTV14 16 - 14 AWG Blue 0.38 144
TTV10 12-10 AWG Yellow 0.38 144

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YATW-P

HYDENT™ W
Ty

Terminal - Vinyl Insulated, Three-Way 'g- = -
Ring Tongue )"
Insulated 3-way terminal is constructed of 3 ring

terminals riveted together through the stud holes.  Features & Benefits

Allows multiple wires to be quickly and securely
connected. + Robust design of a standard insulated terminal
integrated into one connector

+ Standard BURNDY® tooling to install

. Insulation Insulation Installation | Wire Strip
Catalog Number | Wire Range Type Color B Y4 K Y Tooling Length

YATWISP | 22-18AWG |  Vinyl Red 025 023 015 or3 | MREZNVI snge

YATWI4P | 16-14AWG |  Vinyl Blue 025 028 015 org | MREIZNVI g

YATWAOP | 12-10AWG |  Viny Yellow 025 | 028 015 Y R T
TYPE YATW-N

)
HYDENT™ S
K
Terminal - Nylon Insulated, Three- 'g- §Q =
Way Ring Tongue )
600 Volts Max., 105° C Max.
Features & Benefits

Insulated 3-way terminal is constructed of 3 ring
terminals riveted together through the stud holes.
Allows multiple wires to be quickly and securely

+ Robust design of a standard insulated terminal
integrated into one connector

connected. + Standard BURNDY® tooling to install
. Insulation Insulation Installation | Wire Strip
Catalog Number | Wire Range Type Color B z K Y Tooling Length
MRE1022NV
YATW18N 22-18 AWG | 2 Piece Nylon Red 0.25 0.23 015 0.73 Y10D 5/16"
Y1022
MRE1022NV
YATW14N 16- 14 AWG | 2 Piece Nylon Blue 0.25 0.28 015 0.78 Y10D 5/16"
Y1022
MRE1022NV
YATW10N 12-10 AWG | 2 Piece Nylon Yellow 0.25 0.28 015 0.84 Y10D 516"
Y1022

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

US: 1-800-346-4175

www.burndy.com




BURNDY®

Small Terminals

TYPE YATW-NG

HYDENT™

Terminal - Nylon Grip Insulated,
Three-Way Ring Tongue

600 Volts Max., 105° C Max.

Insulated 3-way terminal is constructed of 3 ring
terminals riveted together through the stud holes.

Allows multiple wires to be quickly and securely
connected.

\
\
&)

| R =
fe’- )@«

Features & Benefits

* Robust design of a standard insulated
terminal integrated into one connector
+ Standard BURNDY® tooling to install

. Insulation Insulation Installation Wire Strip
Catalog Number | Wire Range Type Color B z K Y Tooling Length
MRE1022NV
YATW18NG 22-18 AWG | 3 Piece Nylon Red 0.25 0.23 015 0.73 Y10D 516"
Y1022
MRE1022NV
YATW14NG 16- 14 AWG | 3 Piece Nylon Blue 0.25 0.28 015 0.78 Y10D 516"
Y1022
MRE1022NV
YATW10NG 12-10 AWG | 3 Piece Nylon Yellow 0.25 0.28 015 0.84 Y10D 516"
Y1022
TYPE YATW-HS
HYDENT™

Terminal - Fully Insulated Heat Shrink,
Three-Way Ring Tongue

Insulated 3-way terminal is constructed of 3 ring
terminals riveted together through the stud holes.
Allows multiple wires to be quickly and securely
connected.

Features & Benefits

* Robust design of a standard insulated
terminal integrated into one connector
+ Standard BURNDY® tooling to install

. Insulation Insulation Installation Wire Strip
Catalog Number | Wire Range Type Color B z K Y Tooling Length

MR22

YATW18HS 22-18 AWG | Heat Shrink Red 0.25 0.23 015 1.26 Y10D 5/16"
Y1022
MR22

YATW14HS 16-14 ANG | Heat Shrink Blue 0.25 0.28 015 1.31 Y10D 5/16"
Y1022
MR22

YATW10HS 12-10 AWG | Heat Shrink Yellow 0.25 0.28 015 1.37 Y10D 5/16"
Y1022

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

Canada: 1-800-387-6487

www.burndy.com




Small Terminals

BURNDY®

TYPE YAFW-P

HYDENT™

Terminal - Vinyl Insulated,
Four-Way Ring Tongue

Insulated 4-way terminal is constructed of 4 ring
terminals riveted together through the stud holes.
Allows multiple wires to be quickly and securely
connected.

Features & Benefits

+ Robust design of a standard insulated terminal
integrated into one connector
+ Standard BURNDY® tooling to install

Catalog Number | Wire Range Ins;;:‘a)ﬂon Ins(;ﬂla;i:n B YA K Y In.?.;ﬂ:?:gon w::g::p
YAFWISP | 22-18AWG |  Vinyl Red 025 | 023 | o5 | orz | MW I g
YAFWI4P | 16-14AWG |  Vinyl Blue 025 | 028 | ots | oz | MRV gue
YAFWIOP | 12-10AWG |  Vinyl Yellow 025 | 028 | o15 | os | MCEEW 5/16"

TYPE YAFW-N r
HYDENT™ V%A . y
A

Terminal - Nylon Insulated,
Four-Way Ring Tongue

600 Volts Max., 105° C Max.

Insulated 4-way terminal is constructed of 4 ring
terminals riveted together through the stud holes.
Allows multiple wires to be quickly and securely
connected.

[

7
z
#

Features & Benefits

+ Robust design of a standard insulated terminal
integrated into one connector
+ Standard BURNDY® tooling to install

. Insulation Insulation Installation Wire Strip
Catalog Number | Wire Range Type Color B z K Y Tooling Length
MRE1022NV
YAFW18N 22-18 AWG | 2 Piece Nylon Red 0.25 0.23 015 0.73 Y10D 5/16"
Y1022
MRE1022NV
YAFW14N 16 - 14 AWG | 2 Piece Nylon Blue 0.25 0.28 015 0.78 Y10D 516"
Y1022
MRE1022NV
YAFW10N 12-10 AWG | 2 Piece Nylon Yellow 0.25 0.28 015 0.84 Y10D 516"
Y1022

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

US: 1-800-346-4175

www.burndy.com




BURNDY® Small Terminals

TYPE YAFW-NG

HYDENT™ \ ¥ Y

Terminal - Nylon Grip Insulated, \ , o f‘
Four-Way Ring Tongue '@’“

600 Volts Max., 105° C Max.

Insulated 4-way terminal is constructed of 4 ring Features & Benefits

terminals riveted together through the stud holes.

\ . ) + Robust design of a standard insulated terminal
Allows multiple wires to be quickly and securely

integrated into one connector

connected. + Standard BURNDY® tooling to install
. Insulation Insulation Installation Wire Strip
Catalog Number | Wire Range Type Color B z K Y Tooling Length
MRE1022NV
YAFW18NG 22-18 AWG | 3 Piece Nylon Red 0.25 0.23 015 0.73 Y10D 5/16"
Y1022
MRE1022NV
YAFW14NG 16 - 14 AWG | 3 Piece Nylon Blue 0.25 0.28 015 0.78 Y10D 516"
Y1022
MRE1022NV
YAFW10NG 12-10 AWG | 3 Piece Nylon Yellow 0.25 0.28 015 0.84 Y10D 516"
Y1022

TYPE YAFW-HS
HYDENT™

Terminal - Fully Insulated Heat Shrink,
Four-Way Ring Tongue

Insulated 4-way terminal is constructed of 4 ring
terminals riveted together through the stud holes.  Features & Benefits
Allows mutiple wires to be quickly and securely
connected. + Robust design of a standard insulated terminal
integrated into one connector
+ Standard BURNDY® tooling to install

- Insulation Insulation Installation | Wire Strip
Catalog Number | Wire Range Type Color B Z K Y Tooling Length

MR22

YAFW18HS 22-18 AWG | Heat Shrink Red 0.25 0.25 015 1.26 Y10D 516"
Y1022
MR22

YAFW14HS 16-14 AWG | Heat Shrink Blue 0.25 0.25 015 1.31 Y10D 516"
Y1022
MR22

YAFW10HS 12-10 AWG | Heat Shrink Yellow 0.25 0.25 015 1.37 Y10D 516"
Y1022

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE BULM-P
Vinyl Insulated Male
Bullet-style Connectors

Type BULM-P Male Bullet connectors are vinyl
insulated connectors with a flared entry for easier
wire insertion. Color-coded barrels for easy wire
size identification.

Features & Benefits

* Vinyl insulation
* Color-coded barrels
* Flared entry provides easier use

. Wire
ﬁﬁﬁ:;’g R";’r'"ee L w B Tooling Strip
g Length

BULM18P 22418 083 016 021 5/16"
MRE1022NV )
BULM14P 16-14 083 016 021 Sl 5/16
BULM10P 1240 083 0.20 021 5/16"

TYPE BULM-N

| f——

Nylon Insulated Male
Bullet-style Connectors

A
600 Volts Max., 105° C Max. J

Type BULM-N Male Bullet connectors are nylon
insulated connectors with a flared entry for easier .
wire insertion. Color-coded barrels for easy wire ~ Features & Benefits
size identification.

+ Nylon insulation
+ Color-coded barrels
+ Flared entry provides easier use

- . Wire
LA : N I
Length
BULM18N 22-18 0.83 0.21 0.16 MRE1022NV 516"
Y10D
BULM14N 16-14 0.83 0.21 0.16 Y1022 516"

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE BULM-NG

Nylon Grip Insulated Male
Bullet-style Connectors

600 Volts Max., 105° C Max.

Type BULM-NG Male Bullet connectors are nylon
grip insulated connectors with a flared entry for
easier wire insertion. Color-coded barrels for easy
wire size identification.

Features & Benefits

+ Nylon grip insulation
+ Color-coded barrels
+ Flared entry provides easier use

- . Wire
— B woo| e s
Length
BULM18NG 22-18 0.83 0.21 0.16 MRE1022NV 5/16"
Y10D
BULM14NG 16 - 14 0.83 0.21 0.16 Y1022 516"

TYPE BULM-HS

Heat Shrink Insulated Male
Bullet-style Connectors

Type BULM-HS Male Bullet connectors are heat
shrink insulated connectors with a flared entry for
easier wire insertion. Color-coded barrels for easy
wire size identification.

Features & Benefits

+ Heat Shrink insulation
+ Color-coded barrels
+ Flared entry provides easier use

- . Wire
LA . woo| e g
Length
BULM18HS 22-18 1.30 0.21 0.16 MR22 516"
Y10D
BULM14HS 16-14 1.30 0.21 0.16 Y1022 516"

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE BULF-P
Vinyl Insulated Female
Bullet-style Connectors

Type BULF-P Female Bullet vinyl insulated
connectors mate with type BULM-P Male
connectors. Flared insulation entry for easier wire
insertion. Color-coded for wire size identification.
Installed with standard BURNDY® tooling.

| W —]

\j

Features & Benefits

by ]

* Vinylinsulated

+ Color-coded barrels

* Flared entry

+ Uses standard BURNDY® tooling

S
b —— —

- . Wire
e A .
Length
BULF18P 22-18 0.89 0.21 0.16 516"
MRE1022NV "
BULF14P 16- 14 0.89 0.21 0.16 Y1022 5116
BULF10P 12-10 0.89 0.20 0.20 516"
TYPE BULF-N rw ﬂ
Nylon Insulated Female T K
(1 |
Bullet-style Connectors | lI II |
|
11—
600 Volts Max., 105° C Max. —" il
' Rr—
Type BULF-N Female Bullet nylon T \I_ JI
insulated connectors mate with BULM-N B I
Male connectors. Flared insulation for Features & Benefits | |1
easier wire insertion. Color-coded for A
wire size identification. Installed with ¢ Nylon insulation | i
standard BURNDY® tooling. + Color-coded barrels | |
* Flared entry ! !
+ Uses standard BURNDY?® tooling
- . Wire
A R A
Length
BULF18N 22-18 0.89 0.21 0.16 MRE1022NV 516"
Y10D
BULF14N 16- 14 0.89 0.21 0.16 Y1022 5/16"

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175

www.burndy.com

Canada: 1-800-387-6487




BURNDY® Small Terminals

TYPE BULF-NG
Wl
Nylon Grip Insulated Female r !
Bullet-style Connectors T
.
600 Volts Max., 105° C Max. \J T
!ll-..-—-..—-..—l]
Type BULF-NG Female Bullet nylon grip insulated i “ l"
connectors mate with type BULM-NG Male : B |
connectors. Flared insulation entry for easier wire Features & Benefits l |
insertion. Color-coded for wire size identification. Nylon Grip insulation / A
Installed with standard BURNDY® tooling. « Color-coded barrels I :
* Flared entry | |
+ Uses standard BURNDY® tooling ! !
. . Wire
L B W | e | s
Length
BULF18NG 22-18 0.89 0.21 016 MRE1022NV 516"
Y10D
BULF14NG 16 - 14 0.89 0.21 0.16 Y1022 516"
TYPE BULF-HS -
Heat Shrink Insulated Female T
I I
Bullet-style Connectors I
I I
I I
Type BULF-HS Female Bullet heat shrink insulated N—57
connectors mate with type BULM-HS connectors. I I
Flared insulation entry for easier wire insertion. [ L
Color-coded for wire size identification. Installed / A
with standard BURNDY® tooling. Features & Benefits i i
+ Heat Shrink insulation Lo
+ Color-coded barrels I :
+ Flared entry I :
+ Uses standard BURNDY® tooling .
. . Wire
Lo B woo | s s
Length
BULF18HS 22-18 1.40 0.21 0.16 5/16"
MR22
BULF14HS 16 - 14 1.40 0.21 0.16 Y10D 5/16"
Y1022
BULF10HS 12-10 1.40 0.20 0.20 516"

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175



Small Terminals BURNDY®

TYPE PTV
—— ] —-—
v.muem |
i |
Pin Terminal
Material: Tin-Plated Brass o

Insulated Pin Terminals are electrical connectors  Features & Benefits
used to terminate stranded wires, creating a /L_D\ '
quality, reliable connection by ensuring each  « Provides an easy and effective way to
wire strand conducts curent when properly  terminate stranded wire into European/
crimped. This is especially useful when multiple metric-style terminal blocks

reconnections could be necessary within terminal
blocks or other similar devices. No breakage of
wire strands when wire is bent, under stress orina

vibration environment.
1

Wire

Catalog Wire Installation Strip
Number Range B c L w Tooling Length

PTV18 22-18 AWG 0.19 0.41 0.80 0.07 516"

PTV14 16.- 14 AWG 049 041 0.80 007 MRE1022NV 5/16"

Y1022
PTV10 12-10 AWG 0.27 0.50 0.97 0n 5/16"

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE YF-UI
BARE FERRULES

For Use On Copper Conductor

Wire ferrules are also known as cord end
terminals or bootlace ferrules. These are electrical
connectors used to terminate stranded wires.
These terminals are made of electrolytically tin
plated copper, uninsulated ferrules are designed to
form neat end terminations to multi-strand cables
or wires. Smooth funnel entry assists in wire

L1

insertion. Specifically designed to aid in termination
of extra flexible fine stranded conductor, provides
enhanced flexibility relating to wire termination and
management. A positive contact surface helps
ensure system integrity.

Features & Benefits

+ Made of electrolytic copper, tin plated

+ Seamless barrels

+ Smooth funnel entry to make wire insertion easier
* RoHS compliant

Catalog Wire Size Dimensions in Inches Recommended
Number AWG mm? L1 Dim (in) D Dim (in) D1 Dim (in) D2 Dim (in) Tooling

YF2807UI 28 0.14 0.28 0.04 0.03 0.06 YF3206TOOL

YF2605U1 2 0.25 0.19 0.04 0.03 0.06

YF2607UI 26 0.25 0.28 0.04 0.03 0.06 YF3206TOOL

YF2405U1 24 0.34 019 0.05 0.03 0.06 YF2610TOOL

YF2407U1 2% 0.34 0.28 0.05 0.03 0.06

YF2206U1 22 0.50 0.24 0.05 0.04 0.09

YF2208U1 22 0.50 0.32 0.05 0.04 0.07

YF2210U1 22 0.50 040 0.05 0.04 0.07

YF2212U1 22 0.50 040 0.05 0.04 0.07

YF2006UI 20 075 0.24 0.06 0.05 0.10

YF2010UI 20 075 0.39 0.06 0.05 0.08

YF2012Ul 20 075 047 0.06 0.05 0.08

YF1806UI 18 1.00 0.24 0.07 0.06 0.1

YF1808UI 18 100 0.32 0.07 0.06 0.09

YF1810UI 18 1.00 0.39 0.07 0.06 0.09 ﬁ%gg;ggt

YF1812U1 18 1.00 047 0.07 0.06 0.09 YF2214TO0L

YF1607UI 16 150 0.28 0.08 0.07 0.09 Y@%E%?:EL

YF1608UI 16 150 0.32 0.08 0.07 012

YF1610Ul 16 150 0.39 0.08 0.07 012

YF1612U1 16 150 047 0.08 0.07 012

YF1618UI 16 150 071 0.08 0.07 012

YF1407UI 14 2.50 0.28 0.10 0.09 013

YF1408UI 14 2.50 0.32 0.10 0.09 013

YF1410U1 14 2.50 0.39 0.10 0.09 013

YF1412U1 14 2.50 047 0.10 0.09 013

YF1418Ul 14 2.50 0.71 0.10 0.09 013

YF1200U 12 4.00 0.35 013 0.1 015

YF1212U1 12 4,00 047 013 0.1 0.17 \{F%%?S%’gt

YF1215U1 12 4,00 0.59 013 011 015 Y§2F221201B%EL

YF1218U1 12 4,00 0.71 013 0.11 015

YF1010UI 10 6.00 0.39 015 0.14 019 YE3206TOOL

YF1012U1 10 6.00 047 015 0.14 019 YF2610TOOL
YF2210TOOL

YF1015U1 10 6.00 0.59 015 0.14 019 YF1006TOOL

YF1018UI 10 6.00 071 015 014 019 YF2210FL

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

TYPE YF-UI
(Continued)

I3
4

L1

BARE FERRULES _ b ool ledo ol 1o
For Use On Copper Conductor / / /
Catalog Wire Size Dimensions in Inches Recommended Tooling
Number AWG mm? L1 Dim (in) D Dim (in) D1 Dim (in) D2 Dim (in)

YF0812Ul 8 10.00 047 019 018 0.29
YF0815Ul 8 10.00 0.59 019 018 0.29
YF0818UI 8 10.00 0.71 019 018 0.29 VF3206TOOL
YF0612U1 6 16.00 047 0.24 0.23 0.30 YF1006TOOL
YFO615UI 6 16.00 059 0.24 023 0.30 YFO801TOOL
YF0618UI 6 16.00 0.71 0.24 0.23 0.30
YF0625U1 6 16.00 0.98 0.24 0.23 0.30
YF0412U1 4 25.00 047 0.31 0.29 0.38
YF0415U1 4 25.00 0.59 0.31 0.29 0.38
YF0418UI 4 25.00 070 0.31 0.29 0.38
YF0420U1 4 25.00 079 0.31 0.29 0.38
YF0425U1 4 25.00 0.98 0.31 0.29 0.38
YF0432U1 4 25.00 1.26 0.31 0.29 0.38
YFo215U1 2 35.00 059 034 033 042 oo,
YF0220U1 2 35.00 079 0.34 0.33 042
YF0225U1 2 35.00 0.98 0.34 0.33 042
YF0232U1 2 35.00 1.26 0.34 0.33 042
YF0122U1 1 50.00 087 043 0.41 052
YF0125U1 1 50.00 0.98 043 0.41 0.52
YF0132U1 1 50.00 126 043 0.41 0.52
YF2/022U1 200 70.00 0.87 0.56 053 0.64
YF2/025U1 200 70.00 0.98 0.56 053 0.64
YF2/032U1 200 70.00 126 0.56 053 0.64
YF3/025U1 300 95.00 0.98 061 0.58 0.68

YF1/03/0TOOL
YF3/030U1 300 95.00 118 061 058 0.68
YF3/032U1 300 95.00 1.26 061 0.58 0.68
YF4/032U1 400 120.00 126 0.70 0.70 0.81
YF4/034U1 400 120.00 139 0.70 0.70 0.81
YF4/040U1 400 120.00 157 0.70 0.70 0.81
YF25032U1 250 150.00 1.26 0.81 077 0.91 YF4/0250TOOL
YF25040U 250 150.00 157 0.81 077 0.91
YF35032U 350 185.00 1.26 0.84 079 0.94

Y644HSXT

YF35040U 350 185.00 157 0.84 0.80 0.94

Blue highlighted items are industry standard and most frequently ordered.

US: 1-800-346-4175 www.burndy.com Canada: 1-800-387-6487



BURNDY® Small Terminals

TYPE YF-l FERRULES -
SeriesD, T&W :

=T A
INSULATED FERRULES D | D1 _D*z

For Use On Copper Conductor
Offered in Series D, T & W

Ferrules are electrical connectors used to .
terminate stranded wires, creating a quality, reliable Features & Benefits
connection by ensuring each wire strand conducts
current when properly crimped. Especially useful
when multiple reconnections could be necessary

¢— L1 ————P

+ Made of electrolytic copper, tin plated
+ Smooth funnel entry to make wire

within terminal blocks or other similar devices. No |Snsert|on e:iS|etr ﬂ ol
. . . .
breakage of wire strands when wire is bent, under ecure contacting even after multiple
reconnections

stress or in a vibration environment. Twin ferrule
designs allow two individual stranded conductors
to be connected to the same termination,
most beneficial in jumpering or other similar
applications. Both styles (single and twin) offer the
same features and benefits. The YF-TOOL series
has been designed to crimp both the bare (type
YF-Ul) and insulated (type YF-I) ferrules.

+ Long-term contact resistance

* No fraying of strands

+ No breakage of wire strands when wire
is bent, under stress or in vibration
environment

* RoHS compliant

. . . Wire Size Dimensions in Inches .
W Series D Series T Series AWG mmz | U(n) | L2(n) | Dn) | D1(n) | D2(n) Bag Qty Tooling
YF2806IW — YF2806IT 28 0.4 0.39 0.22 0.04 0.03 0.07 500
YF2808IW — YF2808IT 28 0.14 0.49 0.32 0.04 0.03 0.04 500 YF3206T00L

YF2606IW | YF26061D YF2606IT 26 0.25 0.40 0.23 0.05 0.03 0.08 500
YF2608IW | YF2608ID YF2608IT 26 0.25 0.49 0.32 0.04 0.03 0.08 500 YF3206TOOL

YF2406IW — YF2406IT 24 0.34 048 0.31 0.04 0.03 0.08 500 YF2610TOOL
YF2408IW — YF2408IT 24 0.34 0.40 0.31 0.04 0.03 0.08 500
YF2205IW YF2205ID YF2205IT 22 0.50 0.44 0.21 0.05 0.04 0N 500
YF2206IW | YF22061D YF2206IT 22 0.50 047 0.24 0.05 0.04 010 500
YF2208IW YF2208ID YF2208IT 22 0.50 0.55 0.32 0.05 0.04 01 500

YF2210IW YF2210ID YF2210IT 22 0.50 0.63 0.39 0.05 0.04 010 500
YF2212IW YF2212ID YF2212IT 22 0.50 047 0.24 0.05 0.04 010 500

YF2006IW | YF2206ID YF2006IT 20 0.75 0.47 0.24 0.06 0.05 0.11 500
YF2008IW | YF2008ID YF2008IT 20 0.75 0.56 0.31 0.06 0.05 012 500
YF2010IW YF2010ID YF2010IT 20 0.75 0.63 0.39 0.06 0.05 0.11 500
YF2012IW YF2012ID YF2012IT 20 0.75 0.71 047 0.06 0.05 01 500
YF2018IW YF2018ID YF2018IT 20 0.75 0.96 0.7 0.06 0.05 01 500

YF1806I1W YF18061D YF18061T 18 1.00 0.47 0.24 0.07 0.06 0.12 500 YF3206TOOL,
YF1808IW YF1808ID YF1808IT 18 1.00 0.56 0.32 0.07 0.05 012 500 YF2610TOOL,
YF1810IW YF1810ID YF1810IT 18 1.00 0.63 0.39 0.07 0.06 0.12 500 YF2214TOOL,
YF1812IW YF1812ID YF1812IT 18 1.00 0.7 047 0.07 0.06 0.12 500 YF2210TOOL,
YF18180W | YF1818ID | YF1818IT | 18 | 100 | 096 | 071 | 007 | 006 | 042 500 YF2210FL
YF1606IW YF1606ID YF1606IT 16 1.50 048 0.24 0.08 0.07 0.14 500
YF1608IW YF1608ID YF1608IT 16 1.50 0.55 0.32 0.08 0.07 0.14 500
YF1610IW YF1610ID YF1610IT 16 1.50 0.63 0.39 0.08 0.07 0.14 500
YF1612IW YF1612ID YF1612IT 16 1.50 0.7 047 0.08 0.07 0.14 500
YF1615IW YF1615ID YF1615IT 16 1.50 0.84 0.59 0.08 0.07 0.14 500
YF1618IW YF1618ID YF1618IT 16 1.50 0.95 0.7 0.08 0.07 0.14 500
YF1408IW YF1408ID YF1408IT 14 2.50 0.62 0.32 010 0.09 0417 500
YF1410IW YF14101D YF1410IT 14 2.50 0.69 0.39 0.09 0.09 017 500
YF1412IW YF1412ID YF1412IT 14 2.50 0.7 047 0.09 0.09 0.17 500
YF1418IW YF1418ID YF1418IT 14 2.50 0.95 0.7 0.09 0.09 0417 500
Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487 www.burndy.com US: 1-800-346-4175




Small Terminals BURNDY®

TYPE YF-l FERRULES
SeriesD, T&W L
(Continued) T -1
~ ¥
INSULATED FERRULES T - 12— »
—— L1 ————Pp
W Series D Series T Series Wire Size Dimensions in Inches Bag Qty Tooling

AWG | mm* | Li(in) | L2(in) | D(in) | D1(in) | D2(in)
YF12090W | YF1209ID | YF1200m | 12 | 400 | 065 | 032 | 013 [ 01 | 019 [ 500

YFI210W | YFI210D | YFI210T | 12 | 400 | 071 | 039 | 043 | o1 | 043 | 500 | VEaliogr
YF212W | YF1212D | YF1212T | 12 | 400 | 079 | 047 | 013 | 01 | 019 | 500 | YF2210TOOL,
YF218W | YF1218D | YF1218m | 12 | 400 | 102 [ o7 | 013 | om [ o019 | 500 YF2210FL

YF1010IW YF1010ID YF1010IT 10 6.00 0.73 0.39 015 014 0.25 100 YF3206TOOL,

YEzs107000
YFIO12W | YFI012D | YFI002T | 10 | 600 | 082 | 047 | 015 | 04 | 028 | 100 | vE{G0eTOOL
YF1018W | YF1018ID | YF1018IT | 10 | 600 | 102 | 071 | 015 | 015 | 025 | 100 YF2210FL

YF0812IW YF0812ID YF0812IT
YF0815IW YF0815ID YFO0815IT
YF0818IW YF0818ID YFO0818IT
YF0612IW YF0612ID YF0612IT
YF0618IW YF0618ID YF0618IT
YF0412IW YF0412ID YFo412IT
YF0415IW YF0415ID YF0415IT
YF0416IW YF04161D YF0416IT
YF0418IW YF0418ID YF0418IT
YF0422IW YF0422ID YF0422IT
YF04251W YF0425ID YF0425IT
YF0216IW YF0216I1D YF0216IT
YF0218IW YF0218ID YF0218IT
YF0222IW YF0222ID YF0222IT
YF0225IW YF02251D YF0225IT
YFO112IW YF0112ID YFO1M2IT
YF0116IW YF0116ID YF0116IT
YF0120IW YF0120ID YF0120IT
YF0122IW YF0122ID YF0122IT
YF0125IW YF0125ID YF0125IT
YF0130IW YF0130ID YF0130IT

1000 | 091 | 046 | 019 | 048 | 0.31 100
1000 | 093 | 059 | 019 | 018 | 029 | 100 | vrsjpgrooL.
1000 | 110 | 071 | 019 | 048 | 029 | 100 | YF1006TOOL.
1600 | 089 | 043 | 025 | 023 | 034 | 100 | YFO8OITOOL
1600 | 089 | 043 | 025 | 023 | 034 | 100
2500 | 094 | 047 | 031 | 029 | 044 | 100
2500 | 106 | 059 | 030 | 029 | 044 | 100
2500 | 110 | 063 | 030 | 029 | 044 | 100
2500 | 148 | 071 | 030 | 029 | 044 | 100
2500 | 142 | 087 | 030 | 029 | 044 | 100
2500 | 145 | 098 | 030 | 029 | 044 | 100
3500 | 117 | 064 | 034 | 032 | 048 | 100
35.00 1.26 0.71 0.34 0.33 0.50 100 YF0801TOOL,
3500 | 141 | 087 | 034 | 033 | 050 | 100 | YFO401TOOL
3500 | 153 | 098 | 034 | 033 | 050 | 100
5000 | 110 | 047 | 043 | 041 | 059 50
5000 | 126 | 063 | 043 | 041 | 059 50
5000 | 145 | 079 | 043 | 040 | 058 50
5000 | 150 | 087 | 043 | 041 | 059 50
5000 | 098 | 043 | 043 | 041 | 059 50
5000 | 118 | 043 | 043 | 041 | 059 50

el el el el el e LA LSS A RS P N S N S Ko R Fep R He o)l Ho ol Fo o)

- YF2/020ID - 2/0 70.00 145 0.79 0.56 0.53 0.63 25
— YF2/025ID — 20 70.00 1.65 0.98 0.56 0.53 0.63 25
— YF2/027ID - 2/0 70.00 1.73 1.06 0.56 0.53 0.63 25 YF1/03/0TOOL
- YF3/025ID - 3/0 95.00 1.73 0.98 0.61 0.58 0.73 25
— YF3/030ID - 3/0 95.00 1.95 118 0.61 0.58 0.73 25
— YF4/0271D — 4/0 120.00 1.87 1.06 0.70 0.66 0.80 25
- YF4/0301D — 4/0 120.00 | 2.01 118 0.70 0.66 0.80 25
- YF4/032ID - 4/0 120.00 | 2.07 1.26 0.70 0.66 0.80 25
— YF4/0341D — 4/0 120.00 | 215 1.34 0.70 0.66 0.80 25
- YF25025ID — 250 150.00 1.99 0.98 0.81 0.77 0.92 25 YF4/0250TOO0L
- YF25027ID - 250 150.00 | 2.07 1.06 0.81 0.77 0.92 25
- YF25032ID — 250 150.00 | 2.27 1.26 0.81 0.77 0.92 25
— YF25038ID — 250 150.00 | 2.50 1.50 0.81 0.77 0.92 25

Blue highlighted items are industry standard and most frequently ordered.
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BURNDY® Small Terminals

TYPE YF-TW

INSULATED TWIN FERRULES

For Use on Copper Conductor | 2 -' o2

Ferrules are electrical connectors used to
terminate stranded wires, creating a quality, reliable
connection by ensuring each wire strand conducts
current when properly crimped. Especially useful
when multiple reconnections could be necessary
within terminal blocks or other similar devices. No
breakage of wire strands when wire is bent, under
stress or in a vibration environment. Twin ferrule
designs allow two individual stranded conductors
to be connected to the same termination,
most beneficial in jumpering or other similiar
applications. Both styles (single and twin) offer the
same features and benefits. The YF-TOOL series
has been designed to crimp both the bare (type
YF) and insulated (type YF-I) ferrules.

Features & Benefits

+ Made of electrolytic copper, tin plated

+ Smooth funnel entry to make wire
insertion easier

+ Secure contacting even after multiple
reconnections

+ Long-term contact resistance

+ No fraying of strands

+ No breakage of wire strands when wire
is bent, under stress or in vibration
environment

* RoHS compliant

Catalog Number Wire sizes Dimensions in Inches

1Dim | L2Dim | DDim | D1Dim | D2Dim |  100ing Qty
(in) (in) (in) (in) (in)

YFTW2208W | YFTW2208T | YFTW2208D | 22AWG | 050 0.60 0.30 0.07 0.06 019

W Series T Series D Series AWG mm?

YFTW2010W | YFTW2010T | YFTW2010D | 20AWG | 075 0.66 0.39 0.08 0.07 0.22
YFTW2008W | YFTW2008T | YFTW2008D | 20AWG | 0.75 0.60 0.31 008 007 0.20
YFTW1810W | YFTW1810T | YFTW1810D | 18AWG | 1.00 067 0.39 0.09 008 022

YFTW1808W | YFTW1808T | YFTW1808D | 18AWG | 100 | 062 | 031 | 009 | 008 | 022 | yeaxerooL | 100

YF2210TOOL
YF2210FL

YFTW1612W | YFTW1612T | YFTW1612D | 16AWG | 150 077 047 010 009 025

YFTW1608W | YFTW1608T | YFTW1608D | 16AWG | 150 065 0.31 010 0.09 0.26
YFTWA43W | YFTWA413T | YFTWI413D | 14AWG | 250 085 051 013 oM 0.32
YFTWA410W | YFTW1410T | YFTW1410D | 14AWG | 250 077 0.39 013 0 0.31

YFTW1212W | YFTWA212T | YFTW1212D | 12AWG | 4.00 0.92 046 017 015 0.36

YFTW1014W | YFTWA0M4T | YFTW1014D | 10AWG | 6.00 099 053 0.21 019 041

500
YFTWO0814W | YFTWO0814T | YFTW0814D | 8AWG | 10.00 104 0.55 027 025 051 YFO801TOOL

YFTWO614W | YFTWO614T | YFTWOG14D | 6AWG | 1600 | 123 | 055 | 034 | 033 | o7 | YF1006TO0L

Blue highlighted items are industry standard and most frequently ordered.
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Small Terminals

BURNDY®

SMALL TERMINAL KITS

I PACKAGED KITS OF VARIOUS

TYPES OF SMALL TERMINALS

For Use On Copper Conductor

Small Terminal Kits are packaged in reusable
plastic cases with secure compartments for each
type of connector. Clearly marked on the inside
front cover with part numbers and descriptions, the
kits contain some of the most common terminals

needed on everyday installations.

Catalog Number: STKIT08

Features & Benefits

Quality terminals of various types packaged

together for convenience
Color-coded barrels

Reusable, refi llable container

Clearly marked with part numbers and

descriptions on inside cover

Contains:
Kit Catalog Number Quantity Description
SP14 20 #16 - #14 AWG splice; vinyl insulation
QP14M25X03D 10 #16 - #14 AWG male disconnect; .250 tab size; vinyl insulation
QP14F25X03D 10 #16 - #14 AWG female disconnect; .250 tab size; vinyl insulation
STKITOB TP14-10 20 #16 - #14 AWG ring terminal; 8 - 10 stud size; vinyl insulation
TP14-10F 20 #16 - #14 AWG fork terminal; 8 - 10 stud size; vinyl insulation
SP10 10 #12 - #10 AWG splice; vinyl insulation
TP10-10 20 #12 - #10 AWG ring terminal; 8 - 10 stud size; vinyl insulation
TP10-10F 20 #12 - #10 AWG fork terminal; 8 - 10 stud size; vinyl insulation
Catalog Number: STKIT15
Contains:
Kit Catalog Number Quantity Description
QP18M18X02D 20 #22 - #18 AWG male disconnect; .187 tab; vinyl insulation
QP18M25X03D 20 #22 - #18 AWG male disconnect; .250 tab; vinyl insulation
QP18F18X02D 20 #22 - #18 AWG female disconnect; .187 tab; vinyl insulation
QP18F25X03D 20 #22 - #18 AWG female disconnect; .250 tab; vinyl insulation
BULM18P 20 #22 - #18 AWG male bullet disconnect; vinyl insulation
BULF18P 20 #22 - #18 AWG female bullet disconnect; vinyl insulation
SP18 20 #22 - #18 AWG splice; vinyl insulation
STKIT15 QP14M18X02D 20 #16 - #14 AWG male disconnect; .187 tab; vinyl insulation
QP14M25X03D 20 #16 - #14 AWG male disconnect; .250 tab; vinyl insulation
QP14F18X02D 20 #16 - #14 AWG female disconnect; .187 tab; vinyl insulation
QP14F25X03D 20 #16 - #14 AWG female disconnect; .250 tab; vinyl insulation
BULM14P 20 #16 - #14 AWG male bullet disconnect; vinyl insulation
BULF14P 20 #16 - #14 AWG female bullet disconnect; vinyl insulation
SP14 20 #16 - #14 AWG splice; vinyl insulation
SP10 20 #12 - #10 AWG splice; vinyl insulation

US: 1-800-346-4175

www.burndy.com

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487



BURNDY®

Small Terminals

TYPE HSKIT

HYDENT™ HEAT SHRINK
CONNECTORS AND
INSTALLATION TOOL

For Use On Copper Conductor

Standard crimp terminals leave the wire exposed
allowing in moisture or other contaminants which
can result in corrosion. Heat shrink terminals
provide a durable seal, blocking out contaminants,
ensuring a better connection.

Features & Benefits

+ Made from pure copper, annealed for
maximum strength

+ Color-coded, imprinted with wire size

+ Serrated barrels offer maximum wire contact
and tensile strength

+ Electro tin plated for corrosion resistance
+ Wire strip length 5/16"

List of Items Included in HSKIT

Quantity Quantity
P | Dy | Cr | S| i Cocr | 204
in kit in kit

50 Butt Splice 22-18 AWG — 10 Fork Terminal 22-18 AWG #6
50 Butt Splice 16 - 14 AWG — 10 Fork Terminal 22-18 AWG #8
30 Butt Splice 12-10 AWG — 10 Fork Terminal 22-18 AWG #10
15 Butt Splice #3 AWG — 10 Fork Terminal 16 - 14 AWG #6
10 Ring Terminal | 22-18 AWG #6 10 Fork Terminal 16- 14 AWG #8
10 Ring Terminal | 22-18 AWG #8 10 Fork Terminal 16 - 14 AWG #10
10 Ring Terminal | 22-18 AWG #10 10 Fork Terminal 12-10 AWG #6
10 Ring Terminal | 22-18AWG | 5/16" 10 Fork Terminal 12-10 AWG #8
10 Ring Terminal | 22-18 AWG 1/4" 10 Fork Terminal 12-10 AWG #10
10 Ring Terminal | 22-18 AWG 3/8" 15 Fork Terminal #38 AWG 3/8"
10 Ring Terminal | 16-14 AWG #3 50 (25 ea) Male & Female Quick Disc. 22-18 AWG —
10 Ring Terminal | 16-14 AWG #10 50 (25 ea) Male & Female Quick Disc. 16 - 14 AWG —
10 Ring Terminal | 16-14AWG | 5/16" | 50(25€aq) Male & Female Quick Disc. 12-10 AWG —
10 Ring Terminal | 16-14 AWG 1/4" 30 (15€a) Male & Female Bullet 16 - 14 AWG —
10 Ring Terminal | 16-14 AWG 3/8" 20 (10 eaq) Male & Female Ins. Quick Disc. 22 - 18 AWG —
10 Ring Terminal | 16-14 AWG #6 20 (10 ea) Male & Female Ins. Quick Disc. 16 - 14 AWG —
10 Ring Terminal | 12-10 AWG #8 20 (10 eaq) Male & Female Ins. Quick Disc. 12-10 AWG —
10 Ring Terminal | 12-10 AWG #10 10 Step Down Butt Splice 16-14t022 - 18 AWG —
10 Ring Terminal | 12-10 AWG 5/16" 10 Step Down Butt Splice 12-10t0 16 - 14 AWG —
10 Ring Terminal | 12-10 AWG 1/4" 1 Ratchet Crimp Tool — —
10 Ring Terminal | 12-10 AWG 3/8" 1 Metal Case with Dividers — —
15 Ring Terminal #3 AWG #10

Blue highlighted items are industry standard and most frequently ordered.

Canada: 1-800-387-6487

www.burndy.com

US: 1-800-346-4175



Small Terminals BURNDY®

BURCAP TYPES YQE, RK
n PIGTAIL SPLICE, TBI

NYLON-INSULATED c

Rated at 600 volts for building wire and 1000 volts | J_. l

for fixtures and signs,the BURCAP i igned t
s%lice:\?v?dz r(:lr?g% cs)%dief}fertajnt?:ablessi(izss.g e L |
Catalog w o Total Area Dimension in Inches Installation Tools Wire
Number e Combinations Circular Mils | | B | c | MeNovewo | oM
YQE-91t 1#108 1418, 4205 0.76 0.30 0.24
2418 3250
RK141ABOX100 | RK142ABOX100 0.61 0.31 027
L2 222018 |16 |18 |16 | 14 | 12 500-5180 (16,4) (7,9) (8,6)
7 1 1
RK1422 | 6 | 1 1| 2400-13100 (105523) (%‘,‘g) (%388)
5 1 3 1
4|2 1 1
4 1 1
312 1
3 2 111
3 1 2 |1
213 1 1
2 2 2 1
N150WT 5/16"
2 113 1
1] 4 20211
1 2 2
1 1111
4 2 |1
301 31
2|2 411
2 1112
1] 2 2|2
1 11312
3 2
2 113
3
5
NOTE:

* Convenience Package. For Box quantity, order
RK141ABOX100 and RK142ABOX100 respectively.
1 This itemis UL Listed

Blue highlighted items are industry standard and most frequently ordered.
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