—
DRAWING NO.

50052025 | 7 1 6 5 1 4 3 1 2 | 1
CONDUCTOR RANGES (CONCENTRIC 8 COMPRESSED) MENS oS
CATALOG I TEM A AR
NUMBER NO ACSR ALUMINUM COPPER COLOR ACSR ALUMINUM COPPER COLOR 8 ] o
SIZE STR. SIZE STR. SIZE STR. CODE SIZE STR. SIZE STR. SIZE STR. CODE MIN. '
A A A A A A #8 STR. (.146 DIA.) 81 2.00 .65
[4MM DIA.] L 8 STR. (146 DIA.) ] (e2] [511 e
o B #6 SOL. (162 DIA.) L4MM DIA. ] A A
YSUZSREW | 168378 LAMM DIA. ] ! 6 SOL. (162 DIA.) ‘ GREEN
48 COMPT (135 DIA.) B [4MM DIA. ]
[3MM DIA. ]
#6 STR. (184 DIA.) ;
[5MM DIA. ] 6 STR. (184 DIA.) )
#4 SOL. (204 DIA ) ‘ [5MM DIA. ]
6 (198 DIA.) [5MM DIA. ] 4 SOL. (. 204 DIA.)
YSU25R4W | 1683358 [SMM DIA. ] 6-1 5 STR. (. 206 DIA.) ; [5MM DIA. ] ‘ BLUE
[5MM DIA. ] 85 STR. (206 DIA.) )
#4 COMPT (214 DIA.) B [5MM DIA. ]
[5MM DIA. ]
170 STR. (.368 DIA.) $4 STR. (.232 DIA.) ) 4 STR. (232 DIA.) )
[ONM DIA. ] 4 (250 DIA.) [6MM DIA. ] [6MM DIA. ]
6-
170 (398 DIA)| . 2/0 COMPT (.376 DIA.) 170 STR.(.368 DIA.) [6MM DIA. ] #2 SOL. (.258 DIA.) #2 SOL. (258 DIA.)
YSUZSR2W | 168339 C1oMM DIA.] | 6 [1OMM DIA. ] T [9MM DIA. ] T | YELLOW 4 (.257 DIA.) - [7MM DIA. ] ! [7MM DIA. ] ! ORANGE
170 COMPT (336 DIA.) [TMM DIA. ) #3 STR. (260 DIA ) ) 3 STR. (260 DIA.) )
[OMM DIA. ] [7MM DIA. ] L7MM DIA. )
B STR. (328 DIA.) )
[8MM DIA. ] 1 STR. (328 DIA.) )
2 (316 DIA.) - $2 STR. (.292 DIA.) ) [8MM DIA. ]
[8MM DIA. ] [7MM DIA. ] 2 STR. (292 DIA.)
YSUZSReR | 168328 42 (.325 DIA.) 2| #1 COMPT (1299 DIAL) N [7MM DIA. ] T RED
[8MM DIA. ] [8MM DIA. ] 2 STR. (320 DIA.) ;
42 COMPT (268 DIA.) N [8MM DIA. ]
[7MM DIA. ]
170 STR. (.368 DIA.)
[ONM DIA. ]
v
170 (398 DIA.) ) 2/0 COMPT (.376 DIA.) 170 STR. (368 DIA.)
YSUZ5R25R | 168398 [IOMM DIA. ] 6-1 LIOMM DIA. ] I [9MM DIA. ] L YELLOW v
170 COMPT (.336 DIA.) 87 | 200 | o3
' v v v v v [9MM DIA.] (221 | 1510 | (11
NOTES .
[ BARREL 1S PARTIALLY FILLED WITH PENETROX™ AND SEALED IN POLYBAG.
2. SCRATCH BRUSHING OF ALUMINUM CONDUCTORS, BEFORE MAKING INSTALLATIONS, IS RECOMMENDED
3. THE END OF THE LINKIT'™ THAT ACCOMMODATES STRANDED CABLE WILL ALSO ACCOMMODATE THE SAME §IZE
NEUTRAL CONDUCTOR OF COPPER OR ALUMINUM SERVICE ENTRANCE CABLE.
EXAMPLE: THE #6 NEUTRAL OF SERVICE ENTRANCE CABLE CAN BE ACCOMMOCATED IN THE LINKIT™ ELEMENT
THAT ACCOMMODATES #6 STR. CABLE
[£> THO CRIMPS MADE S IMULTANEOUSLY
[3> THESE LINKITS™ CAN BE INSTALLED WITH KEARNEY TOOLS USING 5/8" GROOVE R
' TO ORDER BURNDY® PRODUCTS CALL ITEM NO N/A
AT W0 YSUZ5R—— (TABLE)
[> ALL CONNECTORS ARE COLOR CODED TO PERMIT VISUAL CONDUCTOR RANGE IDENTIFICATION. UNITED STATES DRAWN 57 W)W 08110767
| -800-346-4175 (LONDONDERRY, NH) CHECKER: ERD 08/10/62
e DSN APPVL: ESR 08/12/62 m
_ [I> CATALOG #PT6515 ADAPTOR IS REQUIRED TO USE "U* DIES IN Y45 SERIES TOOLS. DA DSN APPIL; ESR 62
§| [8> CATALOG #PUADP-1 ADAPTOR IS REQUIRED TO USE *U* DIES IN Y46 SERIES TOOLS | 8003616975 (QUEBEC) S I T R TATTEE
S - : 1-800-387-6481 (ALL OTHER PROVINCES)  [WKT APPVL: L.HERROL 0710795 TSCRLEN/E
| 9. DIMENSIONS IN BRACKET [ 1 ARE IN MILLIMETERS ROUNDED OFF TO THE NEAREST MILLIMETERS, — FOR PRODUCT INFO: http://www.burndy.com |[PROJECT #: —- SIZE $D052025
> REV DATE DESCRIPTION ECO | BY |C'H'K ICUMENT TYPE: Sal
2| " UNLESS OTHERWISE NOTED, AND ARE FOR REFERENCE ONLY. e o i) ST ©
8 7 1 6 5 1 4 3 1 2 1






