
www.crouse-hinds.com    US: 1-866-764-5454    CAN: 1-800-265-0502    Copyright©  2015 Commercial Products Catalog

V
aporproof

Vaporproof Lighting

Features: Certifications and Compliances:

VAPORPROOF FIXTURES – GASKETED, CORROSION-RESISTANT
DIE CAST CONSTRUCTION, GLASS GLOBES, DIE CAST GUARDS, UL LISTED

TP7600, 
TP7601

TP7800, 
TP7801,
TP7860

TP7610, 
TP7611,
TP7805

TP7620, 
TP7621

TP7810, 
TP7811

TP7630, 
TP7815

TP7640 TP7820 TP7650, 
TP7825

*Suitable for base-up applications.

Cat. # Description
Hole        
Size

Incandescent 
Watts

SBCFL   
Watts

Std. Unit 
Carton

Wt. Lbs.        
Per 100

4” Box Mounted

TP7600* 1/2” 27 1
TP7601 3/4” 27 1
TP7800 1/2” 42 1 516.7
TP7801 3/4” 42 1
TP7860 1/2” 13 - 1
TP7610 1/2” 27 1 258.3
TP7611 3/4” 27 1
TP7805 1/2” 42 1 283.3
Pendant Mount

TP7620 1/2” 27 1
TP7621 3/4” 27 1
TP7810 1/2” 42 1
TP7811 3/4” 42 1
TP7630 1/2” 27 1
TP7815 1/2” 42 1 258.4
Surface Mount, Fits 3” & 4” Round Boxes

TP7640 - 27 1
TP7820 - 42 1 333.3
TP7650 - 27 1 216.7
TP7825 - 42 1
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Vaporproof Lighting

VAPORPROOF COMPONENTS

Pendant Ceiling Box Cap Ceiling Box Right Angle Right Angle/Box

TP7670, TP7835 TP7845

Cat. # Description
Incandescent 
Watts

SBCFL         
Watts

Std. Unit    
Carton

Wt. Lbs.          
Per 100

Right Angle Bracket Fixtures

TP7660 27 1
TP7830 42 1 516.7
TP7670 27 1
TP7835 42 1
Box Mounted

TP7680 27 1
TP7840 42 1
TP7845 42 1

Cat. # Description
Incandescent 
Watts

SBCFL         
Watts

Std. Unit    
Carton

Wt. Lbs.          
Per 100

Pendant Cap, Porcelain Socket, Gasket & Screws

TP7496 1/2” 27 18
TP7497 3/4” 27 18
TP7498 1/2” 42
TP7499 3/4” 42
Ceiling Box Cap, Socket, Gasket & Screws

TP7447 27 12
TP7479 42 12
Ceiling Mount Box with Gaskets, Porcelain Socket & Screws

TP7450 1/2” 27
TP7478 3/4” 27
TP7451 1/2” 42
TP7479 3/4” 42
Right Angle Bracket, Gasket, Socket & Screws

TP7445 27 21
TP7446 42 6 12
Right Angle Bracket, Attached Box, Gasket, Socket & Screws

TP7440 1/2” 27 1 3
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VAPORPROOF FIXTURE ACCESSORIES

TP7460 - TP7466 TP7468 - TP7472 TP7474, TP7475 TP7476 TP7477

Vaporproof Lighting

Dimensions (200 Watt):

Dimensions (100 Watt):

Cat. # Description
Incandescent 
Watts

SBCFL         
Watts

Std. Unit    
Carton

Wt. Lbs.          
Per 100

TP7460 27 12
TP7462 27 12
TP7463 27 12
TP7464 27 12
TP7466 42 6
TP7468 75 - 12 58.4
TP7469 - 12 58.4
TP7470 Lexan Red Prismatic 75 - 12 58.4
TP7471 Lexan Amber Prismatic 75 - 12 58.4
TP7472 75 - 12 58.4
TP7474 27 12
TP7475 42 6 183.4
TP7476 27 12 62.5
TP7477 Adapter Plate - - 12 62.5

Cat. # Length Overall Width Depth

TP7830 121/2” 51/2” 61/8”
TP7840 121/2” 51/2” 8”
TP7820 71/2” 41/2” -
TP7810 111/2” 51/2” -
TP7800 3/4” 51/2” -
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Photoelectric Lighting

Applications: Features:

flashes

PHOTOELECTRIC LIGHTING CONTROLS

TP7925 TP7927

Cat. # Description
Std. Unit                                
Pkg.

Wt. Lbs.                                    
Per 100

TP7925 8.3
TP7927 8.3


