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Type FDPW Fusible Panelboard
Switch
FDPW325R

UPC:786679913253

Dimensions:
Height: 10.5 IN●

Length: 25 IN●

Width: 16.5 IN●

Weight:45.2 LB

Notes:For cable-in/cable-out application of a branch
switch, additional terminals are required. Order
terminal kit TA750FDPW. Kit contains 3 terminals
and hardware

Warranties:
 Eaton Selling Policy 25-000, one (1) year from
the date of installation of the Product or
eighteen (18) months from the date of shipment
of the Product, whichever occurs first.

●

Specifications:
Type: Fusible panelboard switch●

Amperage Rating: 400A●

Connection: Branch●

Fuse Class Provision: Class R fuses●

Interrupt Rating: 200 kAIC at 240 Vac, 10
kAIC at 250 Vdc

●

Max Hp Rating: 125 hp at 240 Vac, 50 hp at
250 Vdc

●

Number Of Poles: Three-pole●

Switch Type: FDPW, Single, horizontal●

Voltage Rating: 240 Vac, 250 Vdc●

Wire Size: (1) 250-750 kcmil or (2) #3/0 AWG-
250 kcmil

●

Supporting documents:
Type FDPW Fusible Panelboard Switches 29-●
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http://www.eaton.com/ecm/groups/public/@pub/@electrical/documents/content/985829573500.pdf
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Certifications: No Data

Product compliance: No Data
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