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Rigid and IMC Conduit Bodies
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Rigid and IMC Conduit Bodies

Type LB

Threaded bodies for rigid conduit or IMC allow access for
inspection, pulling and maintenance.

File No. E11077

File No. 702847 (LB-41CG thru LB-51CG)

Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.

LB-41CG 1/2” 10 60
LB-42CG 3/4” 10 60
LB-43CG 1” 5 30
LB-44CG 1 1/4” 2 10
LB-45CG 1 1/2” 2 10
LB-46CG 2” 1 6
LB-47CG 2 1/2” --- 1
LB-48CG 3” --- 1
LB-49CG 3 1/2” --- 1
LB-50CG 4” --- 1

Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.

LB-41 1/2” 10 60
LB-42 3/4” 10 60
LB-43 1” 5 30
LB-44 1 1/4” 2 10
LB-45 1 1/2” 2 10
LB-46 2” 1 6
LB-47 2 1/2” --- 1
LB-48 3” --- 1
LB-49 3 1/2” --- 1
LB-50 4” --- 1

Malleable Iron
Catalog Trade Unit Std.
Number Size Qty. Pkg.

LB-61 1/2” 5 50
LB-62 3/4” 5 50
LB-63 1” 2 20
LB-64 1 1/4” 2 10
LB-65 1 1/2” 2 10
LB-66 2” 1 6
LB-67 2 1/2” --- 1
LB-68 3” --- 1
LB-69 3 1/2” --- 1
LB-70 4” --- 1

Combination Type LB

Units are threaded for use with rigid as well as set screws for
use with EMT. Preassembled with cover and gasket.

File No. E11077

Listed Raintight when used with rigid conduit.

Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.

LB-41CGC 1/2” 10 60
LB-42CGC 3/4” 10 60
LB-43CGC 1” 5 30
LB-44CGC 1 1/4” 2 10
LB-45CGC 1 1/2” 2 10
LB-46CGC 2” 1 6


