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 Country * - Select -
United States (Estados Unidos)
Canada
Afghanistan
Albania
Algeria
American Samoa
Andorra
Angola
Anguilla
Antartica
Antigua and Barbuda
Argentina
Armenia
Aruba
Australia
Azerbaijan
Bahamas
Bahrain
Bangladesh
Barbados
Беларусь (Belarus)
Belgien/Belgique (Belgium)
Belize
Benin
Bermuda
Bhutan
Bolivia
Bonaire, Sint Eustatius and Saba
Bosnia and Herzegovina
Bouvet Island
Botswana
Brasil (Brazil)
British Indian Ocean Territory
Brunei Darussalam
Bulgaria
Burkina Faso
Burundi
Cambodia
Cameroon
Cape Verde
Cayman Islands
Central African Republic
Česká republika (Czech Republic)
Chad
Chile
中国 (China)
Christmas Island
Città Di Vatican
Cocos (Keeling) Islands
Cook Islands
Colombia
Comoros
Congo
The Democratic Republic of Congo
Costa Rica
Croatia
Cyprus
Côte D'Ivoire
Danmark (Denmark)
Deutschland (Germany)
Djibouti
Dominica
Ecuador
Egypt
El Salvador
Equatorial Guinea
Eritrea
España (Spain)
Estonia
Ethiopia
Faroese Føroyar
Fiji
France
French Southern Territories
French Guiana
Gabon
Gambia
Georgia
Ghana
Gilbralter
Greece
Greenland
Grenada
Guatemala
Guadeloupe
Guam (USA)
Guinea
Guinea-Bissau
Guyana
Haiti
Heard Island and McDonald Islands
Honduras
Hong Kong
Hungary
Iceland
India
Indonesia
Iraq
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Islas Malvinas
Italia (Italy)
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日本 (Japan)
Jordan
Kazakhstan
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Kiribati
대한민국 (Korea, Republic of)
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Kyrgyzstan
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Lebanon
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Lithuania
Luxembourg
Macao
Macedonia
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Malawi
Malaysia
Maldives
Mali
Malta
Marshall Islands
Martinique
Mauritania
Mauritius
Mayotte
México (Mexico)
Micronesia
Moldova
Monaco
Mongolia
Montenegro
Monserrat
Morocco
Mozambique
Myanmar
Namibia
Nauru
Nederland (Netherlands)
Netherlands Antilles
Nepal
New Caledonia
New Zealand
Nicaragua
Niger
Nigeria
Niue
Norge (Norway)
Norfolk Island
Northern Mariana Islands
Oman
Österreich (Austria)
Pakistan
Palau
Palestine
Panama
Papua New Guinea
Paraguay
Perú (Peru)
Philippines
Pitcairn Island
Puerto Rico
Россия (Russia)
Polska (Poland)
Polynesia (French)
Portugal
Qatar
República Dominicana (Dominican Republic)
Réunion
România (Romania)
Rwanda
Saint Helena
Saint Pierre and Miquelon
Saint Kitts and Nevis
Saint Lucia
Saint Vincent and The Grenadines
San Marino
Sao Tome and Principe
Saudi Arabia
Schweiz (Switzerland)
Senegal
Serbia
Seychelles
Sierra Leone
Singapore
Slovakia
Slovenia
Solomon Islands
Somalia
South Africa
South Georgia and The South Sandwich Islands
South Sudan
Sri Lanka
Sudan
Suomi (Finland)
Suriname
Svalbard and Jan Mayen
Sverige (Sweden)
Swaziland
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Turkmenistan
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Tuvalu
Uganda
Ukraine
United Arab Emirates
United Kingdom
United States Minor Outlying Islands
Uruguay
Uzbekistan
Vanuatu
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Wallis and Futuna
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Yemen
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Fluke Ti32 Infrared Camera
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  Key features
Superior image quality
	Delivers the clear, crisp images needed to find problems fast with its 320 x 240 sensor.
	Identify even the smallest temperature differences that could indicate problems with thermal sensitivity (NETD)
	Automatic alignment (parallax correction) of visual and infrared images with Fluke patented IR-Fusion®
	Optional telephoto and wide angle lenses available for added versatility and special applications. (easily installable in the field)

Easy to use
	Field replaceable batteries give you maximum flexibility no matter where your work takes you.
	Intuitive, three-button menu is easy to use—simply navigate with the push of a thumb.
	No need to carry pen and paper—record findings by speaking into the imager. Voice annotations can be recorded with every image you take. Voice comments are saved along with individual images for future reference.
	One-handed focus capability, emissivity correction, reflected background temperature compensation, and transmission correction increase the accuracy of measurements in most situations.
	Adjustable hand strap for left-or right-handed use.
	Everything needed to get started is included.

Rugged
	Optimized for field use in challenging work environments.
	Engineered and tested to withstand a 2 m (6.5 ft) drop for the ultimate peace of mind - When was the last time you dropped a tool or piece of equipment?
	Withstands dust and water—tested to an IP54 rating.
	Manufactured in the U.S.A.



 Manuals
   This product is discontinued or reclassified
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 Product overview: Fluke Ti32 Infrared Camera
When You Need to See the Smallest Visual and Thermal Details from Short or Long Distances
The Ti32 combines powerful 320 x 240 resolution with IR-Fusion® Technology, the blending of digital and infrared images into a single image, delivering strikingly crisp detailed images, making problem detection extremely easy.  Identifying issues and easily reporting findings can be a challenge. AutoBlend™ lets you make a difference with each thermal inspection every time, as it gives you the ability to identify issues and report easier with partially transparent images.
Powerful and Versatile for Advanced Infrared Troubleshooting
If you are performing electrical and mechanical applications, including switch gear and utility inspections, the Ti32 is ideal for you. That’s because it has thermal sensitivity of ≤ 0.045 °C at 30 °C (45 mK) and a temperature range from -20 ° to 600 °C (-4 ° to 1112 °F) .  Stop relying on pen and paper – let the voice annotation feature make documenting specific details easier than ever. For added versatility in your special applications, add our field-installable telephoto and wide angle lenses.
For applications that require a high temperature range and low thermal sensitivity (NETD), the Ti400 is an alternative choice. It features wireless connectivity for quick and easy sharing of images, LaserSharp® Auto Focus for consistently in-focus images – every, single, time and a ruggedized high resolution 640 x 480 capacitive touch screen for quick menu navigation.
As always, Fluke SmartView® software is included at no additional charge.




 Specifications: Fluke Ti32 Infrared Camera
	Temperature
	Temperature measurement range (not calibrated below -10 °C)	-20 °C to +600 °C (-4 °F to +1112 °F)
	Temperature measurement accuracy	±2 °C or 2% (at 25 °C nominal, whichever is greater)
	On-screen emissivity correction	Yes
	On-screen reflected background temperature compensation	Yes
	On-screen transmission correction	Yes
	Imaging Performance
	Image capture frequency	9 Hz refresh rate or 60 Hz refresh rate depending upon model variation
	Detector type	320 X 240 Focal Plane Array, uncooled microbolometer
	Thermal sensitivity (NETD)	≤ 0.045 degrees C and 45 mK
	Total pixels	76,800
	Infrared spectral band	7.5 μm to 14 μm (long wave)
	Visual (visible light) camera	Industrial performance 2.0 megapixel
	Minimum focus distance	46 cm (approx. 18 in)
	Standard infrared lens type	Field of view 	23 ° x 17 °
	Spatial resolution (IFOV)	1.25 mRad
	Minimum focus distance	15 cm (approx. 6 in)
	Optional telephoto infrared lens type	Field of view 	11.5 ° x 8.7 °
	Spatial resolution (IFOV)	0.63 mRad
	Minimum focus distance	45 cm (approx. 18 in)
	Optional wide-angle infrared lens type	Field of view 	46 ° x 34
	Spatial resolution (IFOV)	2.50 mRad
	Minimum focus distance	7.5 cm (approx. 3 in)
	Focus mechanism	Manual, one-handed Smart Focus capability
	Image Presentation
	Palettes	Standard 	Ironbow, blue-red, high contrast, amber, amber inverted, hot metal, grayscale, grayscale inverted
	Ultra Contrast™	Ironbow ultra, blue-red ultra, high contrast ultra, amber ultra, amber inverted ultra, hot metal ultra, grayscale ultra, grayscale inverted
	Level and span	Smooth auto-scaling and manual scaling of level and span
	Fast auto toggle between manual and auto modes	Yes
	Fast auto-rescale in manual mode	Yes
	Minimum span (in manual mode)	2.5 °C (4.5 °F)
	Minimum span (in auto mode)	5 °C (9 °F)
	IR-Fusion® Information
	Automatically aligned (parallax corrected) visual and IR blending	Yes
	Picture-in-picture (PIP)	Three levels of on-screen IR blending displayed in center of LCD
	Full screen infrared	Three levels of on-screen IR blending displayed in center of LCD
	Color alarms (temperature alarms)	High-temperature alarm (user-selectable)
	Image Capture and Data Storage
	Image capture, review, save mechanism	The Ti32 allows user to adjust palette, blending, level, span, IR-Fusion® mode, emissivity, and reflected background temperature compensation, and transmission correction on a captured image before it is stored.
	Voice annotation	60 seconds maximum recording time per image; reviewable playback on imager
	Storage medium	One-handed image capture, review, and save capability
	File formats	SD Memory Card (2 GB memory card will store at least 1200 fully radiometric (.is2) IR and linked visual images each with 60 seconds voice annotations, or 3000 basic bitmap (.bmp) images, or 3000 jpeg (.jpeg) images; transferrable to PC via included multi-format USB card reader
	Export file formats w/SmartView® software	Non-radiometric (.bmp) or (.jpeg) or fully-radiometric (.is2)
No analysis software required for non-radiometric (.bmp and .jpeg) files
	General Specifications
	Operating temperature	-10 °C to +50 °C (14 °F to 122 °F)
	Storage temperature	-20 °C to +50 °C (-4 °F to 122 °F) without batteries
	Relative humidity	10% to 95% non-condensing
	Display	9.1 cm (3.7 in) diagonal landscape color VGA (640 x 480) LCD with backlight and clear protective cover
	Controls and adjustments	User selectable temperature scale ( °C/ °F)
Language selection
Time/Date set
Emissivity selection
Reflected background temperature compensation
Transmission correction
User selectable hot spot and cold spot, and center point on the image (other custom markers and shapes in SmartView® software)
High temperature alarm
User selectable backlight: "Full Bright" or "Auto"
Information display preference
	Software	SmartView® full analysis and reporting software included
	Batteries	Two lithium ion rechargeable smart battery packs with five-segment LED display to show charge level
	Battery life	Four+ hours continuous use per battery pack (assumes 50% brightness of LCD)
	Battery charge time	2.5 hours to full charge
	AC battery charging	Two-bay AC battery charger (110 V AC to 220 V AC, 50/60 Hz) (included), or in-imager charging. AC mains adapters included. Optional 12 V automotive charging adapter.
	AC operation	AC operation with included power supply (110 V AC to 220 V AC, 50/60 Hz). AC mains adapters included.
	Power saving	Sleep mode activated after five minutes of inactivity, automatic power off after 30 minutes of inactivity
	Safety standards	CSA (US and CAN): C22.2 No. 61010-1-04, UL: UL STD 61010-1 (2nd Edition), ISA: 82.02.01
	Electromagnetic compatibility	Meets all applicable requirements in EN61326-1:2006
	C Tick	IEC/EN 61326-1
	US FCC	CFR 47, Part 15 Class B
	Vibration	0.03 g²/Hz (3.8 grms), IEC 68-2-6
	Shock	25 g, IEC 68-2-29
	Drop	2 m (6.5 ft) with standard lens
	Dimensions (H x W x L)	27.7 x 12.2 x 17.0 cm (10.9 x 4.8 x 6.7 in)
	Weight (battery included)	1.05 kg (2.3 lb)
	Enclosure rating	IP54 (protected against dust, limited ingress; protection against water spray from all directions)
	Warranty	Two-years (standard)
	Recommended calibration cycle	Two-years (assumes normal operation and normal aging)
	Supported languages	Czech, English, Finnish, French, German, Italian, Japanese, Korean, Polish, Portuguese, Russian, Simplified Chinese, Spanish, Swedish, Traditional Chinese, and Turkish






 Reviews: Fluke Ti32 Infrared Camera
  Rated 5 out of 5  by MichaelS from Nice IR camera! This IR camera is easy to use, takes great images and the reporting software is less cumbersome than others I have used. A great value and a great little cameraDate published: 2016-12-07









  Rated 5 out of 5  by joe123 from The Ti32 has outperformed our expectations At our company we us the Ti32 for finding process issues. We can accurately find process issues by monitoring the variations of the temperatures on the outside of the vessels.Date published: 2016-12-07

  Rated 5 out of 5  by AEM1 from Works Great Our company uses 2 of the these to check equipment for our customers. These cameras work great & provide accurate readings for preventative maintenance.Date published: 2016-11-17

  Rated 5 out of 5  by Skisareus5 from Excellent product! The Fluke TI32 is by far the best camera in it's price bracket. We use ours for home inspection as well as electrical inspections. The other brand had more bells and whistles but this camera has a far superior image combined with the free software!Date published: 2016-07-25

  Rated 5 out of 5  by Kuloping from My Ti-32 makes me look good in front of the boss The Ti-32 is a superb thermal imager. I use it to study manufacturing processes that require heating and cooling of a broad range of materials.
The images from this imager are truly amazing and the high resolution provides insight on thermodynamic nuances that you simply cannot get with a lower resolution imager.
And, like every other piece of Fluke kit that I've ever used, the Ti-32 is really easy to use. Buttons and menus make logical sense and after a few hours of use, I was navigating the different features without a second thought.
And to put the Fluke Ti-32 in a league of it's own is the SmartView software that makes most other thermal imager software look lame. And best of all, Fluke provides the software at no charge, where some of their esteemed competitors charge a stiff price.
I really can't say enough good things about the Ti-32. Fluke has obviously listened very closely to what their customers needed and have filled the need at a fair affordable price.
Thanks Fluke, you're making me look good!!Date published: 2013-03-16

  Rated 5 out of 5  by Kuloping from My Ti-32 makes me look good in front of the boss The Ti-32 is a superb thermal imager. I use it to study manufacturing processes that require heating and cooling of a broad range of materials.
The images from this imager are truly amazing and the high resolution provides insight on thermodynamic nuances that you simply cannot get with a lower resolution imager.
And, like every other piece of Fluke kit that I've ever used, the Ti-32 is really easy to use. Buttons and menus make logical sense and after a few hours of use, I was navigating the different features without a second thought.
And to put the Fluke Ti-32 in a league of it's own is the SmartView software that makes most other thermal imager software look lame. And best of all, Fluke provides the software at no charge, where some of their esteemed competitors charge a stiff price.
I really can't say enough good things about the Ti-32. Fluke has obviously listened very closely to what their customers needed and have filled the need at a fair affordable price.
Thanks Fluke, you're making me look good!!Date published: 2013-03-16

  Rated 5 out of 5  by grspider from Simply the best imager at this price point I'm an electronics engineer dealing mostly with automation equipment and after much hesitation I've taken the step and bought this instrument not for professional but personal use. In this sense, I don't expect it to pay itself off, just to make my life easier in troubleshooting. And I dare say that after almost two months of use it has accomplished exactly that. It is a must for preventive maintenance and extremely easy to use if you're only comparing temperature differences and not interested in the extreme measuring accuracy it's capable of. The theory behind it certainly not simple and I'm slowly getting acquainted with the physics involved, but the fact that fluke has delivered such a simple to use tool with incredible image quality and extensive post-processing options at this price point is just unbelievable.Date published: 2012-06-22

  Rated 5 out of 5  by grspider from Simply the best imager at this price point I'm an electronics engineer dealing mostly with automation equipment and after much hesitation I've taken the step and bought this instrument not for professional but personal use. In this sense, I don't expect it to pay itself off, just to make my life easier in troubleshooting. And I dare say that after almost two months of use it has accomplished exactly that. It is a must for preventive maintenance and extremely easy to use if you're only comparing temperature differences and not interested in the extreme measuring accuracy it's capable of. The theory behind it certainly not simple and I'm slowly getting acquainted with the physics involved, but the fact that fluke has delivered such a simple to use tool with incredible image quality and extensive post-processing options at this price point is just unbelievable.Date published: 2012-06-22
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 Resources: Fluke Ti32 Infrared Camera
  Manuals (3) 

	 Ti32, TiR32, Ti29, TiR29, Ti27, TiR27 | Users manual
	 FLK-TI-SBC3 | Instruction sheet
	 FLK-TI-SBP3 | Instruction sheet




  Other (1) 

	 Basic Troubleshooting of Camera Performance and Operation Issues on the Fluke Ti32-Ti29-Ti27-TiR32-TiR29-TiR27 Thermal Imagers




  Data sheets (1) 

	 TI32, TI29 And TI27 Data Sheet




  Application notes (1) 

	 TI;TOP 6 Places To Spot Energy Wastes




  Software (1) 

	 Download Fluke thermal imaging software




  Related links (1) 

	 FOV Calculator




  Register products 

	 Register product







 Accessories: Fluke Ti32 Infrared Camera
Thermal imaging and IR lenses (1)

	Wide Angle Infrared Lens
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  TECH SUPPORT
Contact Fluke technical support.
[email protected]



   CALL SALES
1-888-492-7540
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