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 Country * - Select -
United States (Estados Unidos)
Canada
Afghanistan
Albania
Algeria
American Samoa
Andorra
Angola
Anguilla
Antartica
Antigua and Barbuda
Argentina
Armenia
Aruba
Australia
Azerbaijan
Bahamas
Bahrain
Bangladesh
Barbados
Беларусь (Belarus)
Belgien/Belgique (Belgium)
Belize
Benin
Bermuda
Bhutan
Bolivia
Bonaire, Sint Eustatius and Saba
Bosnia and Herzegovina
Bouvet Island
Botswana
Brasil (Brazil)
British Indian Ocean Territory
Brunei Darussalam
Bulgaria
Burkina Faso
Burundi
Cambodia
Cameroon
Cape Verde
Cayman Islands
Central African Republic
Česká republika (Czech Republic)
Chad
Chile
中国 (China)
Christmas Island
Città Di Vatican
Cocos (Keeling) Islands
Cook Islands
Colombia
Comoros
Congo
The Democratic Republic of Congo
Costa Rica
Croatia
Cyprus
Côte D'Ivoire
Danmark (Denmark)
Deutschland (Germany)
Djibouti
Dominica
Ecuador
Egypt
El Salvador
Equatorial Guinea
Eritrea
España (Spain)
Estonia
Ethiopia
Faroese Føroyar
Fiji
France
French Southern Territories
French Guiana
Gabon
Gambia
Georgia
Ghana
Gilbralter
Greece
Greenland
Grenada
Guatemala
Guadeloupe
Guam (USA)
Guinea
Guinea-Bissau
Guyana
Haiti
Heard Island and McDonald Islands
Honduras
Hong Kong
Hungary
Iceland
India
Indonesia
Iraq
Ireland
Israel
Islas Malvinas
Italia (Italy)
Jamaica
日本 (Japan)
Jordan
Kazakhstan
Kenya
Kiribati
대한민국 (Korea, Republic of)
Kuwait
Kyrgyzstan
Laos
Latvia
Lebanon
Lesotho
Liberia
Libya
Liechtenstein
Lithuania
Luxembourg
Macao
Macedonia
Madagascar
Malawi
Malaysia
Maldives
Mali
Malta
Marshall Islands
Martinique
Mauritania
Mauritius
Mayotte
México (Mexico)
Micronesia
Moldova
Monaco
Mongolia
Montenegro
Monserrat
Morocco
Mozambique
Myanmar
Namibia
Nauru
Nederland (Netherlands)
Netherlands Antilles
Nepal
New Caledonia
New Zealand
Nicaragua
Niger
Nigeria
Niue
Norge (Norway)
Norfolk Island
Northern Mariana Islands
Oman
Österreich (Austria)
Pakistan
Palau
Palestine
Panama
Papua New Guinea
Paraguay
Perú (Peru)
Philippines
Pitcairn Island
Puerto Rico
Россия (Russia)
Polska (Poland)
Polynesia (French)
Portugal
Qatar
República Dominicana (Dominican Republic)
Réunion
România (Romania)
Rwanda
Saint Helena
Saint Pierre and Miquelon
Saint Kitts and Nevis
Saint Lucia
Saint Vincent and The Grenadines
San Marino
Sao Tome and Principe
Saudi Arabia
Schweiz (Switzerland)
Senegal
Serbia
Seychelles
Sierra Leone
Singapore
Slovakia
Slovenia
Solomon Islands
Somalia
South Africa
South Georgia and The South Sandwich Islands
South Sudan
Sri Lanka
Sudan
Suomi (Finland)
Suriname
Svalbard and Jan Mayen
Sverige (Sweden)
Swaziland
Taiwan
Tajikistan
Tanzania
Thailand
Timor-Leste
Tokelau
Togo
Tonga
Trinidad and Tobago
Tunisia
Türkiye (Turkey)
Turkmenistan
Turks and Caicos Islands
Tuvalu
Uganda
Ukraine
United Arab Emirates
United Kingdom
United States Minor Outlying Islands
Uruguay
Uzbekistan
Vanuatu
Virgin Islands (British)
Virgin Islands (USA)
Venezuela
Vietnam
Wallis and Futuna
Western Sahara
Western Samoa
Yemen
Zambia
Zimbabwe
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  Key features
Fluke 922 was designed and built for how (and where) you do your job, with performance, ruggedness and ease of use, setting the Fluke 922 apart from the competition. The bright white display and ruggedized holster and wrist strap let you take the Fluke 922 into less than ideal environments. The color-coded hoses help you keep track of where your readings are coming from. The simple, intuitive interface means you can measure pressure, velocity, or airflow at the push of a button. The Fluke 922 helps you analyze airflow. Easily.
	Powerful meter provides differential and static pressure, air velocity and flow readings
	Convenient colored hoses help proper interpretation of pressure readings
	Easy to use without sacrificing performance
	Bright, backlit display for clear viewing in all environments 
	User-defined duct shape and size for maximum airflow accuracy
	Resolution down to 0.001 in H2O
	99 point data storage capacity
	Min/Max/Average/Hold functions for easy data analysis
	Auto power off saves battery life



     In stock






 $869.99 


 Free shipping over $50 
 30-day Returns
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 Product overview: Fluke 922 Airflow Meter/Kit
Analyze airflow. Easily. The 922 Micromanometer.
Today’s HVAC technicians want a simple solution for diagnosing ventilation issues. Differential pressure measurements only tell part of the story. Technicians also want to measure air velocity and flow, without having to resort to expensive, difficult to use, specialist tools. The Fluke 922 makes airflow measurements easy by combining three tools: differential pressure, airflow, and velocity into a single, rugged meter.
Use the Fluke 922 micromanometer to:
	Measure pressure drops across key HVAC equipment to drive peak performance and extend equipment life
	Match ventilation to occupant loads
	Monitor indoor vs. outdoor pressure relationships and manage the building envelope
	Promote indoor comfort and quality
	Perform duct traversals for accurate airflow readings





 Specifications: Fluke 922 Airflow Meter/Kit
	Technical Specifications
	Air pressure	Range / Resolution / Accuracy	±4000 Pascals / 1 Pascal / ±1% + 1 Pascal
	±16 inH2O/ 0.001 inH2O/±1% + 0.01 inH2O
	±400 mmH2O/ 0.1 mmH2O / ±1% + 0.1 mmH2O
	±40 mbar /0.01 mbar / ±1% + 0.01 mbar
	±0.6 psi / 0.0001 psi /±1% + 0.0001 psi
	Air velocity	Range / Resolution / Accuracy	250 to 16,000 fpm / 1 fpm / ±2.5% of reading at 2000 fpm (10.00 m/s)
	1 to 80 m/s / 0.001 m/s / ±2.5% of reading at 2000 fpm (10.00 m/s)
	Air flow (volume)	Range / Resolution / Accuracy	0 to 99,999 cfm / 1 cfm / Accuracy is a function of velocity and duct size
	0 to 99,999 / 1 m3/hr / Accuracy is a function of velocity and duct size
	0 to 99,999 l/s / 1 l/s / Accuracy is a function of velocity and duct size
	Temperature	Range / Resolution / Accuracy	0°C to 50°C / ±1% + 2°C / 0.1°C
	32°F to 122°F / ±1% + 4°F / 0.1°F
	General Specifications
	Operating temperature	0°C to +50°C (+32°F to +122°F)
	Storage temperature	-40°C to +60°C (-40°F to +140°F)
	Relative humidity	0% to 90%, non-condensing
	IP rating	IP40
	Operating altitude	2000 m
	Storage altitude	12000 m
	EMI, RFI, EMC	Meets requirements for EN61326-1
	Vibration	MIL-PREF-28800F, Class 3
	Max pressure at each port	10 psi
	Data storage capacity	99 readings
	Warranty	2 years
	Power, battery life	Four AA batteries
	Battery life	280 hours without backlight, 60 hours with backlight






 Models: Fluke 922 Airflow Meter/Kit
Fluke-922/KIT













 Reviews: Fluke 922 Airflow Meter/Kit
	bvseo_sdk, p_sdk, 3.2.1
	CLOUD, getReviews, 26.15ms
	REVIEWS, PRODUCT
	bvseo-msg: HTTP status code of 404 was returned;




 Resources: Fluke 922 Airflow Meter/Kit
  Videos (1) 

	 How to Measure Differential Air Flow with the Fluke 922 Airflow Meter/Micromanometer
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  TECH SUPPORT
Contact Fluke technical support.
[email protected]



   CALL SALES
1-888-492-7540
Available M-F 6:00 AM - 5:00 PM PST
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