
Ram and Hand Pump Hydraulic Driver Kits
(Inch and Metric)

ORDERING INFORMATION
WEIGHT

CAT NO. UPC NO. DESCRIPTION LBS. kg
7646 15906 Driver with hand pump, draw studs, 20 9.1

spacer and plastic case
7306 15909 Driver, hand pump, standard punches, 24 10.9

dies and draw studs for 1/2" through
2" conduit, and plastic case

7306SB 34360 Driver, hand pump, Slug-Buster punches 24 10.9
dies and draw studs for 1/2" through 2"
conduit, adapter, spacers, Kwik Stepper®

Step Bit and plastic case
7310 15910 Driver, hand pump, standard punches, 54 24.5

dies and draw studs and spacers for 1/2"
through 4" conduit, and steel case

7310SB 34361 Driver, hand pump, Slug-Buster punches, 54 24.5
dies and draw studs for 1/2" through 2"
and 2-1/2" through 4" standard conduit size
punches, dies and draw studs, adapter,
spacers, Kwik Stepper Step Bit and steel case

7646Pg 27433 Metric - Driver, hand pump, standard Pg 24 10.9
punches, dies and draw studs and spacers for
15.2 mm through 60.0 mm, and plastic case

7646PgSB 32799 Metric - Driver, Slug-Buster Pg punches, dies 24 10.9
and draw studs for 15.2 mm through 60.00 mm,
adapter, spacers, Kwik Stepper Step Bit and
plastic case

7304 02815 Standard punch and die kit (no draw studs) for 21 9.5
2-1/2" through 4" conduit, and plastic case

38456 38456 Driver, hand pump, standard punches, dies and 48.4 22
draw studs and spacers for 1/2" through 3" and
4" conduit, and steel case.

38520 38520 Driver, hand pump, Slug-Buster punches and 48 21.8
draw studs for 1/2" through 3" and 4" conduit,
adapter, spacers, Kwik Stepper Step Bit and
steel case

PRODUCT FEATURES
• Fast, easy and simple to operate.
• Compact design for field use on construction sites

and maintenance jobs.
• Punches 10 times faster than wrench method.
• Will also drive 751 Cable Cutter head.
• Can be used with most standard round Slug-Buster®

and Slug-Splitter® punches (not 1/2", 9/16", 5/8").
• Can be used with non-round punches (adapter may

be required).
• 3-foot hose.
• Powerful 11-ton hydraulic ram.
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