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Round Tapered Aluminum/Flood Poles
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Catalog Number
Pole

Height
Wind Load Rating 1

Pole
Taper

Base
Sq.

Anchor
Bolt
Size2

Bolt
Circle 2

Bolt.
Proj. 

Pole
Weight80 MPH 100 MPH

ft m EPA EPA lbs kg
Standard Duty Group 1

RTA-CO6N5-020 20 6.1 10.4 6.4 4.5x6” 9.75” 3/4x30x3 9-10 4” 90 40.8
RTA-CO7N5-025 25 7.6 10.5 6.3 4.5x7” 10.50” 1x36x4 10-11 4.25” 120 54.4
RTA-CO8N5-030 30 9.1 10.7 6.2 4.5x8” 11.25” 1x36x4 11-12 4.25” 150 68.0
RTA-CO8J5-035 35 10.7 11.0 6.3 4.5x8” 11.25” 1x36x4 11-12 4.25” 235 106.6
RTA-C10N5-040 40 12.2 11.6 6.5 6x10” 14.00” 1x48x4 14-15 4.75” 280 127.0

Heavy Duty Group 2
RTA-CO8N5-020 20 6.1 22 14 4.5x8” 11.25” 1x36x4 11-12 4.25” 105 47.6
RTA-CO8L5-025 25 7.6 18.5 11.3 4.5x8” 11.25” 1x36x4 11-12 4.25” 150 68.0
RTA-C10N5-030 30 9.1 20.5 12.8 6x10” 14.00” 1x48x4 14-15 4.75” 220 99.8
RTA-C10L5-035 35 10.7 18.9 11.4 6x10” 14.00” 1x48x4 14-15 4.75” 285 129.3
RTA-C10J5-040 40 12.2 17.2 10.0 6x10” 14.00” 1x48x4 14-15 4.75” 365 165.6

1 Maximum allowable EPA is based on steady winds of 80 and 100 MPH with gusts to 104 and 130 MPH respectively; Published allowable EPA values based upon calculations of Spaulding 
Lighting; Allowable EPA values for projects requiring AASHTO methodology are available upon request

2 Factory supplied templates must be used when setting anchor bolts; Hubbell Lighting will deny any claim for incorrect anchorage placement resulting from failure to use factory supplied 
template; Note: Vibration damper available, consult factory

Note: Seventh digit in catalog number is pole thickness: N = 0.188”, L = 0.219”, J = 0.250”

OPTIONS: Factory Installed

Suffi x Description
-Q18 Weatherproof receptacle

-Q22 Extra hand hole

-Q26 1/2” Coupling

-Q27 3/4” Coupling

-Q30 2” Coupling

-LAB Less anchor bolts
   
Note: Specify location using logic found in pole introduction pages; 
 The location of all options must start a minimum of one foot 
above   the hand hole, located one foot apart from one another 
and in one   foot increments; Consult factory for any 
exceptions

ORDERING INFORMATION: Brackets

Catalog Number

Maximum Loading

Description
Bracket

Fixture 
Qty.

Weight

lbs kg Wt. lbs EPA
AFB-1 1 105 47.6 Single tenon bracket 5 -

AFB-21 2 105 47.6 Two tenons at 180° 8 0.7

AFB-31 3 85 38.6 Three tenons at 180° 10 1.3

AFB-32 3 85 38.6 Three tenons at 120° 13 1

AFB-41 4 85 38.6 Four tenons at 180° 14 1.9

AFB-43 4 85 38.6 Four tenons at 90° 17 1
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Top Plate
6 3/4'' SQ. 
(172 mm)

18''
(457 mm)

Handhole

Bolt 
CircleA B C

5” 5.25” sq. 6.75” sq.
AFB-1 127 mm 133 mm 172 mm

5” 33” 16.5”
AFB-21 127 mm 838 mm 419 mm

48” 24” 5”
AFB-43 1219 mm 610 mm 127 mm

Note Other confi gurations available; See bracket list above

ORDERING INFORMATION

• For use with fl oodlights and architectural 
luminaires.

• Natural aluminum fi nish standard
• One-piece construction

• 2 3/8’’ OD tenon - tenon bracket accessory 
required

• Hand hole included (6” diameter pole =  
3" x 5", all others = 4” x 6”) 

• Cast nut covers

• Ground provision standard
• Four L shaped galvanized anchor bolts  

(4-bolt design)
• Template included


