BARE COPPER
CONDUCTORS

EPDM
CONDUCTORS

BLACK VIPER™
CPE JACKET

APPLICATIONS suitable for use as follows:

e Portable tools and equipment
/ e Portable appliances

e Small motors and associated machinery

STANDARDS & REFERENCES

e UL Standard 62 for Flexible Cords

e CSA Standard 22.2 No.49 for Flexible Cords

e Mine Safety and Health Administration (MSHA) Flame Resistance for Mining Applications
e RoHS Compliant

e Federal and Military Specification JC-580B

e NEC Article 400

e OSHA

CONSTRUCTION

e Conductors:

— 18 through 10 AWG fully annealed stranded bare copper per ASTM B-174
Excellent Resistance * Insulation:
to 0il and Moisture Premium-grade, color-coded, 90°C EPDM
e Jacket:

Good Tensile Strength, Viper™, black

Elongation and Aging
Characteristics Temperature range: -40°C to +90°C
. . e Sample Jacket Marking:
High Flexibility SOUTHWIRE VIPER™ (S) 3/C 12 AWG (3.31 mm?) SJOOW (UL) 600V (-40°C TO +90°C)
Excellent Abrasion WATER RESISTANT CSA FT-2 P-123-103-MSHA RoHS MADE IN USA
Resistance
Water Resistant PACKAGING
UL Listed and CSA * 250' (76.2 m), 500' (152.4 m), 1000' (304.8 m)

Certified for Indoor

and Outdoor Use e QOther put-ups available on special order

oes ° ®
i seé. outhwire (@ @ MSHA  sreen®spec IPER'
o OEM Division LISTED HEALTH AOMINISTRATION RoHS Compliant LS




WEIGHTS, MEASUREMENTS AND PACKAGING

VIPER“‘ RUBBER

CORD

NUMBER OF | SIZE | CONDUCTOR NOMINAL INSULATION THICKNESS | NOMINAL OVERALL DIAMETER CURRENT Né\rm?ém STANDARD

CONDUCTORS | (AWG) | STRAND inches mm inches om AMPS* | " pones | CARTON
2 18 16/30 0.030 0.76 0.285 7.23 10 50 1000’
3 18 16/30 0.030 0.76 0.305 7.75 10 60 1000’
4 18 16/30 0.030 0.76 0.330 8.38 7 70 250"
2 16 26/30 0.030 0.76 0.310 7.87 13 60 1000’
3 16 26/30 0.030 0.76 0.330 8.38 13 75 250"
4 16 26/30 0.030 0.76 0.365 9.27 10 95 250"
2 14 41/30 0.030 0.76 0.340 8.64 18 75 250"
3 14 41/30 0.030 0.76 0.365 9.27 18 105 250
4 14 41/30 0.030 0.76 0.415 10.54 15 125 250"
2 12 65/30 0.030 0.76 0.410 10.41 25 105 250"
3 12 65/30 0.030 0.76 0.430 10.92 25 140 250"
4 12 65/30 0.030 0.76 0.475 12.07 20 190 250"
2 10 104/30 0.045 1.14 0.560 14.22 30 210 250"
3 10 104/30 0.045 1.14 0.580 14.73 30 240 250
4 10 104/30 0.045 1.14 0.655 16.64 25 325 250

Cord furnished with UL and CSA labels.

* Green conductor for grounding only.

** Actual shipping weight may vary.
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