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ENY40/EYD40 SERIES

40% FILL SEALING FITTINGS

FEATURES-SPECIFICATIONS

ENY40-1, 2, 3, 4, 5
Class I, Div. 1 & 2, Groups B, C, D
Class I, Zone 1, Groups IIB+H2, IIA
Class II, Div. 1 & 2, Groups E, F, G
Class III

ENY40-6, 7, 8, 9, 0
EYD40 (1 through 0) -6, 7, 8, 9, 0
Class I, Div. 1 & 2, Groups C, D
Class I, Zone 1, Groups IIB, IIA
Class II, Div. 1 & 2, Groups E, F, G
Class III

Application

To seal Rigid Conduit or IMC Raceways with 
up to 40% wire fill.

Features

• A 40% wire fill capacity
•  Large openings with threaded closures to 

provide easy access to conduit hubs for 
making dams

•  Integral bushing in conduit hubs to protect 
conductor insulation from damage

•  Npt threaded hubs to ensure ground 
continuity

• Minimum turning radius

Material/Finish
Copper-free Aluminum
(less than 4/10 of 1%)
•  Electrostatically applied powder coating

Duraloy Iron

• Tri-Coat Finish of electrozinc, chromate 
sealant, and electrostatically applied 
powder coating
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ENY40 40% VERTICAL AND/OR HORIZONTAL CONDUIT SEALING FITTINGS

HUB 
SIZE

CATALOG NUMBER DIMENSIONS
TURNING
RADIUS*

REQUIRED SEALING 
COMPOUND & 

PACKING FIBER OZ.

PER 
HUB 
(PF)

KILLARK
ALUMINUM

DURALOY
IRON A B

1/2” ENY40-1 ENY40-1M 4-1/16”(103) 2-1/16”(52) 1-9/32”(33) 2 0.06
3/4” ENY40-2 ENY40-2M 4-25/32”(121) 2-11/32”(60) 1-13/32”(36) 4 0.12
1” ENY40-3 ENY40-3M 5-3/8”(137) 3”(76) 1-25/32”(45) 7 0.26

1-1/4” ENY40-4 ENY40-4M 5-11/16”(144) 3-1/4”(83) 1-29/32”(48) 13 1.00
1-1/2” ENY40-5 ENY40-5M 6-3/8”(162) 3-15/16”(100) 2-5/16”(59) 22 2.00

2” ENY40-6 ENY40-6M 7-5/8”(194) 4-1/2”(114) 4-1/8”(105) 36 3.00
2-1/2” ENY40-7 ENY40-7M 7-5/8”(194) 4-1/2”(114) 4-3/8”(111) 61 3.56

3” ENY40-8 ENY40-8M 7-1/8”(181) 5-3/16”(132) 4-3/4”(121) 89 6.00
3-1/2” ENY40-9 ENY40-9M 7-1/8”(181) 5-3/16”(132) 4-3/4”(121) 114 7.00

4” ENY40-0 ENY40-0M 11-1/16”(281) 6-1/2”(165) 4-1/4”(108) 202 9.60

EYD40 40% VERTICAL CONDUIT DRAIN SEALING FITTINGS

HUB 
SIZE

CATALOG NUMBER DIMENSIONS
TURNING
RADIUS*

REQUIRED SEALING 
COMPOUND & 

PACKING FIBER OZ.

PER 
HUB 
(PF)

KILLARK
ALUMINUM

DURALOY
IRON A B

1/2” EYD40-1 EYD40-1M 4-9/32”(109) 3-1/8”(79) 2-1/4”(57) 4 0.03
3/4” EYD40-2 EYD40-2M 4-9/32”(109) 3-1/8”(79) 2-1/4”(57) 6 0.06
1” EYD40-3 EYD40-3M 5-1/8”(130) 3-7/8”(98) 2-7/8”(73) 7 0.13

1-1/4” EYD40-4 EYD40-4M 5-1/8”(130) 4-5/8”(117) 3-7/16”(87) 13 0.50
1-1/2” EYD40-5 EYD40-5M 5-1/8”(130) 5-11/16”(144) 4-1/4”(108) 22 1.00

2” EYD40-6 EYD40-6M 7”(178) 6-5/16”(160) 4-5/8”(117) 36 1.50
2-1/2” EYD40-7 EYD40-7M 7”(178) 6-5/16”(160) 4-5/8”(117) 61 1.75

3” EYD40-8 EYD40-8M 8-3/4”(122) 7-1/8”(181) 5-3/8”(137) 89 3.00
3-1/2” EYD40-9 EYD40-9M 8-3/4”(122) 7-1/8”(181) 5-3/8”(137) 114 3.50

4” EYD40-0 EYD40-0M 11-1/16”(281) 6-1/2”(165) 4-1/4”(108) 202 4.50

* Turning radius with cover plug removed.


