ELECTRONIC FLUORESCENT DIMMING BALLAST

Ballast Selection Guide

YOUR YOUR ADD NO.
LAMP TYPE/ SUPPLY HI-LUME LAMPS/
LENGTH/WATTS  VOLTAGE MODEL G BALLAST
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16°L 39W 120VOLT  FDB-1643-120- 2 ADD:
277 VOLT FDB-1643-277- = L2 OR3
22°L [ 40W 120VOLT  FDB-2227-120- 5 ADD:
277VOLT  FDB-2227-877- 2 1.2,0R3
L]
22°L /50W 120VOLT  FDB-2243-120- z ADD:
277VOLT  FDB-2243-277- 2 10R2
e
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T8 2
24°L 1M7W 120VOLT  FDB-2427-120- <  ADD:
277VOLT  FDB-2427-277- 2 1,2,0R3
36°L /25W 120 VOLT  FOB-3627-1200 = ADD:
277VOLT  FDB-3627-277- 5 1,2,0R3
48°L 1 32W 120VOLT  FDB-4827.120- 2 ADD:
277VOLT  FDB-4827-277- = 1,2,0R3
BO°L { 40W 120 VOLT  FOB-8027-1200 > ADD:
277VOLT  FDB-6027-277- & 10R2
H
w
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T2 2
36°L / 30W 120 VOLT  FDB-3643-120- = ADD:
277 VOLT FDB-3643-277- g 10R2
48°L [ 40W 120VOLT  FOB-4843-120- <  ADD:
277 VoLT FDB-4843-277- 10R2

EXAMPLE: Your fixture has (2) T8, 32W lamps supplied by 120
Volts. Complete Hi-lume ballast model is FDB-4827-120-2.

Hi-lume and Eco-10 Dimming Ballast and Control
Application/Installation Notes
= All lamps musi
saving” lamps
= Each dimming ballast must be mounted in the fixture with the Lam|
it is cont Keep the lead length between the ballast and the lar
7 feet (3 Iem for ballasts that control T-5 amps)
mps must be burned in at full intensity for 100 hours bafare dimming
ume OSPCU dimming ballasts (no longer in production] with
0-10 on the same control. Do not mix magnetic dimming
lasts with Hi-lume FDB or Eco-10 on the same control
ol racommend combining Eco-10 and Hi-lume badasts. When
placad on the same circuit with a shared control, fixtures controlied by
and Hi-lume ballasts will produce different light intensities
ations see ganging and derating infarmation,

e “rapid-start” fluorescent. Do not use T-12 “energy
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YOUR YOUR ADD NO.
LAMP TYPE/ SUPPLY ECO-10 LAMPS/
LENGTH/WATTS ~ VOLTAGE MODEL E BALLAST
=
|: =
=z
5 5
16°L /30W 120VOLT  ECO-TS30-120- 2 ADD:
277VOLT  ECO-TS39-277- - 1,2,0R3
22°L { 40W 120VOLT  ECO-T540-120- =5 ADD;
277VOLT  ECO-TS40277- 7 1,2 0R3
3
22°L { 50W 120 VOLT  ECO-T580-120- =  ADD:
277VOLT  ECO-TS50-277- S 10R2
=
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1 o
T8 s
24°L (1TW 120VOLT  ECO-TBI7-120- S ADD:
277 VOLT O-TB17277- o 1,2.0R3
36°L / 25W 120VOLT  ECO-TB25-120- ; ADD:
277VOLT  ECO-TE25-277- < 10R2
48°L [ 32W 120VOLT  ECO-TB32-120- =  ADD:
277VOLT  ECO-TE32-277- . 1,2 0R3
&
»
T8 FOR 0-10 VOLT CONTROL :
"
48l /32w 120VOLT  TVE-TB32120- - ADD:
277VOLT  TVE-TE32277- £ 1,2, 0R3
2
=z
(=]
Eco-10 10-Volt option ballasts are available for 2
ather T5 and T8 s. Contact Lutron far
mare information.

EXAMPLE: Your fixture has (3) T8, 32W lamps supplied by 277
Volts. Complete Eco-10 ballast model is ECO-T832-277-3.

= Phase Cantrol balkasts require three line-voltage wires: hot, dimmed hot and

and newtral, and

. Io wiring un':rmarm ,-_‘:ug .’:L'
For More Information

acl the Lutron Hotkne at 1-800-52
ume FOB-series data shaet (PN 360-343)

+ Fi-lume Compact data sheats:

ind 18W Quad-tube
-tube

* Eco-10 Phase Control data sheet (P/N 360-379)
= Eco-10 10-Volt Option data sheet (P/N 360-489)

Specify Lutron's exclusive 3-lamp dimming ballast. 53
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ELECTRONIC FLUORESCENT DIMMING BALLASTS

Electronic Fluorescent Dimming Ballasts

Hi-lume Compact.. Ballast:
For Use with Compact Fluorescent Lamps

Eco-10.. Phase Control Ballast:
For Workplace Dimming

Eco-10.. 10 Volt Option Ballast:
For 0-10VDC Signal Applications

Architectural Workplace

Dimming (100%-1%) Dlrnrrung (100%-109%)
= Lobbies = Open Office Spaces

= ANV Areas = Perimeter Offices

= Conference Rooms = Lecture Halls

= Museums

“PERCEIVED” LIGHT V5. DIMMED LIGHT
The eye sees a 1% dimmed light as 10% total light,
and a 10% dimmed light as 32% total light.

2%
perceived
107 0%

perceived dimmed
1%
dimmed

To Order—Call LUTRON. Customer Service 610-282-3500

FLUORESCENT DIMMING FOR
PERSONNA.., microWATT.,
GRAFIK EYE. & COMPATIBLE
LUTRON WALLBOX CONTROLS

Hi-lume FDB (100%-1% dimming)

{Architectural Fluorescent Dimming Ballast); see data sheet PN 360-343

= Silent, flicker-free dimming from full to 1% of full
light (see “Perceived Light” graph below)

= Meets virtually any application (lamp sizes, types and
lengths)

= Models for 1, 2 or 3 lamps per ballast (120V and 277V)
available from stock

® (Global voltages available (220V-240V-50Hz or 60Hz)*

Hi-lume Compact (100%-5% dimming)
{Dimming Ballast for Compact Fluorescents); see data shaat
PN 360-318 and PAN 360402
= Dims new energy-saving compact fluorescent lamps
= Available for control of 120V and 277V, 32W, 26W and
18W, 4-pin compact fluorescent lamps
® Specify Hi-lume Compact dimming ballasts on all new
fixtures. Call the Lutron HOTLINE for a list of fixture
manufacturers

Eco-10 Phase Control (100%-10% dimming)
(Workplace Fluorescent Dimming Ballast); see data sheet PN 360-379
= Smooth, flicker-free fluorescent dimming down to
10% of full light output
® Meets virtually any application (lamp sizes, types and
lengths)
® Models for 1, 2 or 3 lamps per ballast (120V and 277V)
available from stock

Eco-10 10-Volt Option (100%-10% dimming)
|D||11m|r!q Ballast for 0-10VDC Low-Voltage Signal Applications); see
dala sheet PN 360-489
= For direct connection to building management systems
or daylight sensors, new and retrofit applications
= Use where lighting zones must be separated from
electrical circuits

A 20 Year HistoRy—WORLD Crass QuaLmy
Lutron ballasts meet and excesd the world's highast quality standards.
Just what you would expect from the company that infroduced the
electronic dimming ballast lwenly years ago.

Couple that with our track record for reliability and trouble-free performance
and you have a ballas! you can count on 10r years to come.



