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CAT.
NO.

CIRCUT
fUNC.

POLES &
THROWS

RATINGS
vOLTAGE LAMP

COLOR
ACTR.

CONTACT
CONN.
TYPE 

STD.
CTN.
QTY.AMPS 

125vAC
AMPS 

250vAC
HP 

125-250vAC

77300RW ON-OFF SPST 3 1 Non-Lighted Rotary Canopy – Maintained Wire Leads 5

CAT.
NO.

CIRCUT
fUNC.

POLES &
THROWS

RATINGS
vOLTAGE LAMP

COLOR
ACTR.

CONTACT
CONN.
TYPE 

STD.
CTN.
QTY.AMPS 

125vAC
AMPS 

250vAC
HP 

125-250vAC

77340RW ON-OFF SPST 6 3 Non-Lighted Rotary Canopy – Maintained Wire Leads 5

77320RW OFF-ON-ON-ON SPST 3 1 Non-Lighted Rotary Canopy – Maintained Wire Leads 5

CAT.
NO.

CIRCUT
fUNC.

POLES &
THROWS

RATINGS
vOLTAGE LAMP

COLOR
ACTR.

CONTACT
CONN.
TYPE 

STD.
CTN.
QTY.AMPS 

125vAC
AMPS 

250vAC
HP 

125-250vAC

79100MS ON-OFF SPST 6 3 – – –
Feed Through 

Switch
Screws 5

B

B

A

C

Dimensions (IN) A: 0.718 B: 0.600 C: 0.265

Dimensions (IN) A: 1.000 B: 0.844

Dimensions (IN) A: 0.844 B: 0.594 C: 1.375

S.P.S.T

S.P.S.T

S.P.S.T

SWITCHES
Rotary Switches & 
Miscellaneous

A

C

B

A

Terminal Positions

Terminal Positions

Terminal Positions




