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ROLL LABEL DISPENSER

POLYESTER INDUSTRIAL TAPES

Reusable, refillable, compact and convenient, 
roll label dispensers provide 760 1-1/4” markers 
per dispenser. 
Made of tough tyvek material with an excellent 
acrylic adhesive and a silicone release liner. 

TEMPERATURE RATInG: 
-40 °C to 121.1 °C (-40 °F to 250 °F). 
UL 969.

CAT.
no. LAbEL LEGEnD

STD. 
PKG.
QTY.

STD. 
CTn.
QTY.

RLD-1 0 - 9 1 1

A high performance label stock. 
2 mil pressure sensitive polyester and  thermal transfer 
resin ribbon in a cartridge. 
Up to seven year exterior life. 
Chemical, water, UV and abrasion resistant.

TEMPERATURE RATInG: 
-40 °C to 121.1 °C (-40 °F to 250 °F).

CAT.
no. SIZE DESCRIPTIon LEnGHT

(FT.)
WIDTH
(In.)

STD. 
PKG.
QTY.

STD. 
CTn.
QTY.

IT3/4-BW 3/4" Black on White 26' 0.750 1 1

IT1-BW 1" Black on White 26' 1.000 1 1

WIRE MARKInG / ID 
Roll Label Dispenser &
Industrial Tapes
RLD, IT-bW SERIES




