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  REDILOC® SNAPIN TYPE CONNECTORS

   REDILOC® Duplex Cable Connector Steel
  N/A

Catalog #: 2715

Trade Size:
Cable Size:

Dimension A:
Dimension B:
Dimension C:

Package Type:
Std. Pkg.:
Ship Carton Qty.:
Product UPC-A Labeled:
Weight (Lbs. Per/C):
Ship Carton Length (in.):
Ship Carton Width (in.):
Ship Carton Height (in.):
Ctn Weight (Lbs.):
UPC Number:
I2of5:

APPLICATIONS

PRODUCT FEATURES

UL LISTED

US PATENTS

RACO REDILOC® Duplex connectors are designed for use in dry locations to connect MCI, MCIA, AC, and HCF cable into a box or enclosure
N/A

Tri-head screw/clamp design can accommodate two runs of MCI, AC, and HCF cable. Connector can be installed by using a slotted, Phillips, or Robertson head screwdriver.
Preassembled anti-short bushing will not fall out during installation
Reusable design - installation can be reversed just as easily as it was originally installed
Made from steel, and nylon (bushing)
Zinc electro plated for corrosion protection
Tri-lingual (English, Spanish, and French) installation instructions included in each unit carton

File E195966

US Patents 6,034,326 and 6,020,557

GENERAL PRODUCT INFORMATION
1/2 in.
MCI: AL .450 - .545; MCI: Steel .425 - .550; MCC: AL .380 - .550; MCC: AC 14-1 to 12-3 w/Grnd., Alum. and Steel

DRAWING DIMENSIONS
1-5/8 in.
9/16 in.
1-11/16 in.

PACKAGING
Carton
25
250
No
12.50
21.38
9.75
7.50
31.25
050169027158
50050169027153
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