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| Box Type | RACO Steel Boxes & Covers|
| Box Family | Masonry Boxes |
| Box Category | Masonry Boxes - 3-1/2" Deep|
| Category || Masonry Boxes \
| Gangable | No \
| Box Depth | 3-1/2" \
| Side Knockout(s) || 4 concentric \
[ Bottom Knockout(s) [ 2 concentric |
[End Knockout(s) [ 4 concentric |
[ Drawn or Welded [ Welded |
| Number of Devices or Gangsl| 1 |
| Cubic Inch Capacity | 22.5 |
[UPC Number [050169006955 |
| Product UPC-A Labeled | Yes |
| Minimum Pack Qty. | 25 |
| Carton UPC Bar Code | 050169996959 \
| Inner Leaf 2 of 5 Bar Code | 50050169086952 |
| Unit Carton Quantity |25 |
| Ship Carton Length (In.) 113 |




| Ship Carton Width (In.) |10.75 |
| Ship Carton Height (In.) 16.125 |
| Weight (Per/C) 184.2 |
[ Pallet Quantity [2275 |
[Dimension A [1-31/32" |
[ Dimension C [3-172" |

« Masonry boxes are designed to accommodate the mounting of
switches or other devices in masonry walls

o 2-1/2" deep boxes are used in 4" block walls, 3-1/2" deep
boxes are used in 6" or 8" block walls

Product Features

o Nongangable design available from one to six gang
configurations in either 2-1/2" or 3-1/2" depths

o Rugged welded construction

o Standard 1/2" & 3/4" concentric knockouts

o Device ears formed inside the box, preventing mortar from
getting in the device holes

« Standard wall plates cover box opening

Compliances

|UL 514-A listed, File E195978|
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