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Features  
 • Fully assembled to save time and labor costs

 • Muliti-tap ballast: 120V, 208V, 240V, 277V (Factory wired 120V)

 • 400W, clear MH pulse start lamp included

 • Corrosion resistant welded steel safety cage included

 • Replacement cages can also be purchased separately

 • Meets OSHA requirements for minimum illumination of work areas when properly installed 

www.topaz-usa.com

CA Office
225 Parkside Drive

San Fernando, CA 91340 
888.551.2852 | Fax: 888.690.2852

FL Office
2020 West 26th Street, Ste. C

Jacksonville, FL 32209
800.338.2852 | Fax: 772.778.5386

NY Headquarters
925 Waverly Avenue
Holtsville, NY 11742

800.666.2852 | Fax: 631.758.8026

Temporary Lighting
400 Watt High Bay Work Light
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Catalog Number UPC
Trade 
Size

Ship 
Case

Weight 
Case

17400HB 86898 3/4" 1 24

17400CG 86901 --- 6 17

Steel housing, white 
powder coat finish

Vented ballast housing 
to reduce temperature 
& overheating

Easy carry handle

Two .75" knockouts for con-
duit access for multiple HID 
fixtures on back

Heavy duty corrosion resistant 
welded steel safety cage 
included (can also be purchased 
separately #17400CG)

3 ft. power cord #18/3 SSJTOW  
with NEMA 5-15120V, 15amp plug

Type "O" spring 
loaded pink porcelain 
screw shell socket

400W MH Pulse Start 
Type "O" Lamp included
(Use Topaz  
MP400/BU/PS-37  
replacement bulb)

Open/Close bottom 
guard 10" opening for 
easy re-lamping

Meets EISA 2007 for energy efficiency.
Meets NEC 2005 and 2008 requirements.

E365054
UL and cUL Listed 
for Damp locations


